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1.0 INTRODUCTION

1.1  Background

This Health and Safety Plan (HASP) has been developed for the site preparation and material
removal activities to be conducted at the Environmental Conservation and Chemical Corporation
(ECC) Site, located in Zionsville, Indiana. The HASP contains the procedures that are
necessary to protect onsite personnel and the general public during this phase of work.

The ECC Site is located in Boone County, approximately 10 miles northwest of Indianapolis,
on State Route 421 in Zionsville, Indiana (Figure 1-1). The Site occupies 6.5 acres to the west
of the Northside Sanitary Landfill (NSL), a closed solid waste disposal facility. The ECC Site
is also bounded on the south and east by NSL property. An unnamed ditch separates the two
facilities along the eastern boundary. Several residential homes are located within 1/2 mile of
the facility to the north and west (Figure 1-2).

In 1977, ECC began operations at the Site that consisted of the recovery, reclamation, and
brokering of primary solvents, oils, and other wastes. Waste products were received in drums
and bulk tankers and prepared for subsequent reclamation or disposal. Processes to reclaim
solvents and oil included distillation, evaporation, and fractionation.

The U.S. Environmental Protection Agency (U.S. EPA) investigations concerning the
accumulation of contaminated storm water onsite, improper drum inventory, and several spill
incidents lead to civil law suits, and finally the placement of ECC into receivership in July 1981.

Drum shipments to the Site were halted in February 1982. Surface cleanup activities conducted
by U.S. EPA contractors during 1983 and 1984 included the removal of cooling pond waters,
waste drums, tank wastes, contaminated soil, and cooling pond sludge.

A Remedial Investigation/Feasibility Study (RI/FS) was conducted by CH2M Hill for the
U.S. EPA from 1983 through 1986. The Record of Decision (ROD) for the Site was issued on
September 25, 1987 and amended on June 7, 1991, and the Consent Decree for remediation of
the Site was entered on September 10, 1991.
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Remedial activities will include:
° Implementation of access restrictions.
® Demolition and removal of containers and debris from the Site.
] Installation and operation of an in-situ soil vapor extraction (SVE) system.
] Installation of a final cover.

° Monitoring of vapor, subsurface water, soil, and surface water to evaluate the
effectiveness of remediation activities.

Although the duration of the remediation is unknown, it is estimated that the construction will
take 11 months with the Site Preparation and Material Removal phase lasting approximately
4 months. The SVE system will operate for 1 to 2 years until the site cleanup objectives are
met, and long-term monitoring will occur for 7 years.

The objectives of this HASP are to provide safety procedures to be followed during the Site
Preparation and Material Removal phase of the remedial activities only, and to establish
emergency response procedures for extraordinary conditions that may occur. The contractor(s)
performing the other remedial activities will prepare a HASP for their respective activity
consistent with the overall HASP.

The procedures presented herein are based on an analysis of site-specific potential hazards and
the appropriate protective measures to mitigate these hazards. If hazards arise that are not
covered in this HASP, the HASP will be amended accordingly. The health and safety
procedures presented in this HASP are in accordance with the appropriate requirements of the
U.S. Department of Labor, Occupational Safety and Health Administration (OSHA), and the
U.S. EPA.



1.2  Scope of Activities
1.2.1 Explanation of HASP and Contracts

The scope of remedial action activities for the ECC Site is intended to occur in two phases. The
first phase, referred to as the Site Preparation and Material Removal Contract, is the extent of
work that this health and safety plan applies to. The second phase of work, referred to as the
Remedial Action Phase, will occur under a separate contract and health and safety plan.

1.2.2 Scheduled Work for Site Preparation and Material Removal

The general purpose of the first phase of work is to prepare the area for the actual site
remediation work.

1.2.2.1 Mobilization

Heavy construction equipment and vehicles, as well as office trailers, will be staged at a remote
location offsite in order to begin construction of the support zone.

1.2.2.2 rt Zon

All abandoned vehicles within the support zone area will be removed prior to commencement
of work by the owner. Other debris such as concrete rubble and scrap steel will also be
removed from the area by the owner.

1.2.2.3 taging of T

Any tanks that extend into the potential support zone will be moved into the exclusion zone.
1.2.2.4 n in

Once all debris and tanks are removed from the support zone area, grading will begin to allow

proper drainage. Several culverts may be placed in offsite drainage ditches in order to facilitate
proper flow,
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1.2.2.5 Development of Support Zone and Fencin

Once the support area has been graded, gravel will be placed throughout all occupied areas of
the support zone. Office trailers, including a personnel decontamination trailer and storage
trailer, will be placed and utilities will be connected. Activation of access/egress restrictions
will occur thereafter. A fence will be installed between the exclusion zone and the support zone
inhibiting personnel access/egress except through the personnel decontamination trailer. Vehicle
traffic will enter and exit through their respective gates and decontamination area. A permanent
security fence will be installed around the ECC Site perimeter and support zone. Internal access
will only be possible during hours of operation.

1.2.2.6 Construction of Vehicle and Tank Decontamination Pad and Water Storage Pad

A concrete pad will be constructed for vehicle and tank decontamination in the contamination
reduction zone. A concrete pad will also be constructed for storage of clean water and spent
decontamination water awaiting disposal.

1.2.2.7 Tanks

There are 53 steel tanks that will be removed from the exclusion zone. They will be placed on
the tank decontamination pad, rinsed off, and scanned with a PID externally and internally. An
LEL/O, meter will also be used for internal monitoring prior to cutting any tank. Initial
scanning of the tanks with a PID and LEL/O, during a field investigation in November 1992
found no readings that would inhibit hot methods of tank cutting. Therefore, no elevated
readings are anticipated during tank demolition. Once instrumental readings indicate a safe
atmosphere for cutting, the tank will be cut so that internal decontamination may be completed.
Once visually clean, the tank will be taken to the laydown area and cut for dispoﬁal. Any hot
work performed on tanks must be conducted in accordance with 29 CFR 1910.252(a)(3) and
Section 10.4, "Hot Work", of this HASP.

1.2.2.8 Drums

All drums onsite will be staged at the southern concrete pad. Drums which must be moved will
be handled in accordance with Section 02082 of the project specifications. These requirements
include overpacking any drums which are classified as unsafe to move, conducting shock
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sensitivity tests on drums which are visibly bulging and conducting industrial hygiene testing of
the drum exterior to determine exposure potential. No sampling or bulking of drum contents
will be performed as part of the SPMR activities.

1.2.2.9 Miscellaneous Debris

All miscellaneous debris scattered about the Site (see Appendix A of the Specifications for
Quantities and Classifications) will be disposed of in accordance with state regulations.

1.2.2.10 Buildings

Once all potentially hazardous materials are removed from the process building and A-frame
house, they will be demolished into piles of rubble and disposed.

1.2.2.11 Conclusion of Activities

Phase I, Site Preparation and Material Removal, will be considered complete once all above
ground obstructions have been removed. The Site will be ready for Phase II activities including
soil vapor extraction, trenching and pipe installation, installation of monitoring wells, and finally
a clay cap over the Site. Phase I activities are expected to occur over a period of approximately
4 months.

1-7






2.0 CONTRACTOR ORGANIZATION AND RESPONSIBILITIES

2.1  General

Health and safety is a line management responsibility; and as such, the Project Manager (PM)
is responsible for the overall direction, implementation, and enforcement of health and safety
for the project. Daily implementation and enforcement of the HASP during field activities will
be directed by the Resident Superintendent (RS). The RS will be technically assisted in this
function by the SSO. SSO’s main function is to serve as a technical advisor to line management
in matters regarding health and safety. The SSO will primarily be responsible for the technical
and administrative functions relative to health and safety necessary during onsite activities.
Additionally, although health and safety is a staff function, the SSO has the authority to stop
work if an "imminently dangerous" situation exists. Such a sitvation will be immediately
reviewed by the PM and RS, and the Health and Safety Officer (HSO). From a technical
standpoint, the SSO will report to the HSO who is a Certified Industrial Hygienist in
Comprehensive Practice, and as such, will serve as the overall health and safety manager for
this project.

All other personnel working on the Site will report to the RS and ultimately the PM and, in

keeping with OSHA requirements and management principles, are required to comply with all
procedures outlined in this HASP.

2.2 Overall Management Responsibilities

The responsibilities of the Project Manager, Resident Superintendent, Health and Safety Officer,
and the Site Safety Officer are as follows.
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2.2.1

Project Manager

The Project Manager (PM) is the overall manager of the project. The PM has the following
responsibilities:

To see that the project is performed in a manner consistent with the Corporate
Health and Safety Program.

To have a Health and Safety Plan prepared and approved.

To provide the Project Health and Safety Officer with project information related
to health and safety matters and development of the HASP.

To implement the HASP.

To monitor compliance with the HASP by respective company and subcontractor
personnel.

The PM has the authority to take the following actions:

2.2.2

To determine personnel assignments on this project.
To temporarily suspend field activities, if the health and safety of personnel are
endangered, pending further consideration by the Health and Safety Officer.

Resident Superintendent

The Resident Superintendent (RS) is the appointed manager of the project on the Site. The RS
is responsible for the general oversight of the progress of onsite activities, including the
management of all onsite field personnel, and for implementing actions to ensure compliance
with the HASP.



The RS is responsible for:

2.2.3

Coordinating and providing the necessary labor and materials for the
implementation of the HASP.

Actively supporting jobsite safety by including safety as a part of pre-job planning
and scheduling.

Evaluating job specifications for potential safety and health hazards and review
with the safety representatives.

Communicating jobsite safety and health control measures among contractors and
employees.

Actively supporting and participating in the implementation of the Safety Program
pertaining to company employess.

Health and Safety Officer

The Health and Safety Officer (HSO) is responsible for the preparation of the HASP. The HSO
is also responsible for assisting the PM in implementing and enforcing the HASP. Specific
responsibilities include:

Conducting the initial site-specific health and safety orientation meeting and
providing support for additional meetings as periodically required.

Providing support for all onsite health and safety activities as needed and shall be
responsible for decision-making involving the upgrade or downgrade in personal

protective equipment.

Establishing new health and safety measures as appropriate based on changing
conditions.
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2.24

Maintaining all related health and safety documentation, including, but not limited
to, employee medical qualifications, respirator fit tests, medical surveillance, and
field monitoring results.

Authority to stop work if conditions are deemed unsafe.

Authority to temporarily remove an individual from the Site if he/she is not
complying with the HASP protocols.

Site Safety Officer

The Site Safety Officer (SSO) is responsible for providing technical guidance to the Resident
Superintendent on matters pertaining to health and safety. The SSO’s primary responsibility is
to assist the RS in the implementation and enforcement of the HASP.

Specific duties of the SSO include, but are not limited to:

Monitoring compliance with the HASP.
Coordinating and conducting onsite safety briefings for all site personnel.

Managing health and safety equipment (respirators, instruments, boots, gloves,
suits, etc.).

Coordinating and performing air monitoring with the HSO as specified in the
HASP.

Establishing work/rest regimen in conjunction with the Resident Superintendent
(i.e., heat stress/cold stress monitoring).

Helping establish emergency response provisions with local authorities (e.g.,
hospital, fire, and police).

Continuously monitoring health and safety conditions during the implementation
of the site work.



Maintaining site safety field logs to record air monitoring results, weather
conditions, employees onsite, safety problems, and other related information.

Reporting all incidents to the HSO.

Stopping work if conditions are deemed unsafe; also to temporarily remove an
individual from the Site if he/she is not complying with the HASP. In both cases,
the SSO will confer with the HSO and RS regarding the followup actions; the

presence of an SSO will not abrogate safety responsibilities of other personnel.

Daily safety inspections of work areas.
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3.0 MEDICAL MONITORING

3.1 Medical Surveillance Requirements

Prior to performing any work in a project exclusion zone or contamination reduction zone, all
site personnel must successfully complete an entry medical examination or demonstrate that they
currently participate in a regular medical monitoring program which satisfies project-specific
guidelines and the OSHA requirements of 29 CFR 1910.120(f). Subcontractors involved in field
activities must provide documentation of medical examinations for their employees.

All personnel hired specifically for the work in the exclusion or contamination reduction zones
at this Site who are not included in a medical monitoring program that meets the requirements
of 29 CFR 1910.120 must receive entry and exit examinations and 12-month interval
examinations during work at the Site. Any personnel who participate in an existing medical
surveillance program will continue in their program for the duration of site work.

The minimum acceptable medical examinations for this project include:

° Past Medical History - On entry to the program, information concerning past
occupational and personal as well as family history of disease

° Present Medical Profile - All pertinent medical information regarding present state
of health and during each year of field work in hazardous material projects

° Exposure History - Information concerning the cumulative duration of time spent
on potentially hazardous sites, the primary toxic substances, and the levels of
protection employed by each Site

° Laboratory Analyses - Hematology, liver and kidney function tests, and urinalysis

® Physical Examination

] Hearing Test



o Vision Test
° Pulmonary Function Test
Optional tests, if recommended by the examining physician include:
° Electrocardiogram
® X-ray
° Special Tests - Medical information concerning the effects of exposure to specific
contaminants
All hazardous waste employee physician approval forms will be kept in a health and safety file

onsite. In addition to the approval forms, medical data forms for all personnel will also be kept
on file.
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4.0 EMPLOYEE, SUPERVISOR, AND VISITOR TRAINING

All personnel must meet health and safety training regulations outlined in 29 CFR 1910.120(e).
This will primarily involve exclusion zone and contamination reduction zone workers; hence
40-hour introductory, refresher, and supervisory training requirements for supervisory personnel
will apply. There may be site visitors who fall under OSHA’s 24-hour training provisions, and
any decision regarding applicability of these provisions will be made by the HSO.

To comply with OSHA’s site-specific training requirements, the HSO will conduct a training
session immediately preceding field activities. This training will be attended by applicable
personnel and will address HASP elements, integrated with any other applicable requirements.
Any need for additional site-specific training due to changes in the work force will be conducted
by the SSO. The SSO will also be responsible for safety training for onsite personnel and
"visitor" briefings.

4.1  Site-Specific Training

The content of the site-specific training program, which will include instructions concerning
potential hazards, is outlined below:

L Introduction to the hazardous materials previously identified at the Site

- Definition of hazardous materials

- Classification of hazardous materials

- Potential for ignitability, corrosivity, reactivity, and/or toxicity
- Possible radiological hazards

L Toxicological impacts of possible contaminants

- Expected exposure levels

- Routes of probable exposure
-- Respiratory tract
-- Dermal penetration
-- Ingestion
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- Expected toxic effects
- ACGIH threshold limit levels
- Carcinogens

Emergency planning and principles to be used on the job site

- Emergency medical care and treatment

- General safety practices

- Emergency telephone numbers

- Onsite communications

- Names and responsibilities of key project safety personnel

Respiratory protection level used onsite

- General principles

- Potential hazards

- Protective measures provided by air monitoring

- Response (evacuation) requirements activated by abnormally high volatile
organics in ambient air

Protective clothing requirements

- Level of protection

- Articles of protective clothing

- Purpose of each article of protective clothing
- Proper use of protective clothing

Decontamination

- Concern regarding proper decontamination

- Extent of decontamination required

- Personnel decontamination under normal conditions

- Personnel decontamination during medical emergencies
- Decontamination of equipment

- Disposal of contaminated materials
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Personnel will be required to sign a document at the conclusion of the training program stating
that they understand and will abide by the provisions found in this HASP.

4.2  Daily Safety "Tailgate" Meeting

Each day prior to the start of work activities, all site personnel will meet and sign an attendance
sheet. At this time, the SSO will indicate the work scheduled for the day and what level of
protection will be required. Also, any need for changes in safety procedures will be addressed.
The crews will be asked to discuss any concerns they have regarding health and safety.

All topics covered in the meeting will be documented and posted for the day in the safety office.






5.0 HAZARD ASSESSMENT

5.1  Chemical Hazards

Previous site investigations have indicated the presence of a variety of chemicals including
volatile organic compounds, base neutral/and extractable organics, metals, and PCBs. The entire
list of contaminants found during previous investigations can be reviewed in the Final Remedial
Investigation Report which will be maintained on site as a reference.

Based on the previous investigations, the major contaminants of concern during the activities
conducted in accordance with this HASP are listed in Table 5-1. This list of chemicals
represents those volatile organic compounds found above acceptable soil concentrations as
defined in the Consent Order. These contaminants are generally classified as chlorinated
solvents and aromatic hydrocarbons.

General health effects associated with over-exposure to chlorinated solvents include; narcosis,
dermatitis, liver and kidney injury, skin and eye irritation, and peripheral neuropathy. Many
of these compounds are also considered to be carcinogens.

Aromatic hydrocarbons, in general, have pleasant odors and produce irritation to the mucous
membranes upon overexposure. Other health effects associated with these compounds include
narcosis and dermatitis. Fire and explosion hazards are considered a serious hazard with this
class of compounds.

Appendix A illustrates the chemical, physical, and toxicological properties of the contaminants
of concern listed on Table 5-1.

Because most of the contaminants detected onsite have relatively high vapor pressures, the
primary exposure pathway during field activities will be via inhalation. However, a potential
dermal contact exposure pathway will exist during remedial activities. The ingestion of
contaminants is not likely if normal precautions concerning personal hygiene are followed.



TABLE 5-1

COMPOUNDS DETECTED IN THE SOIL AT CONCENTRATIONS
ABOVE THE ACCEPTABLE SOIL CONCENTRATIONS

Volatile Organic Compounds

Acceptable Soil

Maximum Detected

(VOCs) Concentration Concentrations
(pg/ke) (ng/ke)
Acetone 490 650,000
Chloroform 2,300 2,900
1,1-Dichloroethane 5.7 35,000
1, 1-Dichloroethene 120 380
Ethylbenzene 234,000 1,500,000
Methylene Chloride 20 310,000
Methyl Ethyl Ketone 75 2,800,000
Methyl Isobutyl Ketone 8,900 190,000
Tetrachloroethene 130 650,000
Toluene 238,000 2,000,000
1,1,1-Trichloroethane 7,200 1,100,000
1,1,2-Trichloroethane 22 550
Trichloroethene 240 4,800,000
Total Xylenes 195,000 6,800,000




In addition to the inhalation and dermal pathways, other exposure pathways are potential hazards
to onsite personnel. Although they are less hazardous than the inhalation and dermal contact
routes, precautions should be taken to avoid the following potential exposure pathways:

L Ingestion of contaminated subsurface or surface water
° Ingestion of contaminated surface soil
L Eye contact with any contaminated materials

To mitigate these potential hazards, a thorough program of personnel decontamination and
hygiene will be maintained during remedial activities. Also, splash protection (e.g., goggles,
rubber boot covers, and chemical resistant gloves) will be used during the sampling or handling
of any contaminated liquids and during steam cleaning. Details on personal protective equipment
and procedures are provided in Section 7.0 of this HASP. Specific steps for decontamination
of equipment are included in Section 9.0.

In addition to the organic compounds identified in Table 5-1, lead and cadmium have been
identified at concentrations above typical soil levels.

While exposure to these metals is not anticipated to reach their established Permissible Exposure
Limits (PELs), they will be discussed in this HASP to provide onsite workers with appropriate
information should site conditions change.

Lead is a potent systemic poison that can cause both acute and chronic health effects following
exposure above its established PEL. The major acute effect associated with lead is known as
lead encephalopathy. This condition can potentially lead to seizures, coma, and death following
short-term exposures significantly above the OSHA PEL. Potential chronic health effects from
long-term overexposure to lead include damage to the central and peripheral nervous systems,
urinary system, reproductive system, and blood-forming organs. Common symptoms of chronic
overexposure include loss of appetite, anxiety, headache, dizziness, joint pain, and "wrist drop”.

Cadmium is listed as an occupational carcinogen by NIOSH and may produce health effects via
the inhalation or ingestion route of exposure. The target organs associated with cadmium
include the respiratory system, kidneys, prostate, and blood. Signs and symptoms of
overexposure include pulmonary edema, chest tightness, substernal pain, chills, muscle aches,
nausea, and mild anemia.
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Appendix A provides additional information concerning the chemical, physical, and toxicological
properties of lead and cadmium.

5.2 neral Physical Hazar

The Contractor will be required by this HASP to develop an activity hazard analysis which will
indicate the hazards associated with all phases of work activities onsite. The analysis will
include but not be limited to the following sections:

5.21 Trenching

A main concern for the construction phase of the project is the hazard of trenching and working
within a trench. For this reason, OSHA regulations have been included in this HASP (see
Appendix H) for review by personnel working within a trench or in close proximity to a trench.
The potential for trench cave-in is very likely. The most obvious result to victims involved in
cave-in occurrences is death. Therefore, all safety precautions and OSHA regulations will be
strictly adhered to. Specific methods of engineering practices, i.e., shoring, sloping, will be put
forth in the project specifications to ensure OSHA guidelines are followed. A comprehensive
checklist is included in Appendix F.

5.2.2 Heat Stress

Heat stress may be of concern depending on the ambient temperature and type of protective
clothing required during site activities. = Impermeable protective clothing, such as
chemical-resistant coveralls, will reduce the body’s ability to dissipate heat, thus increasing the
chance of heat-related problems.

Heat exhaustion is a response to heat characterized by fatigue, weakness, and collapse because
of the inadequate intake of water to compensate for loss of fluids through sweating. Heat stroke
is a response to heat characterized by extremely high body temperature and disturbance of the
sweating mechanism. Heat stroke is an immediate, life-threatening emergency for which
medical care is urgently needed.
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One or more of the following control measures will be used to control heat stress:

Employees will be informed of the symptoms of heat stress and heat exhaustion.

An adequate supply of cold water or a commercial mix, such as Gatorade, will
be provided to all employees.

Employees involved in work tasks requiring the use of impermeable clothing will
be required to take periodic breaks.

All breaks will be taken in a shaded area where employees will be required to
remove impermeable protective garments during rest periods.

All employees will follow Contractor SOPs.

All employees will be informed of the importance of adequate rest, replacement
of lost body fluids, and proper diet to prevent heat stress.

All employees will be monitored for heart rate and body weight changes which
may indicate that more frequent breaks and/or more fluid intake is required.

At a minimum, all Contractors will follow the NIOSH guidelines presented below
to initially determine the frequency of physiological monitoring and work period
duration.

NIOSH GUIDELINES FOR PHYSIOLOGICAL MONITORING*

Adjusted Temperature®

Normal Work Ensemble®

Impermeable Ensemble

90°F(32.2°C) or above

After each 45 minutes of work

After each 15 minutes of work

87.5° - 90°F (30.8° - 32.2°C)

After each 60 minutes of work

After each 30 minutes of work

82.5° - 87.5°F (28.1° - 30.8°C)

After each 90 minutes of work

After each 60 minutes of work

77.5° 0 82.5°F (25.3° - 28.1°C)

After each 120 minutes of work

After each 90 minutes of work

72.5° - 77.5°F (22.5° - 25.3°C)

After each 150 minutes of work

After each 120 minutes of work
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Notes

5.2.3

For work levels of 250 kilocalories/hour.

Calculate the adjusted air temperature (ta adj) by using this equation) ta adj °F +
(12 x % sunshine). Measure air temperature (ta) with a standard mercury-in-glass
thermometer, with the bulb shielded from radiant heat. Estimate percent sunshine by
judging what percent time the sun is not covered by clouds that are thick enough to
produce a shadow. (100 percent sunshine = no cloud cover and a sharp, distinct
shadow; O percent sunshine = no shadows.)

A normal work ensemble consists of cotton coveralls or other cotton clothing with long
sleeves and pants.

Cold Stress

Cold weather exposure is an occupational stress of concern. Several factors influence the
development of a cold weather related injury: (1) ambient temperature, (2) wind velocity, and
(3) the presence of moisture. The following precautions will be used to avoid potential frostbite

injuries or hypothermia during the field activities:

o Cold weather exposure hazards will be discussed during the safety training
program covered prior to the initiation of field activities.

L Thermal socks, thermal underwear, hard hat liners, or other cold weather gear
will be provided to employees.

L Periodic breaks will be required during cold weather field activities and warm
drinks will be provided.

® Employees who become wet from perspiration or precipitation will be instructed
to change clothes.

] Employees will be instructed to recognize the symptoms of exposure and
frostbite.

] All employees will follow Contractor SOPs.
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5.2.4 Slips, Trips, and Falls

There is always a risk of injuries resulting from falls, tripping over tools or equipment, or
slipping on wet surfaces. Field personnel will be made aware of the fact that protective apparel
and equipment may limit visibility, hearing, and manual dexterity. Personnel will be made
aware of potential slip, trip, and fall hazards onsite in the tailgate meetings and good
housekeeping (i.e., picking up loose boards, bricks, and other construction debris) will be
stressed.

5.2.5 Electricity

During any field activities which involve work around live utilities, a potential exists for the
machinery involved to come in contact with energized sources. The results of this could lead
to fire/explosion and/or electrocution. Additionally, personnel could come in contact with
energized parts of machinery causing electrocution. Control efforts for these hazards include
requirements that machinery onsite be properly maintained, positioned, guarded, and operated
by competent personnel. No equipment shall be permitted within a 20-foot radius of energized
sources with nominal voltage below 300 kV. Any areas targeted for subsurface investigations
shall first be investigated to determine the presence of underground utilities. A representative
of the utility commission is to clear any location prior to the commencement of any subsurface
activities by contractors. Documentation with respect to this clearance is to be recorded in the
appropriate TL’s logbook. Additionally, all electrical power sources utilized during construction
will have ground-fault circuit interrupters or the Contractor will have an assured equipment
grounding program.

5.2.6 Heavy Equipment

Considerations for controlling the movement of personnel and equipment in a construction area
are vitally important to any project, as injuries may occur while working with or adjacent to
such equipment. This category can include moving heavy equipment and cranes and hoists,
which present the potential hazards of snapping cables, sling, and ropes. The following
controls, in addition to relative standard operating procedures, will be implemented during the
entire project:



Workers shall adhere to all applicable standards and regulations for performing
construction/removal work (29 CFR 1926, etc.).

Operators will be trained and experienced in the use of their equipment.
Equipment shall be properly guarded.
Equipment will be checked on a daily basis for "roadability.”

Signals will be given to the operators of both equipment and vehicles in any work
area by one designated person.

All personnel will stay a minimum of 2 feet clear of the operational area of the
equipment.

No personnel will stand directly underneath any load or piece of equipment, i.e.,
manlift, backhoe bucket, etc.

Any unsafe equipment will be removed from service until safety defects can be
corrected. Equipment shall be shut down and locked out before maintenance is
begun.

Equipment operators will not leave their machine unattended while it is running.
All equipment will have electronic backup alarms.

The speed limit on the Site will be 10 miles per hour (mph) for all vehicles.
No vehicles or equipment will be operated in a careless or unsafe manner.
Personnel will wear appropriate PPE when working with heavy equipment.

Dermal protection must fit properly and be taped to prevent "caught on" or
"caught between" hazards.



5.2.7 Lifting

Improper lifting techniques can lead to back strain and/or related injury. During lifting tasks,
personnel are to lift with the force of the load suspended or distributed on their legs and not by
their backs. Additionally, the appropriate number of personnel must be used when lifting or
handling heavy equipment. These procedures are to be implemented to minimize the potential
for back strain.

5.2.8 Noise

Certain operations involving heavy equipment may present noise levels exceeding the OSHA
Action Level of 85 dBA and possibly the OSHA PEL of 90 dBA. Hearing protection will be
available during site activities and the SSO will evaluate the need to wear this protective gear
based on sound level measurements and noise dosimetry. Refer to state OSHA requirements for
different action levels.

5.2.9 Weather

Weather-related hazards include heat, cold, rain, snow, electrical storms, etc. All of these
hazards will typically correlate to the season in which field activities occur. No outside work
will occur during electrical storms. Work cessation due to other adverse weather conditions will
be at the discretion of the RS and SSO.

5.3  Biological Hazards

Numerous types of pest organisms may be present depending on the time of year, including
mosquitos, snakes, and ticks. Field personnel are encouraged to use insect repellents when
mosquitos and ticks are present. To avoid snake bites, personnel will check the ground for
snakes before walking through grassy or debris strewn areas. A first-aid kit and insect repellent
will be available for use in the field. In many parts of the United States, tick-borne diseases
pose a significant health risk during warm months. Personnel are advised to check themselves
periodically throughout the day, and thoroughly as they shower at the end of the day. Report
any snake or tick bites to the SSO.
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Poison ivy may also be evident in the general work area. All personnel should be made aware
of what the rash-producing plant looks like so as to avoid any contact either on skin or clothing.
If contact is made on the skin, wash the area immediately with soap and water. If irritation
persists, contact the SSO.

5.4 Radiological Hazards

Reports indicate during the early 1970s that 20,000 pounds of waste was shipped to the
ECC Site from facilities under control of the Department of Energy which may have contained
low level radiation not exceeding 0.001 millicuries. It is expected, however, that all of the
waste was removed during the initial Phase I emergency cleanup, and that no remains exist
onsite. During a site investigation of surface debris in November 1992 by AWD, no indications
of radiation were detected. For this reason, no encounters with radioactive material are expected
during site preparation and material removal activities.
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6.0 SITE CONTROL MEASURE

6.1 Work Zones

The exclusion zone (EZ) will be designated as the specific location where work activities occur,
i.e., drum handling, demolition, etc. The EZ will be physically barricaded by means of
temporary cyclone fencing which will serve as a barrier to personnel indicating the need to wear
personal protective equipment (PPE) in the work area (see Figure 6-1). The work zone will
encompass the entire ECC Site with the exception of the support zone.

The support zone, where support facilities (i.e., office trailers and vehicles) will be located, will
be in a controlled area on the property. This zone will be in an area where no contamination
has been identified. Personnel exiting any designated exclusion zone will be required to go
through the prescribed level of decontamination before entering any support area. Additionally,
the storage of any contaminated materials in the support zone will be prohibited.

Decision-making criteria for each work area setup takes into account the following:

Site historical information

Suspected dimensions of the contaminated area

Physical and topographical features of the Site

Weather conditions

Access requirements

Physical, chemical, toxicological, and other characteristics of the substances

present

Cleanup activities required
Potential for fire

Area needed to conduct operations
Decontamination procedures
Potential for exposure
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The three-zone approach assumes that an appreciable exposure scenario exists. In situations
involving negligible exposure potentials (i.e., surface activities), site zoning procedures may be
modified following approval of the SSO. In all instances, applicable information will be
appropriately communicated to personnel.

No employees will be permitted to enter any exclusion zone or any other area where there is a
potential for chemical exposure unless they have the appropriate medical clearance, training, and
PPE. Keeping current medical and training documentation onsite will enable the RS and SSO
to ensure that unauthorized personnel do not enter a restricted work area. Each RS will be
responsible for identifying and controlling the personnel and equipment in their respective work
area. This will be accomplished via daily logbook entries. Additionally, all personnel passing
through the decontamination trailer (entering the controlled area of the Site) will sign a daily
tracking sheet indicating their entrance into the controlled area. All exclusion zone work shall
require that the buddy system be used.

6.2  Markings/Signs
The following markings/signs will be used as visual indicators:
] Exclusion Zone Marking
The outer limits of the work zone will be indicated by cyclone fencing. Signs
shall be posted along the perimeter (i.e., Hazardous Area - Keep Out), as per
29 CFR 1910.145.
) Equipment
Equipment and vehicles entering the exclusion zone shall remain inside EZ limits

until decontamination is accomplished and the item has been cleared to leave the
Site.



6.3 Communications

Onsite communications will consist of two-way radios operating on a single frequency that will
be carried by the RS, SSO, and the TL or foreman of each work crew. A "base station" will
be monitored by personnel in the support trailer in the event that an outside emergency agency
needs to be notified immediately by telephone.

Emergency telephone numbers and reporting instructions for ambulance, hospital, fire, and
police shall be available at the Site. All field personnel shall be briefed concerning the people
and equipment to be contacted during an emergency.

An internal communication system consisting of hand signals as well as voice communication
shall be adopted by field personnel because of potentially noisy working conditions at the Site.
The hand signals suggested to be used during field operations are:

Hand gripping throat - out of air, can’t breathe
Grip partner’s wrist - leave area immediately
Hands on top of head - needs assistance
Thumbs up - OK, I am alright, I understand
Thumbs down - no, negative

6.4  Security
Security procedures will be under the direction of the RS.

The exclusion zone perimeter will be secured by cyclone fencing. No entry by unauthorized
personnel will be permitted. The contamination reduction zone and support zone will be
established within a fenced-in area, however, access will be possible during working hours from
the support zone. A gate to the support zone will be locked at the end of the workday. No
further security measures are anticipated.
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7.0 PERSONAL PROTECTIVE EQUIPMENT

7.1 General

The primary means of controlling personnel exposure will be engineering controls and work
practices. However, when these types of controls are not feasible, personal protective equipment
(PPE) will be used to ensure any potential exposure is controlled to an acceptable level.
Decision-making criteria for PPE requirements include:

Historical information

Known/suspected contamination

Work location/duration

Task being performed/method of operation

OSHA requirements

Other requirements as directed by applicable regulations

Throughout the course of activities, PPE requirements may need to be modified (upgraded or
downgraded) due to environmental concerns/site conditions (i.e., dusty conditions, visual
contamination, exceeding monitoring instrument action levels) and/or if additional analytical data
becomes available which suggests an increased or decreased level of hazard. All modifications
will be directed by the SSO with approval from the HSO.

OSHA requirements (29 CFR 1910.120) dictate that when PPE is used, a PPE program be
developed (see Appendix B). Similarly, separate requirements are dictated by OSHA for
respiratory protection. However, it is realized that there is much overlap between PPE and
respiratory protection, since respiratory protection is in fact a facet of PPE. To address these
OSHA requirements, a site-specific approach to these programs recognizes that PPE/respiratory
requirements are dynamic and may vary from project to project. It must be understood,
however, that PPE and the Respiratory Protection Program (RPP) (see Appendix C) directly
interface as previously stated.
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7.2 General Levels of Protection

Potential hazards will be reduced by protecting against exposures to hazardous materials by using
appropriate personal protective equipment.

7.2.1 Respiratory Protection

The primary respiratory protection expected to be used are full-faced air purifying respirators
equipped with combination organic vapor/HEPA cartridges for removing organic vapors, dusts,
mists, and fumes. The respiratory protection program shall follow the OSHA guidelines in
29 CFR 1910.134. The guidelines to be followed when using Level C respiratory protection
include:

® Air purifying cartridges will be replaced at the end of each shift or as needed.

o Only employees who have had a pre-issue qualitative fit test will be allowed to
work under Level C respiratory protection.

L Employees will have been instructed and trained in the proper use of respirators
and their limitations.

L Only employees who have passed a medical examination, including a pulmonary
function test, will be allowed to use Level C respiratory protection.

L Conditions that prohibit a proper seal between the respirator and face (e.g., facial
hair, eyeglasses with earpieces, etc.) will not be allowed. The wearer should
check the facepiece fit every time he or she puts on the respirator.

° Respirators shall be regularly cleaned and disinfected.

® Respirators used routinely will be inspected during cleaning and wormn or
deteriorated parts will be replaced.

. Respirators will be stored in a convenient, clean, and sanitary location.
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7.2.2 Summary of PPE Required per Task

The following table illustrates the minimum level of PPE required for each activity identified
in this HASP. Table 7-1 provides a description of the individual items required for each level
of protection. Section 8.3 provides the decision logic (Action Levels) for upgrading and/or
downgrading the initial level of protection.

Task Initial Levels Potential Levels
of Protection of Protection

Mobilization D D
Setup of Equipment/Support Zone D Modified D; D
Earth Handling Activities/Trenches Inside C B; C; Modified D
Remedial Boundary
Offsite Trench Construction D B; C; Modified D
Drum Handling C B; C; Modified D
Building Demolition Modified D Modified D
Tank Handling Modified D C; Modified D
Decontamination C C; Modified D
Demobilization D D
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TABLE 7-1
PERSONAL PROTECTIVE EQUIPMENT
Levels of Protection

PPE Required D | Modified D| C | Modified C | B
Job Issue Cotton Coveralls X X X X X
Eye Protection Meeting ANSI Z87.1 X X
Hard Hat X X X X X
Steel Toe Boots X X X X X
Chemically Protective Coveralls* X . X X
Rubber Boots/Boot Covers X X X
Inner Surgical Gloves (Latex/Nitrile) X X X
Outer Nitrile Gloves X X X
Full Face Respirator with Combination X X
Organic Vapor/HEPA Cartridges
Self-Contained Breathing Apparatus X
Duct Tape All Joints X X
As Needed ..
Leather or Cotton Work Gloves X X X X X
Hearing Protection X X X X X

Notes

* The exact type of chemically protective coverall selected will be determined by the SSO
based on manufacturer supplied information regarding permeability and degradation and
the specific work task to be performed. In general, Tyvek coveralls are anticipated for
activities which will not involve direct contact with liquids and polyethylene-coated
Tyvek are anticipated for those tasks which present a major splash hazard.
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8.0 AIR MONITORING/SAMPLING REQUIREMENTS

8.1  Perimeter

Perimeter air monitoring/sampling will be conducted in accordance with the project air
monitoring plan.

8.2 Industrial Hygiene Sampling

Eight-hour TWA samples which are representative of the level of exposure of personnel involved
in all onsite work activities where personnel may be exposed to hazardous levels of airborne
volatile organic chemicals will be collected and analyzed. Samples will be collected from the
breathing air space of the employee within a 1-foot radius of the head. Personal monitoring
pumps shall be attached to workers who have the highest expected exposure. Two "maximum
risk employees” shall be selected for each operation to determine the maximum exposure limits.
Maximum risk employees are defined as those onsite workers who are performing tasks closest
to the expected or suspected source(s) of potential contamination. Additional personnel sampling
of other employees shall be performed if the "maximum risk employee(s)" of an operation are
found to be working at or above established "action levels."

Personnel sampling shall be done in accordance to NIOSH Method 1003 and analysis conducted
by EPA Method 8020. Analysis will be performed by an AIHA accredited laboratory. The
analysis to be performed will report results for all organic contaminants of interest. Results shall
be available within 24 hours of sampling, or the next scheduled work day.

Personnel integrative sampling initially shall be done on a daily basis for the first week during
opening and emptying drums. Following this initial period, sampling shall be conducted not less
than once per work week during intrusive activities when potential exposure is expected to be
the greatest. Sampling shall also be conducted when work activities change or when there are
changes in the work location if these changes could potentially affect the exposure of personnel
to hazardous material. However, if the data generated during the initial sampling indicates that
exposures are not significant, the SSO may terminate the integrative sampling and document
exposures through the use of real-time instruments.
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8.3 Real-Time Work Area Monitoring

Organic vapors, lower explosive limit/oxygen percentage, and particulates will be monitored in
the work area throughout the project. The primary purpose of this monitoring is to provide
immediate feedback to the SSO regarding potential exposures during intrusive activities, so that
actions can be taken if necessary to reduce vapor releases in the work area. Monitoring data
will be collected for these parameters throughout all intrusive site activities.

Real-time monitoring will include the following equipment. VOCs will be monitored using a
Thermo Environmental Instruments, Inc. Model 580S PID with an 11.7 eV lamp or its
performance equivalent. Lower explosive limits (LEL) and oxygen concentrations will be
monitored using an MSA Model 261 LEL/0, meter or its performance equivalent. The
LEL/O, meter is used to detect oxygen-deficient, oxygen-enriched, and combustible atmosphere.
Particulates will be monitored with an M.I.LE. Mini-Ram Model PDM-3 or its performance
equivalent. This instrument provides both real-time and integrated values corresponding to
exposure to airborne particulates. The measurement range is from 0.01 through 100 mg/m’.

All monitoring instruments will be calibrated daily in accordance with the manufacturer’s
recommendations.

Colorimetric detector tubes will be kept onsite by the Contractor. Tubes will correspond with
the chemicals of concern for the Site. They will be utilized upon an indication of a PID reading
of 1 ppm, for the purpose of qualitatively determining which chemical potential exposure exists
and to determine what type of respiratory protection is appropriate.

A daily log will be kept at the site to record all monitoring data. The data will be summarized
as part of a daily report, including parameter, instrument type, air concentration measured, time,

and location.

Table 8-1 provides the action levels to be utilized for this project.
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TABLE 8-1

MONITORING INSTRUMENT ACTION LEVELS
UNLESS OTHERWISE DIRECTED

Air Quality Measurement Response
I. Exclusion Zone Action Levels - Volatile Organic Vapors
PID 0 - 5 ppm above background in Level D
breathing zone
PID 5 - 10 ppm above background in Level C
breathing zone
PID Above 10 ppm above background in Level B

breathing zone

II. Action Level - Combustible Atmosphere

CGI Less than 10 percent Normal monitoring
LEL unknowns

CGI Greater than 10 percent Continuous monitoring
LEL unknowns Check offsite impact

CGI Greater than 20 percent Stop work

LEL unknowns

III. Action Level - Colorimetric Detector Tubes

Specific 1/2 to 1 x PEL Level C

Contaminant

Specific Greater than Applicable Consult with HSO to determine
Exposure Limit appropriate level of protection

IV. Action level - Real-Time Particulate

Mini-Ram 0 - 1 mg/m’® above background Level D

Mini-Ram 1 mg/m® - 5 mg/m® above background | Level C

Mini-Ram >5 mg/m® above background Stop work; consult HSO and

institute dust control measures







9.0 DECONTAMINATION PROCEDURES

Decontamination of equipment and personnel will be performed to extend the useful life of safety
equipment, to prevent cross contamination of samples, and to prevent worker exposure to
hazardous substances. All decontamination activities will be carried out within the contamination
reduction zone, and any residuals generated (i.e., decontamination water, disposable gloves,
disposable suits, etc.) will be placed in secure containers for disposal in accordance with local,
state, and Federal regulations.

9.1 uipmen on tion
9.1.1 Decontamination Pad

A decontamination pad will be constructed as a washdown area for all materials, equipment, and
vehicles used in the exclusion or contamination reduction zones.

The equipment/vehicles will be placed (driven) onto the decontamination pad and the proper
wash/rinse procedures shall be followed. All waters will drain to a collection basin.

The sides of the decontamination pad will be enclosed with plastic sheeting, if necessary, to
control the spray from the pressure washer and hoses.

The equipment/vehicles will be held for a short period of time to allow for the drippings to be
retained in the collection basin. Equipment will then be permitted to be removed from the CRZ
to a clean area.

All equipment/material decontamination activities will require the use of poly-coated Tyvek or

its performance equivalent for the purpose of splash protection. Also facial splash shields must
be utilized during decontamination procedures.
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9.1.2

9.1.3

9.2

Small Equipment Decontamination
Small equipment such as that associated with sampling or excavation (shovels,
picks, chisels, hammers, etc). will be transported from the exclusion or

contamination reduction zones to the decontamination pad after use.

Equipment will be washed with a hot water high pressure spray ("steam-type"
cleaner).

Equipment will then be scrubbed down with soapy water using brushes and a
phosphate-free detergent. Equipment will then be rinsed, by hose, with water.

Equipment will then be allowed to air dry.

Large Equipment Decontamination

Large equipment such as backhoes, loaders, graders, dozers, and drill rigs shall
be driven or carted from the exclusion or contamination reduction zones to the
decontamination pad.

Equipment will first be washed with a hot water high pressure spray.

If the equipment does not appear to come clean, it will then be scrubbed down
with soapy water using brushes and a phosphate-free soap. Equipment will then
be rinsed, by hose, with water.

Equipment will then be allowed to air dry.

1 n ination

Prior to any breaks, after exit from the EZ, personnel must wash hands and face, especially if
any hand-to-mouth activities are expected, i.e., smoking, drinking, or eating.



All personnel who have entered the EZ or CRZ will be required to shower at the end of the day
before leaving the Site. However, this requirement does not apply to those individuals entering
the EZ or CRZ inside of a vehicle for brief periods (i.e., truck drivers), upon approval of the
SSO.

Personnel decontamination will consist of soap and water washings to remove contaminants from
reusable protective gear (i.e., neoprene boots, chemical-resistant gloves, and full-faced
respirators). Disposable protective apparel will be removed in a manner that will prevent the
spread of contaminants to other clothing (i.e., remove gloves by turning them inside out).

The detailed procedure for personnel decontamination will depend on the level of respiratory and
dermal protection required for the specific work task. The general sequence of decontamination
and removal of protective apparel is illustrated in Figures 9-1, 9-2, and 9-3. The extent of
washing required or modifications to the sequence will be specified by the SSO.

9.3 Community Public Health Preservation

The health concerns for the community are of utmost concern. Precautions undertaken to
prevent any contamination from leaving the Site shall include:

L All equipment (mobile and portable) will be decontaminated before leaving
contaminated areas.

° Suspended solids in surface runoff will be prevented from migrating offsite.
° Dust suppression techniques will be used as necessary to keep dust levels at a
minimum.
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10.1

10.0 STANDARD OPERATING PROCEDURES

General

Various control methods are discussed throughout this HASP, as appropriate to the specific topic
or section in question. Institution of these control methods, be they engineering, administrative,
or PPE, will lessen or mitigate personnel exposure potential to chemical/physical hazards.
Several of these controls were already discussed in this hazard assessment section. Others may

include:

Use of remote control devices to open drums that visually indicate potential for
rupture. The applicable TL must determine applicability of remote drum
opening. If any question arises, he/she shall consult the RS and SSO for
input/guidance.

Use of PPE, respiratory protection, and employment of decontamination.
Implementation of the SOPs included in the SOP section of this HASP.

The following Standard Operating Procedures (SOPs), engineering controls, and/or work
practices are to be enforced during work onsite:

All personnel are responsible for complying with all applicable regulations (i.e.,
OSHA) for employing safe operating procedures while performing their duties.
A copy of all applicable OSHA regulations will be kept onsite.

All personnel must comply with Health and Safety SOPs and pertinent
requirements regarding health and safety as depicted in site-specific training. As
indicated, these requirements will be kept on the health and safety file onsite.

All personnel must attend site-specific training prior to working/visiting in the EZ
or CRZ. ‘

All personnel must conduct their activities in a manner pursuant to the contents

of this HASP. Violations of HASP requirements will be brought to the attention
of the TL by the SSO. If satisfactory results are not obtained, the RS and PM
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will be advised. Any violation of this HASP may be considered grounds for
dismissal.

All personnel must satisfy medical surveillance requirements prior to working in
an area where the potential for exposure exists.

Any person using prescription or non-prescription drugs must first notify the SSO
so that it can be determined that these drugs do not potentiate the effects of site
contaminants.

No one may use cosmetics while onsite as these can potentiate the effects of some
chemical substances.

Eating, drinking, smoking, chewing gum or tobacco, or any other hand-to-mouth
activities are prohibited in the EZ and/or CRZ due to the potential for
contaminant ingestion.

Upon leaving any designated EZ, personnel must thoroughly wash their hands and
face as soon as possible, following personnel decontamination.

Any unnecessary contact with potentially-contaminated substances must be
avoided. This includes contact with potentially-contaminated surfaces and/or
equipment. Monitoring instruments and other hand-held items are not to be
placed on ground surfaces or other potentially-contaminated surfaces.

No facial hair, which can interfere with achieving a satisfactory face-to-facepiece
seal with respiratory protection equipment, is permitted on any person required
to use such equipment.

Monitoring instrument action levels shall be observed.

If personnel note any warning properties of chemicals or even remotely suspect

the occurrence of exposure, they must immediately notify the SSO for further
direction.
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Work cessation due to electrical storms, high ambient heat loads, or other such
adverse weather conditions shall be determined by RS and SSO.

No open fires will be permitted.

Site personnel are not to undertake any activity which would be considered a
confined-space entry without first being trained in the proper procedures by the
SSO and completing a confined space entry permit.

Any areas targeted for subsurface investigation must first be investigated to
determine the presence of underground utilities. This information is to be
documented in the appropriate TL's logbook.

No equipment shall be operated within a 20-foot radius of energized power lines.

No one, under any circumstances, shall enter an excavation without a confined
space/limited egress permit and adequate sloping and/or shoring.

All excavation activities will require that fill be located by the area in question.
There is a remote possibility that an unexpected release could occur,
compromising personnel protection. In the event this occurs, personnel can
smother the affected area with soil via use of the backhoe bucket and then
immediately evacuate the area.

Site rules (buddy system, safety checks before leaving field office, before entering
EZ, etc.) shall be enforced.

Eating and smoking shall be prohibited in the EZ and CRZ.

Wearing contaminated protective apparel in the support zone and restrooms shall
be prohibited.

Before initiating any non-routine operation in any restricted area, all personnel
shall consult the SSO about health and safety requirements for the operations.
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A buddy system shall be implemented for all work in the EZ, including the
activities during the pre-operational start-up period.

The Contractor shall provide an emergency shower facility for wholebody
washdowns and eye wash in the event of an emergency in conformance with
ANSI Standard Z358.1-1981. The eye wash shall supply a minimum of
0.4 gallons per minute (gpm) of water for 15 minutes.

Physician-approved first-aid kits shall be kept onsite during onsite work. Ata
minimum, one kit shall be placed in the health and safety office.

First-aid equipment shall be approved by physician and be able to provide
stabilization for patients requiring offsite treatment and general first aid.

The Contractor shall provide and maintain, at a minimum, one 20-pound
Type ABC fire extinguisher at each work site. Additionally, all heavy equipment
and all dedicated site vehicles shall be equipped with a 10-pound Type ABC fire
extinguisher.

All work areas shall be adequately illuminated by either natural or supplementary
electrical lighting. The minimum illumination level in any active work are (i.e.,
active exclusion zone) shall be 10-foot candles. All other areas of the Site shall
be illuminated according to the requirements of 29 CFR 1910.120(m).

All electrical installations shall conform to the National Electric Code,
29 CFR 1926 (Subpart K).

The Contractor shall provide wind direction indicators which are visible from
each active work location.
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L All loading and unloading of materials onsite shall conform to the requirements
of the U.S. Department of Transportation (DOT). These requirements shali
including grounding and bonding during flammable liquid transfers; proper
placarding of any vehicle transporting hazardous materials from the Site; ensuring
all drivers meet DOT driver qualifications; and ensuring that all vehicles being
loaded or unloaded are secured from inadvertent movement according to DOT
and OSHA requirements.

10.2 ndling D n ntain
After an initial survey, drums will be classified into three categories:

° Deteriorated and unsafe to move (DUM)
L Deteriorated but safe to rearrange (DSR)
° Not deteriorated and safe for transportation (NDST)

DUM drums shall be either overpacked or their contents transferred to a drum meeting DOT,
OSHA, and U.S. EPA requirements. If, during this stage, any drums are warped, bulging, or
otherwise visually damaged, the drum will be opened remotely for transferring purposes.

DSR and NDST drums shall be taken to the concrete pad for characterization during the
Remedial Action phase of the project.

During handling of any drums, the following requirements shall be addressed to ensure personnel
safety and health:

° Drums or containers that cannot be inspected before being moved because of
storage conditions (i.e., stacked behind other drums, stacked several tiers high in
a pile, etc.) shall be moved to an accessible location and inspected prior to further
handling.

o Unlabeled drums and containers shall be considered to contain hazardous

substances and handled accordingly until the contents are positively identified and
labeled.
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Site operations shall be organized to minimize the amount of drum or container
movement.

Prior to movement of drums or containers, all employees shall be warned of the
potential hazards associated with the contents of the drums or containers.

U.S. Department of Transportation specified salvage drums or containers and
suitable quantities of proper absorbent shall be kept available and used in areas
where spills, leaks, or ruptures may occur.

Where major spills may occur, the Spill and Discharge Control Plan shall be
implemented to contain and isolate the entire volume of the hazardous substance
being transferred.

Fire extinguishing equipment meeting the requirements of 29 CFR Part 1910,
Subpart L, shall be on hand and ready for use to control incipient fires.

Where an airline respirator system is used, connections to the source of air supply
shall be protected from contamination and the entire system shall be protected
from physical damage.

Employees not actually involved in drum operations shall be kept 20 feet away
from the drums or containers being opened.

If employees must work near or adjacent to drums or containers being handled,
a suitable shield (i.e., sand bags, lexan plastic, or other material capable of
deflecting potential debris and liquid resulting from an explosion) that does not
interfere with the work operation shall be placed between the employee and the
drums or containers to protect the employee in case of accidental explosion.

Controls for drums or container opening equipments, monitoring equipment, and
fire suppression equipment shall be located behind the explosion-resistant barrier.
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When there is a reasonable possibility of flammable atmospheres being present,
material handling equipment and hand tools shall be either intrinsically safe or
U.L. listed for Class I, Division 1 locations.

Drums and containers shall be opened in such a manner that excess interior
pressure will be safely relieved. If pressure can not be relieved from a remote
location, appropriate shielding shall be placed between the employee and the
drums or containers to reduce the risk of employee injury.

Employees shall not stand upon or work from drums or containers.

Material handling equipment used to transfer material from drums and containers
shall be selected, positioned, and operated to minimize sources of ignition related
to the equipment from igniting vapors released from ruptured drums or
containers. This will include ensuring that all equipment is bonded and grounded.

Drums and containers containing packaged laboratory wastes shall be considered
to contain shock-sensitive or explosive materials until they have been
characterized.

If crystalline material is noted on any container, the contents shall be handled as
a shock-sensitive waste. Procedures to be instituted include the following:

- Any drums suspected of containing shock-sensitive waste will be isolated.
Surrounding equipment will be removed from the immediate area if such
equipment can be removed safely and expeditiously.

- A barricade of red flagging and DANGER tape will be placed around the
potentially shock-sensitive drums. A minimum 50-foot radius is required;
however, this radius can be increased if deemed necessary by the RS
and/or SSO. s

- Personnel will not be permitted to work or stand within the restricted
area.

10-7



- An explosive ordnance or relative hazardous material expert will
investigate the drums in question. He/she will be tasked with developing
procedures for handling/sampling the drums. Such procedures must be
reviewed/approved by PM, RS, and HSO.

- Additional training will be conducted prior to personnel handling/sampling
drums containing shock-sensitive waste. Such training will be
appropriately documented.

] Drums or container staging areas shall be kept to the minimum number necessary.
] Staging areas shall be provided with adequate access and egress routes.
L Bulking of hazardous waste shall not be permitted.
® Tanks and vaults containing hazardous substances shall be handled in a manner
similar to that for drums and containers, taking into consideration the size of the
tank or vault.
10.3 nfin Limited E
All Contractors performing confined space entry must develop a written program as required by
29 CFR 1910.146. At a minimum, the program shall comply with the requirements outlined
in 29 CFR 1910.146(d) and the guidelines presented below.
General
nfin Limited E
Any space or enclosure that has limited access/egress ports; is not intended for continuous
occupancy by human beings; and may contain a hazardous atmosphere or other safety/health
hazard. Typical CS/LE situations include, but are not limited to: tanks, diked areas, tunnels,

silos, digestors, sewers, storage bins, barges, shafts, hoppers, holds of ships, process vessels,
underground utility vaults, cisterns, degreasers, pits, vats, boilers, ducts, manholes, stacks,
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pipelines, tank cars, septic tanks, steam, condensers, trenches, bunkers, pumping a lift station,
and equipment housings.

Procedures

Entry Decision

CS/LE entries shall only occur when there is no alternative means of completing the operation.
CS/LE entries are to be instituted as a last resort. Entry into a CS/LE enclosure shall be by
permit only. The permit serves as authorization for an entry into a specific space for a specific
task. The permit illustrates that existing conditions and, subsequently, potential hazards have
been evaluated by the onsite SSO and identifies the protective measures specified to ensure
worker safety. The completed entry permit will serve as a safety outline before entry and will
be reviewed by the SSO with the entry team and standby personnel. The entry permit will
identify:

1. The location of the CS/LE area and a description of the entry task.
2. Known and potential hazards that may be encountered in the CS/LE area.
3. Isolation checklist:

1. Mechanical ventilation (volumes)

2. Mechanical isolation and tagout (both)

3. Electrical lockout and tagout (both)

4, Blanking and/or disconnecting of all lines

Training

Personnel required to work inside, or in support of those working inside CS/LE areas shall have
site-specific training in the following areas:

1. Associated CS/LE hazards
2. Procedures for emergency entry/egress
3. Respiratory protection
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Safety equipment
Lockout/tagout procedures
Rescue procedures

Permit system

Work practices

® N E

Testing and Monitoring

CS/LE entry shall not occur without the use of appropriate supplied-air respirators and dermal
protection until appropriate initial testing has been conducted to assure the atmosphere in the
CS/LE area is safe. Monitoring shall be conducted for oxygen content, combustible
gases/vapors, toxic contaminants, and any other tests specified by the SSO. Such monitoring
shall be done on a continuous basis while personnel are in the CS/LE enclosure.

Entry into the CS/LE area shall not be permitted, without use of appropriate supplied-air
respirators and dermal protection under the following conditions:

1. Oxygen concentrations less than 19.5 percent (148 mm Hg*) or greater than
23.5 percent (178 mm Hg*).

2. Toxicity measurements indicate an Immediate Danger to Life and Health (IDLH)
atmosphere or unknown contaminated atmosphere exists in the CS/LE area.

No hot work will be permitted in the CS/LE area when readings indicate greater than 10 percent
of the LEL.

* Based on Atmospheric Pressure of 760 mm HG (Sea Level).

Whenever any of the no entry permitted/evacuation conditions occur, the volumes of mechanical
ventilation supplied to the space shall be increased and maintained. Entry or re-entry will be
permitted when: (1) oxygen levels are measured greater tham 19.5 percent and less than
23.5 percent; (2) LEL measurements fall below 10 percent; and (3) an IDLH atmospheric
condition no longer exists.
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Initial atmospheric samples shall be drawn while outside the CS/LE at least at the following
locations:

1. Outside of entry point(s)

2. Immediately inside the entry point(s)

3. At least every 4 feet in depth of the CS/LE area to the surface of the floor or any
remaining residues.

All initial monitoring results shall be recorded on the entry permit.

Pr iv ipmen lothin

The entry permit will specify the level of protection to be used for the CS/LE entry. As
illustrated, if air contamination present is not identified and/or quantified, supplied-air respirators
protection will be required.

Additional safety equipment in the form of safety belts, body harness, or wrist type harnesses
with lifelines shall be provided and used for all CS/LE entries. Lifelines shall be attached to

extraction devices outside the CS/LE area so that non-entry rescues may be accomplished.

At a minimum, standby personnel shall be equipped with at least the same level of protection
as the entry team, as well as, supplied respirators suitable for IDLH atmospheres.

Other safety equipment that may be utilized where appropriate include safety nets, life jackets,
electrical insulations, and barriers as the particular CS/LE area warrants.

Work P
As indicated, prior to entry, the SSO shall review the entry permit with all members of the entry

team and standby team and shall be present during the operation. He will maintain
communications and have ready access to emergency and support services and facilities.
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Purging and Ventilation

All CS/LE enclosures shall be subject to purging and continuous ventilation after initial
atmospheric testing but prior to any actual entry. The only exception to this requirement is
where entry is made solely to obtain samples of materials remaining in the CS/LE area and
initial atmospheric testing indicates:

1. No oxygen deficiency or enrichment.
2. LEL measurements are less than 10 percent.

3. Toxicity measurement is less than 10 percent of the established IDLH of the
airborne contaminant present.

4. Organic vapor measurements coincide with the appropriate level of personal
protective equipment employed for confined spaces.

5. Special conditions exist such that the above criteria do not apply and specific
authorization is obtained from the HSO.

Isolation k Taggin

Except for areas where complete isolation is not physically possible (i.e., manholes, sewers,
tunnels), all CS/LE areas shall be completely isolated from all other systems by such means as
double block and bleed, blanking, or physical disconnection of all lines into the area. All lines
that have been subject to the isolation actions shall be tagged to identify the reason for blocking,
blanking, and/or disconnection. The tag shall contain the following statement:

THIS EQUIPMENT
REMOVED FROM SERVICE DUE
TO CONFINED SPACE WORK

AT

DO NOT OPERATE
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The CS/LE area shall be electrically isolated to prevent accidental activation of moving parts or
other electrical equipment serving the work area. Electrical isolation shall be accomplished by
lockout of circuit breakers and/or power disconnects in the open (OFF) position by key-type
padlock.

Mechanical isolation of moving parts shall be achieved by removal of chain or belt drives or by
disconnecting linkages. Other moving mechanical parts shall be blocked in such a way as to

preclude accidental rotation. Any mechanical isolation shall be tagged to identify the reason for
the isolation.

Initial cleaning of any CS/LE area shall be done from the outside if at all feasible. If initial
atmospheric testing shows a flammable atmosphere approaching the lower explosive limit (LEL)
in the enclosure, it shall be inert gas purged, prior to starting ventilation.

The cleaning process itself may create an additional potential for hazard in the CS/LE.
Examples of such conditions include:

1. Excessive heat stress in the enclosed space if it is steamed cleaned and not
allowed to cool down.

2. Build up of toxic materials if a chemical neutralization is used and ventilation is
not maintained or adequate.

uipment, Instrumen Tool

All tools and other equipment, including monitoring instruments, for use in CS/LE areas shall
be inspected for compliance with the following requirements:

1. Tools and equipment will be appropriately maintained and kept clean.

2. All electrical equipment including portable tools, lighting, and power cords shall
meet approvals in accordance with OSHA regulations found in 29 CFR 1910
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Subpart S, including provisions for ground fault interruption protection and visual
inspection of equipment for defects or damage.

Lighting used in CS/LE areas shall be of explosion proof design equipped with
necessary guards and bearing Underwriters Laboratories (UL) or other
appropriate approval listings.

Air activated tools shall be used where flammable liquids are present and shall be
bonded to the CS/LE area.

Compressed gas cylinders, except those that are part of a SCBA or resuscitation
equipment, shall never be permitted inside a CS/LE area. Cylinders used to
supply compressed gases to CS shall be turned off at the cylinder valve when not
in actual use, and the supply lines removed from the area.

Any ladders, scaffolding, and staging shall be adequately designed and secured
and in conformance with OSHA regulations found in 29 CFR 1910 Subpart D.

Any equipment or instrumentation subject to use in the CS/LE area where
flammable atmospheres may occur shall be listed as explosion proof or
intrinsically safe by a recognized testing laboratory.

Recordkeeping

Copies of the entry permit will be maintained in an employee exposure record as required under
29 CFR 1910.20.

Hot Work

All tasks which involve hot work must be issued a hot work permit by the HSO or SSO. Check
with local authorities regarding the need for hot work permit approval. The Contractor must
develop a written hot work program which describes the safeguards to be taken by site personnel
during all potential hot work tasks. At a minimum, the written program must address the

guidelines presented below.
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Responsibilities -
A. Project Manager

Shall ensure that a written hot work permit is developed and implemented for any applicable
task.

B. Site Safety Officer

1. Shall assist the Project Manager, when necessary, in determining when hot work
procedures are applicable.

2. Shall review hot work permits for compliance with the written program prior to
occurrence of field work.

C. Project Team

Shall provide input to the Project Manager and shall clearly define the scope of work to occur
in the field so the appropriate determination regarding the need for hot work takes place.

D. Health and Safety Officer

1. Shall provide technical input to the Project Manager during the development of
hot work permits when requested.
2. Shall monitor compliance with the written program through final audit.

E. Resident Superintendent
Shall ensure that hot work protocols outlined in written permits are followed in the field. Shall

also ensure that if unexpected situations arise in the field requiring hot work (which was not
expected) appropriate protocols are followed.
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Requirements -

All tasks involving hot work such as welding, cutting, etc. shall require completion of a hot
work permit prior to commencement of such activities. Additionally, the following procedures
shall be completed prior to commencing hot work:

° A safety briefing shall be conducted for those performing hot work; their
signatures on the permit will indicate that this instruction took place and that
pertinent rules/procedures are understood.

o A visual inspection of the work area shall be conducted. Any combustible
material surrounding the work area shall be removed. Special attention shall be
paid to areas where hot slag can fall or splatter. Any combustible material that
cannot be readily removed shall be covered or otherwise shielded from the hot
materials. Wetting a combustible surface or covering with 1 inch of soil or a fire
blanket may suffice.

L A fire watch shall be designated. The fire watcher’s sole responsibility shall be
to monitor the welding or burning operation and have immediate access to a fire
extinguisher of sufficient size and type for the potential combustible material. In
addition, this person shall be trained in fire extinguisher use and shall be apprised
of emergency information.

o All spaces, pipes, and pumps will be opened and tested for the presence of
flammables and oxygen. If any flammable or combustible vapors exceed
10 percent LEL or oxygen levels exceed 23 percent, no work shall begin until
levels are reduced. As a rule, no hot work shall begin when any combustible
vapor is present.

° A hot work permit shall be completed and posted near all hot work areas.
Personnel working in the vicinity shall know such procedures are taking place.
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° Appropriate personal protective equipment as designated by the SSO on the
permit, shall be worn by personnel performing hot work. Equipment that may
be applicable:

- Welding gloves made of leather or other fire-resistant material.

- Apron or jacket made of leather or other fire-resistant material.

- Eye protection and face protection with filter lenses as specified in
CFR 1910.252 and EM 385-1-1.

- If necessary, flash-fire protection.

It must be noted that this equipment will typically be used as a supplement (to be worn over) to
chemically protective clothing, as most chemically protective clothing does not provide flame
protection.

10.5 n n Tan S

Upon determination of a UST present in the work area, all activities shall cease in the immediate
vicinity and the RS notified immediately. No work around the UST shall commence until an
amendment to this HASP has been completed and approved.

10.6 Underground Utilities

If any underground utilities are unexpectedly located, cease all activity and notify the RS. The
RS will be responsible for contacting the appropriate utility company if need be. Work will not
continue until a proper location of the existing utility can be attained and/or any damage repaired
and work can continue in a safe manner and without further damage.

10.7 Ilymination

If practical, all major work tasks will occur during daylight hours. The illumination
requirements set forth by OSHA in 29 CFR 1910.120(m) will be met.
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10.8

10.8.1

10.8.2

Sanitation
Potable Water
An adequate supply of potable water shall be provided onsite.

Portable containers used to dispense drinking water shall be capable of being
tightly closed and equipped with a tap. Water shall not be dipped from the
container.

Containers used to distribute drinking water shall be clearly marked and not used
for any other purpose.

Common cups are prohibited for distribution of drinking water; single service
cups are required unless workers provide their own cups or a water fountain is
available.

When single service cups (to be used but once) are supplied, both a sanitary
container for the unused cups and a receptacle for disposing of the used cups shall
be provided.

Non-Potable Water

Outlets for non-potable water shall be identified to clearly indicate that the water
is unsafe and is not to be used for drinking, washing, or cooking purposes.

There shall be no cross-contamination between potable and non-potable water
systems.
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10.8.3 Toilet Facilities

o The Site shall be provided with portable chemical toilets (i.e., Port-O-San toilets)
with appropriate service.

® Toilet facilities shall be provided for employees as follows:
- Twenty or fewer employees: one facility
- More than 20, fewer than 200: one toilet seat and one urinal per
40 employees

- More than 200: one toilet seat and one urinal per 50 employees
10.8.4 Food Handling
Food handling on the Site will be permitted only in the support zone and break area as
delineated by the RS/SSO. All personnel who have entered the CRZ or EZ will be required to
wash hands and face before handling food or eating.

10.8.5 Showers

Showers will be provided and maintained in a sanitary condition. Each employee who has
worked in the CRZ or EZ will be required to shower prior to leaving the Site for the day.
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11.0 ACCIDENT PREVENTION PLAN

This Accident Prevention Plan (APP) has been developed to serve as the accident prevention
policy for all personnel, as well as site visitors and site government inspectors, involved with
site preparation and material removal activities at the Site. Where appropriate, certain sections
of the APP are completed by referencing pertinent sections of the HASP. Specific information
is as follows.

11.1 Responsibilities

Although all personnel play a role in accident prevention, the effective implementation of this
plan is dependent on line management. In keeping with previous roles and responsibilities
discussed in the HASP, the RS will be responsible for the implementation and enforcement of
this APP. The RS and applicable personnel will be held accountable for any violations to this
HASP and/or its components.

11.2 Local Requirements
Besides the requirements listed in the HASP, there are no known local requirements.
11.3 ubcon tor rvision

Subcontractors will be under the direct supervision of the RS. The subcontractors will be
required to follow all provisions of the HASP as part of their subcontract agreement.

11.4 f iliti

To be determined at startup of project.

11.5 Sanitation

Decontamination will occur as per the decontamination section of the HASP. Additionally, the

number of portable toilets will be designated based on OSHA requirements, as will provisions
for portable drinking facilities/dispensers.
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11.6 Training and Indoctrination/Safety Meetings

The HASP documents all training to be conducted for this project. Included will be OSHA
requirements (29 CFR 1910.120) and daily tailgate meetings. The RS or his designee will
conduct a daily tailgate meeting and document this meeting on a "Daily Safety Meeting" form.

11.7 Traffic Control and Hazard Markings

Control of moving equipment from contaminated to clean zones will occur via the
decontamination procedures described in Section 9.0 of this HASP. Hazard markings relative
to work zones will also be as per this section. Other hazards, warnings and/or markings, i.e.,
hot work, confined space, etc., will be designated as necessary by the RS or respective TL in
consultation with the SSO.

Traffic onsite will be restricted by a maximum speed limit of 10 miles per hour. Access/egress
will be controlled by appropriate assigned personnel.

11.8 Cleanu fe Acc E

Proper housekeeping will be the responsibility of each supervisor and ultimately the
responsibility of the RS. The RS or his designee will make a informal inspection on a daily
basis (at day’s end) of the main work areas, CRZ, shower facility, and support zone. The RS
will document this inspection on a "Safety Inspection Report Form."

Safe access and egress regarding traffic is discussed in the traffic control section of this APP.
Regarding safe access/egress of personnel into exclusion zones, the supervisor will be
responsible for accountability of their personnel’s location, as discussed in the HASP.
Supervisors will clear personnel for entry after inspecting for use of appropriate PPE and will
clear personnel for the shower facility after appropriate decontamination in the work zone CRZ
takes place.

11.9 Fire Protection and Emergencies

Fire protection and emergency information can be found in Section 12.0 of the HASP.
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11.10 it i

The RS is responsible for daily jobsite inspections of the work area to ensure conformance to
HASP requirements, OSHA, and other requirements or recommended practices. The SSO will
audit work areas at his discretion and will bring any violations/discrepancies with the HASP or
recommended practice to the RS’s attention. Ultimate resolutions of such violations will be
documented in the health and safety logbook. In the event an imminent danger situation exists,
as stated in the HASP, the SSO has stop work authority.

The HSO may perform unannounced audits at the jobsite. After the audit, the HSO will have
a post-audit conference with the RS to discuss findings and recommended corrective action.
Those items that can be corrected immediately will be. The HSO will then prepare a written
report to the RS with recommended corrective action, and a time frame in which the RS must
respond to the audit. The HSO will track appropriate disposition/resolution of audit findings.
If audit findings are not addressed on schedule, the RS’s superior will then be notified.

11.11 Accident Investigation

Any need to report an incident to outside personnel or agencies will occur as per the HASP.
All accidents will be immediately reported to the RS and followed by a written report within
2 working days. This form can be found in Appendix G of this HASP.

11.12 Fall Protection Systems

Any fall protection systems utilized for personnel must meet OSHA requirements. Manlifts will
be used in most instances to perform work in elevated areas. The SSO shall ensure that such
equipment meets OSHA requirements and comes equipped with safety belts/lanyards/lifelines.
Any existing structure, i.e., stairs, platforms, etc. that will be necessary for personnel to
climb/utilize to access work areas, will be inspected by the SSO to ensure load limit will not be
surpassed, and appropriate handrails, midrails, toeboards, extensions are present as applicable.
If portable ladders are purchased and used, the SSO shall ensure that OSHA requirements for
such equipment are met.
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11.13 Safe Clearance Procedures

Safe clearance procedures regarding electrical utilities can be found in Section 10.0 of this
HASP.

11.14 Office Trailer Anchoring and Electrical System

All site trailers will be anchored using screw-type ground anchors with metal straps. All
electrical services will be installed in compliance with National Electric Code and local
requirements.

11.15 ntingency Pl for Severe Weather Conditi

The following severe weather conditions will require shutdown of activities:

o Tornado
° Lightning (outdoor operations)
° Severe snow or rain storms (at discretion of RS and SSO)

Any other work shutdown or modification of work activity due to inclement weather will be at
the discretion of the RS in consultation with the SSO.

11.16 Mechanical Equipment Inspection

Heavy mobile equipment will be inspected daily as used. Supervisors shall ensure that any
equipment used by the work crew is "checked out" prior to use. The operator shall document
usability in the equipment maintenance logbook.

11.17 ion/Excavation Safe
All construction/excavation activity shall be monitored by the RS to ensure compliance with

OSHA requirements. The RS shall consult the SSO for technical guidance regarding these
regulations as necessary.
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12.0 EMERGENCY RESPONSE PLAN

This section provides information regarding the action(s) to be taken by site personnel in the
event of certain reasonably foreseeable emergencies. The information provided in this section
should not be construed as all inclusive as each emergency situation may be unique and should
not take precedence over professional judgements made during an incident. This section
provides guidance so that logical judgements can be made.

12.1 Pre-Emergency Planning

Pre-emergency planning for this project will involve the following:

° Development and approval of this ERP and a corresponding Spill and Discharge
Control Plan (SDCP).

o Coordination of the ERP with local health and emergency response agencies.

Training of site personnel in appropriate emergency procedures.

. Modification of the ERP, whenever necessary, as conditions change.

12.2 Anticipated Types of Emergencies

Various emergency situations could possibly occur during remedial activities. These situations
include:

Fire/explosion

Personal injury/illness

Chemical spill

Chemical releases to offsite receptors

The remaining sections of the plan provides information and procedures to be followed in the
event any of these scenarios occur (individually or in tandem).
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12.3 ines of Authority, Personnel Rol nd Communication

The lines of authority and responsibilities for emergency action will coincide with the health and
safety responsibilities discussed in the HASP. The RS has overall authority for implementation
of this ERP and all site emergency actions. This authority will be supplemented by input from
the SSO who will act as second in command during emergency situations.

Specific roles and responsibilities to be carried out by site personnel will directly correlate to
the nature of the incident. Site workers will be utilized to carry out the various response (or

non-response) operations.

Communications during site emergencies will include the following:

L Site communications using alarms and radios
o Offsite communications with local health and emergency response agencies via
telephones

Each team working at the Site, as well as the RS and SSO, will carry portable two-way radios
capable of communicating from a single site frequency. Additionally, as per the HASP, an air
horn will be installed onsite to alert site personnel of emergency situations. The following
signals will be used:

L Site Evacuation - One long blast for at least 10 seconds
] Emergency - Shorts blasts for at least 10 seconds

Once the situation has been evaluated, local emergency response agencies will be notified, as
necessary, via the telephone. Telephones will be located at the site office. Specific protocol,
as to who is to be notified in the event of a site emergency, is presented in the emergency
alerting provisions of this ERP.

12.4 Training
During site-specific training, all site personnel will receive the level of training necessary for

them to safely and effectively carry out their roles as specified in this plan. Personnel who are
merely to evacuate to a safe location during incidents will be provided information regarding
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safe distances and places of refuge. Other persons, who will actually respond to the incidents,
will be trained in the specific response procedures and equipment to be used, such as use of fire
extinguishers and control and containment (as described in the SDCP).

12.5 Emergency R ition and Prevention

Many emergencies can be prevented by compliance with the HASP, the SDCP, and all relevant
regulatory standards. However, it is recognized that such emergencies can arise. Visual
observation, employee complaints, and/or air monitoring as per the AMP can aid individuals in
identifying, recognizing, and initiating response to emergencies.

12.6 Safe Distances and Places of Refuge

Safe distances and places of refuge will correlate to the wind direction, topography, and the
incident. Personnel will be advised to move to an upwind location at least 300 yards from any
fires and/or chemical releases, and will be advised to continually monitor wind direction for
changes (the crew leader will account for respective personnel). If moving upwind from these
types of incidents is not possible without encountering the incident and subsequent exposure
potential, personnel will be advised to move crosswind or downwind to a distance necessary to
be out of the path of smoke, odors, or releases. During personal injury/illness incidents (unless
they involve fires or chemical releases), distances from incidents will be such to prevent
interference with emergency response.

12.7 Site Security and Control

Site security will consist of a person or several people designated by the RS to control entry/exit
of personnel and equipment to the Site during work hours. Security personnel will execute and
enforce the Security Plan. Site security personnel will coordinate the arrival of any outside
emergency services. Unauthorized persons will not be permitted to enter the Site during routine
work operations or during emergencies.
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12.8 Evacuation Routes and Procedures

All personnel will assemble at the site office, unless otherwise instructed, in the event that site
evacuation becomes necessary. An alternate assembly point will be the parking lot (in support
zone). The RS will be responsible for roll call, i.e., personnel accountability.

12.9 Decontamination

Decontamination during site emergencies will be the same as that for routine site operations,
unless there is potential threat to human life or health. In such a situation, decontamination will
consist of contaminated clothing removal and wrapping the injured party in a blanket. The
vehicle used to transport the victim(s) to the medical facility will therefore be restricted in
contacting contamination, and as such, should not be required to undergo decontamination.

12.10 Em ncy Medical Treatment and First Ai

All emergency medical treatment, other than first aid, will be administered by the Paramedic
Services dispatched through the emergency dispatch system. This treatment will continue during
transportation to the hospital. All first aid will be administered onsite by the SSO who is
certified in CPR and first aid by the American Red Cross. Physician-approved first-aid supplies
will be maintained at various locations throughout the project site. All vehicles used to transport
injured persons to the offsite medical facility will be provided with directions and a map to the
facility. Additionally, the HASP will accompany the affected individual to the emergency care
center. Figure 12-1 illustrates the route to the hospital from the Site.

12.10.1 Emergency Physician Access
In the event that any medical emergency arises due to work-related injuries/illnesses, a 24-hour

Emergency Physician Access Plan (see Figure 12-2) will be established to enable any employee
to communicate with the medical consultant.
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FIGURE 12-2

EMERGENCY PHYSICIAN ACCESS PLAN

MONDAY THRQUGH FRIDAY, 8:00 AM. - 4:.00 P.M.
(Eastern Standard Time)

Dial the number. When answered state that;

(@) You are calling from
(b)  This is an emergency call.

Program staff will be alerted how to contact the physician designated to provide
emergency coverage on that day. Collect calls will be accepted.

EVENINGS, WEEKENDS, AND HOLIDAYS

Dial the number. An operator from the answering service will answer
the telephone. Do the following.

(a) Tell the operator that you are calling from AWD Technologies, Inc.

(b)  Tell the operator that this is an emergency call.

©) Give her your name.

(d)  Give her the telephone number where the physician is to call. Be certain
that she has written the correct number (area code and seven digits).

(e) If you do not receive a call back within 15 minutes, place a second call
to .
Collect calls will be accepted.

ITUATIONS WHERE EMPLOYEE REQUI IMMEDIATE TRANSPORT TO
HOSPITAL

If the situation is life-threatening, i.e., cardiac arrest or person not breathing, call the
emergency medical services system and transport the person to the nearest hospital with
advanced life support capabilities.

° Report the accident to the Project Manager, the Health and Safety Officer, and
the Resident Superintendent in addition to the SSO.

° Develop safe operating procedures to prevent a recurrence.

° File incident report with

Certain portions of this plan are to be completed by the selected Remedial
Contractor.
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12.11 Emergency Alerting Procedures

In the event of an emergency, the appropriate response agencies will be notified and appropriate
project personnel will be notified as determined in advance. Table 12-1 provides the telephone
numbers for the appropriate outside agencies.

12.12 Response Procedu iorities and Respo

The following provides guidance toward prioritizing action and provides general response
procedures to be followed. This information coupled with the SDCP should provide adequate
information for the degree of response anticipated by employees. It is expected that personnel
would only provide minimal or first line response to all emergencies.

12.12.1 First Priority

Prevent further injury/iliness by:

L Protecting response personnel
o Isolating the scene to authorized personnel only
L Rescuing any injured parties
o Notifying Outside Emergency Assistance
12.12.2 Second Priority
[ Provide first aid to those persons with life-threatening injuries or illnesses.

12.12.3 Third Priority
Alleviate the immediate hazards by:
® Extinguishing incipient stage fires

° Reducing chemical releases
] Containing any spill
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TABLE 12-1

EMERGENCY REFERENCE NUMBERS

This site location (EMS address):

865 South, State Route 421,
Zionsville, Indiana

Emergency Information Location Telephone Number
Office Indianapolis (317) 469-0703
Ambulance Zionsville (317) 873-3363
Hospital Emergency Room St. Vincent
Hospital General Information St. Vincent (317) 871-2345
Police/Sheriff’s Department Zionsville (317) 482-1412
Fire Department Zionsville (317) 873-3344
HAZMAT Team (Local) Zionsville (317) 241-4336
Resident Superintendent TBD TBD
Health and Safety Officer TBD TBD
Poison Information Center National 1-800-762-0727
National Response Center for National 1-800-424-8802
Environmental Emergency Only
Boone County Health Department (317) 482-3942
Project Manager Office TBD
Corporate Health and Safety Manager Home TBD
IDEM Emergency Response Indianapolis (317) 241-4336
U.S. EPA Project Manager TBD TBD
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12.12.4

12.13

Fourth Priority

Provide first aid to all injured or ill parties and continue efforts to alleviate the
hazard.

Small Fires

A small fire is defined as a fire that can be extinguished with the available 20-pound type ABC
fire extinguisher. In the event of a small fire, the following minimum actions shall occur:

12.14

Evacuate all unnecessary personnel from the area, if possible, to an upwind
location or to an area not affected by airborne contaminants if an upwind location
is not feasible.

Attempt to extinguish fire using portable fire extinguisher or by smothering.

Request emergency response assistance (ambulance, fire, hospital, poison control
center) as needed for any injuries or exposures to hazardous chemicals.

Notify the Contractor.

Large Fires

In the event of a large fire or a small fire which cannot be extinguished, undertake the following

minimum actions:

Evacuate all unnecessary personnel from the Site, preferably to an upwind
location.

Order the appropriate level of protective clothing to be worn by personnel near
the fire.
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12.15

12.15.1

12.15.2

Notify the fire department and other emergency response services (police,
ambulance, hospital, poison control center) as needed.

Notify the Contractor.

First-Aid Procedures

Physical Injury

For minor injuries, routine first-aid procedures shall be used immediately. If
required, the onsite emergency vehicle shall be used to transport patient to the
hospital.

For major injuries, an ambulance shall immediately be called and paramedics
shall assess the nature and extent of the injury. In case of severe injury occurring
along with chemical contamination of the victim, the victim shall be sprayed
down with a water hose, or have the contaminated garments removed, or be
wrapped in a blanket to present the spread of contamination, prior to being
transported in the ambulance.

In the event of bleeding, broken bones, shock, burns, heat exhaustion, heat
stroke, seizure, insect stings, etc., the trained personnel shall use Red Cross
approved measures for treatment.

Chemical Injury

Appropriate safety gear shall be worn when treating the victim.

The victim shall be removed to fresh air and resuscitated, if necessary.

If clothing is chemically contaminated and injuries permit, clothing shail be
removed and the skin flooded with copious amounts of water.
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12.16

If the eyes are contaminated, they shall be irrigated immediately with copious
amounts of water for 15 minutes minimum.

Call the nearest Poison Control Center for technical advice and assistance.

Em ncy PPE an ipmen

The following inventory of PPE and equipment will be maintained onsite in sufficient quantities
and locations to ensure an adequate supply for all emergency response personnel and to ensure
that it is readily accessible:

12.17

Industrial first-aid kit - one in the main CRZ and one in the site office

Eye wash and deluge showers - located near each work area and the main CRZ
Stretchers - located at the support zone

Fire extinguishers - located at the entrance to each work area and in all trailers
Pressure-demand self-contained breathing apparatus - two or more

Four spare cylinders for SCBAs

Tyvek/PE coveralls

Boot covers

Nitrile outer gloves

Duct tape

Face-shields

Solvent- and oil-absorbent pads and brooms

Emergency Response Drills and Critiques

Emergency response drills will be conducted periodically throughout the course of work to be
used as measures for evaluating the effectiveness of the ERP and response personnel. Each drill
will be critiqued by one or more observer. The critique(s) will then be used to modify, as
necessary, the ERP emergency equipment and/or response training.
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-13.0 SPILL RESPONSE, CONTROL, AND CLEANUP

This section provides contingency procedures to respond to spills of construction-related
materials (solid or liquid) at the Site. These procedures are designed to remediate contamination
that may result from a spill and to prevent further contamination of surface water, groundwater,
soil, structures, equipment, or other materials.

13.1 ill Control Equipment

Spill control equipment and cleanup materials will be onsite and readily available in the event
of a spill. Storage locations for spill control equipment and cleanup materials will be determined
in the field during mobilization. Storage locations will be clearly identified. These locations
may be relocated as construction activities shift. Also, individual pieces of equipment may be
moved from one location to another based on ongoing construction activities.

13.2 Training

Only persons trained in accordance with OSHA 29 CFR 1910.120e(7) will be equipped with the
proper personal protective equipment and will perform cleanup procedures for spills. The SSO
will determine the level of protection needed for a spill incident based on the circumstances.
The air monitoring action levels presented in Section 8.3, Real-Time Air Monitoring, will be
followed during any spill cleanup.

Persons involved in spill control and cleanup will be trained in the use of spill control equipment
and cleanup materials.

13.3 i ill R nse Procedures

In the event of a spill of potentially contaminated material, the procedures described below will
be implemented.
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Notification

The Contractor will immediately notify the U.S. EPA Project Manager and the ECC Project
Manager of a significant spill if it threatens the offsite environment. If the spill is reportable
and/or human health or the offsite environment are threatened, the Contractor will immediately
contact the following agencies, as appropriate, in the order listed:

® Indiana Department of Environmental Management, Emergency Response
L J Citizen Notification Contact as specified by the U.S. EPA Project Manager
° U.S. EPA Region V Response and Prevention (Spill Control)
° U.S. Coast Guard National Response Center
Spill Control/Containment

In the event of a spill, the first step will be to contain the spill to one area and prevent it from
entering any natural or manmade waterways such as streams, manholes, and catch basins. To
contain the spill, a dike will be placed around the source of the spill. The dike can be
constructed of absorbent material or dirt. A common practice is to form a second dike around
the first dike in case there is more material than the first dike can contain.

Once the area around the spill is contained, the source of the spill should be stopped by
plugging, turning off the shutoff valve, and overpacking. This will only be attempted by trained
persons to minimize risk to workers’ personal safety.

Spill Cleanup

Once the spill is contained and controlled, the actual cleanup of the material can begin.
Absorbent materials such as speedi-dry, absorbent pads, pillows, and booms may be used to
absorb liquid material. Sand 'may also be used. Spark-resistant shovels will be utilized when

picking up potentially contaminated materials.

Cleaned up materials can be either packed in drums or placed on a polyvinyl liner and covered
with a polyvinyl cover.
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Decontamination of Equipment/Structures/Materials

Any spill control or construction equipment, onsite structures, or other materials which come
into contact with the spilled material will be decontaminated, as necessary. Complete cleanup
may require showers and cleansing or disposal of clothing and equipment.

Disposal

All contaminated materials, including solvents, cloth, soil, and wood that cannot be
decontaminated will be properly containerized, labeled, and disposed of as soon as possible and
in accordance with applicable Federal, state, and local regulations. Disposal will be coordinated
with provisions of the Materials Handling procedures presented in the Environmental Protection
Plan.

Spill Incident Report

A spill incident report will be submitted to the U.S. EPA Project Manager and IDEM within
24 hours of the incident. This report includes information on the date the spill occurred, the
type, quantity and location of spilled material, the cause of the spill, cleanup actions, and outside
agencies involved.

In addition to the spill incident report, the Contractor will document all spills on site drawings
and submit these drawings to the U.S. EPA Project Manager and IDEM when the project is
completed.

13.4 R ffsi

Despite all precautionary measures, the possibility exists that spills of decontamination water or
wastes being transported offsite may occur. This section describes contingency procedures to
respond to such incidents.
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Decontamination Water

Because decontamination activities and treatment of decontamination water will be performed
onsite, it is anticipated that any spills of decontamination water will be onsite. In the event that
a spill of decontamination water occurs at the site perimeter and some liquid escapes beyond site
boundaries, the emergency equipment and cleanup material onsite will be utilized to respond to
both the onsite and offsite portions of the spill.

Transportation-Related Wastes

All contaminated waste material destined for offsite disposal will be transported by a hazardous
waste transporter. Before awarding the subcontract, the Contractor will confirm that the
transporter has a current, valid hazardous waste transporter identification number. The
Contractor will also verify that the transporter has established contingency plans to respond to
a transportation-related spill. The ECC Project Manager must approve the offsite transporter
and disposal facility.

Cleanup of spills of waste material being transported offsite will be the responsibility of the
transporter. If requested, the Contractor will provide additional information on the spilled

material (if available) to enable a more expeditious cleanup.

If a discharge of material from a transporting vehicle occurs while in transit offsite, the
following actions are expected to be taken to reduce potential migration of the waste material:

° The driver will immediately notify his office and the Contractor.
] Immediate measures will be taken to contain the discharge.
e The point of discharge will be secured and/or eliminated, if possible.

® The driver will remain with the vehicle, keep unnecessary people away, isolate
the hazardous area, and deny entry to unauthorized personnel.

° All personnel will stay upwind, keep out of low areas, and not contact the spilled
material as much as possible.
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] Local authorities and the local hazardous materials response unit will be
contacted.

L Other actions will be taken, as advised.
Notifying the proper authorities that a transportation-related spill has occurred is the
responsibility of the transporter. After the transporter informs the Contractor of a spill, the

Contractor will notify the U.S. EPA Project Manager, IDEM, and the ECC Project Manager.
The Contractor will provide additional information as it becomes available.
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14.0 ONSITE REFERENCE/DOCUMENTATION
RECORDKEEPING AND REPORTING

The following section provides requirements and procedures that must be instituted for onsite
health and safety references, documentation, recordkeeping, and reporting.

14.1

Required Referen

The following reference material is required to be present in the health and safety file in the site

trailer:
°
°
™
°
o
®
°
°
™
o

14.2

Corporate Health and Safety Manual

Health and Safety SOPs

Health and Safety Plan

Current ACGIH TLV Booklet

Current NIOSH/OSHA Pocket Guide

Operational Manual for all health and safety equipment

29 CFR 1910

29 CFR 1926

NIOSH/OSHA/USCG/U.S. EPA "Occupational Safety and Health Guidance
Manual for Hazardous Waste Site Activities"

American Red Cross First Aid and CPR Instructional Manuals

Required Documentation

The following documentation must be readily accessible from the onsite health and safety file:

Written Hazard Communication Program which includes Hazardous Material
Inventory and MSDSs. The Hazard Communication Program must be completed
by the Contractor within 10 working days after notice to proceed is given. The
written program will be made available to the ECC Trust’s Engineer (Engineer)
after such time.
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Applicable training records of all site workers for the following:

- 40-hour introductory course
- 8-hour supervisory course

- 8-hour refresher course

- Site-specific training

Medical clearance for all site workers.

Calibration/measurement logs for all site health and safety equipment.
Calibration and measurement logs must include the time of calibration and
measurement along with all other appropriate documentation.

Health and safety logbook.

Respiratory Protection Program which meets the requirements of
29 CFR 1910.134. The Respiratory Protection Program must be completed by
the Contractor within 10 working days after notice to proceed is given. The
written program will be made available to the Engineer after such time.

Personal Protective Equipment Program which meets the requirements of
29 CFR 1910.120. The Personal Protective Equipment Program must be
completed by the Contractor within 10 working days after notice to proceed is
given. The written program will be made available to the Engineer after such
time.

Hearing Conservation Program which meets the requirements of
29 CFR 1910.95. The Hearing Conservation Program must be completed by the
Contractor within 10 working days after notice to proceed is given. The written
program will be made available to the Engineer after such time.

Fit-test records for all employee on all types of respiratory protection available
onsite.
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14.3 Daily Information

The following information must be documented on a daily basis for each site worker:
Operation(s) performed
° Time spent on each operation (3 1/2 hour)
o PPE used for each operation (specific)
The following information must be documented on a daily basis for each operation:
° Monitoring equipment used
® Range (maximum and minimum) for each monitor
o Average reading for each monitor

The following information must be documented on a daily basis for the overall project:

L Environmental conditions (i.e., temperature, precipitation, cloud cover, wind
speed, wind direction, etc.).

° Attendance of employees.

° Site visitors (include name, affiliation, areas/operation observed, PPE used,
training/medical release, and site training received).

] Observations regarding health and safety of each operation.
o Health and safety problems encountered:

- Personnel
- Equipment

° Telephone/site meetings

- Health and safety concerns discussed
- Health and safety decisions and rationale
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14.4 Training Logs

The training log(s) shall include both initial training, followup training, and visitor training.
These logs shall include:

Date

Employee’s name (attendance check) and record of attendance
Materials covered

Fit-testing performed and results

Trainer(s)’s signature

14.5 Accident/Incident Reports

° Injuries, offsite releases, or accidents shall be reported to the Corporate Health
and Safety Manager immediately or as soon after control of the situation as
possible.

The responsibility of this recordkeeping and reporting rests with the RS, although the SSO will
complete the reports with assistance from onsite administrative personnel. Note that since both
a health and safety logbook and logs/reports will be kept, the SSO has the option to incorporate
completed logs/reports by reference into the health and safety logbook. All documents will be
kept onsite in the health and safety file.
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APPENDIX A

CHEMICAL, PHYSICAL, AND TOXICOLOGICAL
PROPERTIES OF SITE CONTAMINANTS



TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED S8ITE CONTAMINANTS

OSHA PEL'’s Waming Property Relative Response - .
Contaminant | NIOSH REL’s | Routcs of | Rating and Proper | Appearance and Ratios and Dg;'l‘g‘;'}f;f:::;‘ (‘:‘:fcii:“;:“’ Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Acetone OSHA and Inhalation Adequate Colorless liquid OVA response: Acute - Irritating to the eyes, nose | MW: 58.1
(67-64-1) ACGIH Ingestion with a fragrant, 60% and throat, headache, dizziness. BP: 133°F
750 ppm - 8 hour { Contact Organic vapor mint-like odor Sol: Mlscible
1,000 ppm - cartridges PID response: Chronic - Dermatitis, potential FL.P.: 0°F
STEL 63% with 10.2 eV cffects to liver and kidney. Some | LP.: 9.69 eV
Facepiece selected probe evidence of polyneuropathy upon | V.P.: 180 mm
NIOSH based on protection prolonged exposure. UEL: 13%
250 ppm - TWA factor LEL: 2.5%
Not listed as a carcinogenic by
IDLH IARC, NTP, OSHA, or ACGIH. Source:
20,000 ppm NIOSH

Pocket Guide

HS1.1
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TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response . .
Contaminant NIOSH REL'’s Routes of | Rating and Proper | Appearance and Ratios and D:;r;g:os?f:;:::;c é:i;:rz':c Physical
(CASNo.) | ACGIHTLV’s | Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Chloroform OSHA Inhalation Inadequate Colorless liquid | OVA response: Irritating to the skin and eyes. MW: 1194
(67-66-3) 2 ppm - TWA Ingestion with a pleasant 65% May cause headache, dizziness, BP: 143°F
Contact odor nausea, fatigue, and disoricntation. | Sol: 0.5%
108 PID response: May product liver, kidney, and FLP.: NA
2 ppm - 60 min 49% with 11.7 eV heart disorders. LP.: 11.42eV
lamp V.P.: 160 mm
ACGIH Carcinogenicity: This compound | LEL: NA
10 ppm - TWA is classified as an occupational UEL: NA
carcinogen by NIOSH and a
IDLH suspected human carcinogen by Source:
1,000 ppm ACGIH. NIOSH Pocket

Guide

HSI1.1
Revision 1




TABLE V-1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS
OSHA PEL'’s Warning Property Relative Response - .
Contaminant NIOSH REL’s Routes of | Rating and Proper { Appearance and Ratios and Dﬁ;?&“g;f:;:::: é:fcii:ri:lc Physical
(CAS No.) ACGIH TLV's Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
1,1-Dichloro- | OSHA and Inhalation Adequate Colorless, oily OVA Response: Acute - Skin irritation and CNS MW: 99.0
cthane NIOSH Ingestion liquid with a 80 Percent depression. BP: 135°F
(75-34-3) 100 ppm - TWA | Contact Organic vapor chloroform-like Sol: 0.6%
cartridges odor Chronic - Liver and kidney FLP.: 22°F
ACGIH PID response: damage. LP.: 11.06eV
200 ppm - TWA 106 Percent with V.P.: 230 mm
250 ppm - STEL 11.7 eV lamp Carcinogenicity - Not listed as a LEL: 5.6%
carcinogen by OSHA, NIOSH, or | UEL: NA
IDLH ACGIH.
4,000 ppm Source:

NIOSH Pocket
Guide
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TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/S8USPECTED SITE CONTAMINANTS

OSHA PEL's Warning Property Relative Response . .
Contaminant | NIOSH REL's | Routesof | Rating and Proper | Appearance and Ratios and D :;'l‘g‘g;f:cfu‘“::: é::’cﬁ:“; 21 Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Vinylidene OSHA Inhalation Adequate Colorless liquid OVA response: Acute - May produce irritation and | MW: 96.95
chloride 1 ppm - TWA Ingestion with a sweet 40% CNS depression including non- BP: 89°F
(75-35-4) Contact Organic vapor chloroform-like specific effects such as headache, | FL.P.: 14°F
CGl Absorption | cartridge odor. PID response: nausea, and vomiting. LP.: 9.66 cV
S ppm - TWA Not reported V.P.: 500 mm
20 ppm - STEL Chronic - May produce liver and | LEL: 7.3%
kidney damage upon prolonged UEL: 16.0%
IDLH exposure.
Not Established Source:
Carcinogenicity - Listed as a Various
suspected carcinogen based on textbooks
structural similarity to vinyl
chloride.
HS1.1

Revision |




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response - .
Contaminant NIOSH REL'’s Routes of | Rating and Proper | Appearance and Ratios and D:;r;g lg?fzwA::: é:fcii:mc:w Physical
(CASNo.) | ACGIH TLV’s | Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Ethylbenzene | OS oS Inhalation Adequate Colorless liquid OVA response: Acute - Eye and skin irritation, MW: 106
(100-41-4) and ACGIH Ingestion with aromatic 100% may causc chest paints. BP: 277°F
100 ppm - TWA | Contact Organic vapor odor FLP.: 59°F
125 ppm - STEL cartridges PID response: Chronic - Dermatitis may result I.P.: 876 ¢V
116% upon prolonged skin contact. V.P.: 7.1 mm
IDLH LEL: 1%
2,000 ppm Not listed as a carcinogen.
Source:

NIOSH Pocket
Guide

HS1.1
Revision |




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response " .
Contaminant NIOSH REL’s Routes of | Rating and Proper | Appearance and Ratios and D:;ﬁlg?f:;:::: é: iii:r‘:::m Physical
(CAS No.) ACGIH TLV's Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Mecthylene OSHA Inhalation Inadequate Colorless liquid | OVA responsc: Acute - Fatigue, weakness, MW: 849
Chloride 500 ppm - 8 hour | Ingestion with a 90% slecpiness, light headed, numbness | BP: 104°F
(7509-2) 1,000 ppm - Contact chloroform-like in limbs, nausea, eye and skin Sol: 2%
Ceiling odor PID response: irritation. LP.: 11.32¢V
77% with 11.7 eV V.P.: 350 mm
2,000 ppm - lamp Chroni - Dermatitis possible upon | UEL: 22%
5 minute prolonged contact, may effect liver { LEL: 14%
maximum in any and kidney function upon
2-hour period prolonged exposure, may also Source:
effect central nervous system and | NIOSH Pocket
NIOSH cardiovascular system. Guide
Lowest feasible
concentration This substance is listed as a
suspected human carcinogen.
ACGIH
50 ppm - 8 hour
IDLH
5,000 ppm
HS1.1

Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES8 OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL's Warming Property Relative Response - .
Contaminant NIOSH REL's Routes of | Rating and Proper | Appearance and Ratios and D::;ﬁlg;f::t:::: é:iﬁ:rz:c Physical
(CAS No.) ACGIH TLV's Exposure Air-Purifying Odor Recommended Listing 8 Propertics
IDLH Value Cartridge Probe/Span Settings
Methyl Ethyl OSHA, NIOGH, | Inhalation Adequate Colorless liquid OVA response: Acute - Irritating to the eyes and MW: 72.1
Ketone ACGIH Ingestion with a sharp 80% nose, headache, dizziness, BP: 175°F
(78-93-3) 200 ppm - TWA | Contact Organic vapor fragrant minty- vomiting. Sol: 28%
300 ppm - STEL cartridges odor PID responsec: FL.P.. 16°F
57% with 10.2 eV Chronic - May produce dermatitis | LP.: 9.54 eV
IDLH lamp upon prolonged contact. May V.P.: 71 mm
3,000 ppm produce polyncuropathy upon UEL: 11.4%
prolonged contact. LEL: 1.4%
Not listed as a carcinogen. Source:

NIOSH Pocket
Guide

HS1.1
Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES8 OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response Description of Acute and Chronic
Contaminant NIOSH REL's Routes of | Rating and Proper | Appearance and Ratios and Health Effects and Carcinogen Physical
(CAS No)) ACGIH TLV’s Exposure Air-Purifying Qdor Recommended Listing Properties
IDLH Value Cartridge Probe/Span Settings
Mecthyl OSHA, NIOSH, | Inhalation Adequate Colorless liquid OVA response: Acute - Irritating to the eyes and MW: 100.2
Isobuty! Ketone | ACGIH Ingestion with a sweet, 100% mucous membranes. May cause BP: 242°F
(108-10-1) 50 ppm - TWA Contact Organic vapor pleasant odor headache, narcosis, and coma Sol: 2%
75 ppm - STEL cartridges with full PID response: upon exposure to high FI.P.. 64°F
facepiece 57% w/10.2 ¢V concentrations IP.: 930¢V
IDLH V.P: 16 mm
3,000 ppm Chronic - May cause dermatitis LEL: 1.2%
and peripheral neuropathy UEL: 8.0%
Carcinogenicity - Not listed as a Source:

carcinogen by OSHA, NIOSH, or
ACGIH

NIOSH Pocket
Guide

HS1.1
Revision |




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response . .
Contaminant NIOSH REL's Routes of | Rating and Proper | Appearance and Ratios and D:;::lx&u g;.f:;:::: é: fci::rzl:c Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing 8 Propertics
IDLH Value Cartridge Probe/Span Settings
Tetrachloro- NIOSH Inhalation Adequate Colorless liquid OVA response: Acute - Eye, nose, and throat MW: 165.8
cthylene Lowest feasible Ingestion with a mild, 70% irritation, dizziness, headache, BP: 250°F
(127-18-4) concentration Contact Organic vapor chloroform-like skin reddening. Sol: 0.02%
cartridges odor PID response: FLLP.: NA
OSHA 53% with 10.0 ¢V Chronic - Liver injury. LP.: 9.32¢eV
25 ppm - 8 hour Facepiece selected lamp V.P.: 14 mm
based on protection This compound is listed as a
ACGIH factor human suspected carcinogen. Source:
50 ppm - 8 hour NIOSH
200 ppm - STEL Pocket Guide
IDLH
500 ppm
HS1.1

Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response - .
Contaminant NIOSH REL's Routes of | Rating and Proper | Appearance and Ratios and D:;::;g:lg;f:;:::;c é: iﬁ:ﬂ:‘c Physical
(CASNo) | ACGIHTLV's | Exposurc Air-Purifying Odor Recommended Listin & Propertics
IDLH Value Cartridge Probe/Span Settings &
Toluene OSHA, NIOSH, | Inhalation Adequate Colorless liquid OVA response: Acute - Fatigue, weakness, MW: 92.1
(108-88-3) and ACGIH Absorption with a sweet 110% cuphoria, dizziness, headache, BP: 232°F
100 ppm - 8 hour | Ingestion Organic vapor pungent, nervousness, insomnia. Sol: 0.05%
150 ppm - STEL | Contact cartridges benzene-like odor | PID response: F1.P.: 40°F
100% Chronic - Dermatitis possible upon | I.P.: 8.82 ¢V
IDLH Facepiece selected prolonged contact. Potential liver | V.P.: 20 mm
2,000 ppm based on protection and kidney cffects from prolonged | UEL: 7.1%
factor cxposurc. May also cffect central | LEL: 1.2%
nervous system.
Source:
Not listed as carcinogen by IARC, | NIOSH Pocket
NTP, OSHA, or ACGIH. Guide
HS1.1

Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL's Waming Property Relative Response . .
Contaminant NIOSH REL’s Routes of | Rating and Proper | Appearance and Ratios and D;s::;&u g;.f:;:::;c é:fciig“:r:w Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Properties
IDLH Value Cartridge Probe/Span Settings
1,1,1-Tni- OSHA and Inhalation Adequate Colorless liquid FID response: Exposure may cause headache and | MW: 133 .4
chlorocthane ACGIH Ingestion with a mild, 105% dizziness. Eye irritation and BP: 165°F
(71-55-6) 350 ppm - TWA | Contact Organic vapor chloroform-like dermatitis may occur upon direct | Sol: 0.4%
450 ppm - STEL cartridges odor PID response: contact. This compound may also | FL.P.: None
74% with 11.7 eV cause cardiac arrythmia. Damage | I.P.: 11.00 eV
NIOSH lamp to liver and kidneys is also V.P.: 100 mm
350 ppm - possible upon prolonged exposure. | LEL: 7.5%
Ceciling UEL: 12.5%
Carcinogenicity: Not listed.
IDLH Source:
1,000 ppm NIOSH Pocket

Guide

HS1.1
Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/BUSPECTED SITE CONTAMINANTS

OSHA PEL’s Warning Property Relative Response . .
Contaminant NIOSH REL'’s Routes of | Rating and Proper | Appearance and Ratios and D::;?glgl;fzij::: é:iii:rir:c Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
1,1,2-Tri OSHA Inhalation Supplied air Colorless liquid OVA response: Acute - Cause irritation to nose MW: 133.4
chloroethane 10 ppm - TWA Absorption | required above with a sweet Assume 100% based | and eyes. BP: 237°F
(79-00-5) (skin) Ingestion OSHA PEL chloroform-like on 111 Sol: 0.4%
Contact odor. Trichloroethane Chronic - Prolonged exposure may | FL.LP.: NA
NIOSH : cause CNS depression, liver and LP.: 11.00 eV
Ca - 10 ppm PID response: kidney damage. V.P.: 19 mm
(skin) Assume 75% based LEL: NA
on 111 Listed as a carcinogen. UEL: NA
IDLH Trichloroetane (with
Ca - 1,000 ppm 11.7 ¢V lamp. Source:

NIOSH Pocket
Guide

HS1.1
Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS
OSHA PEL's Warming Property Relative Response - .
Contaminant | NIOSH REL's | Routes of | Rating and Proper | Appearance and Ratios and D;’;’;‘:}“g‘;f::u"::;‘ g‘iﬁ:";’:" Physical
(CAS No.) ACGIH TLV's Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Trichloro- OSHA AND Inhalation Adequate Colorless liquid | OVA response: Acute - Headache, visual MW: 1314
cthylenc ACGIH Ingestion with a 70% disturbances, cyc irritation, BP: 189°F
(79-01-6) Contact Full-face required { chloroform-like cardiac arrythmia, tremors, Sol: 0.1%
50 ppm - TWA odor PID response: nausca, vomiting, dermatitis. FL.P.: 90°F
200 ppm - STEL Organic vapor 89% I.P.: 945¢V
cartridges Chronic - Liver and kidney V.P.: 58 mm
NIOSH damage, polyneuropathy, LEL: 8%
respiratory ailments. UEL: 10.5%
25 ppm - TWA
Carcinogenicity - This compound | Source:
IDLH is listed as an occupational NIOSH Pocket
carcinogen by NIOSH. Guide
1,000 ppm

HS1.1
Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL’s Wamning Property Relative Response - .
Contaminant | NIOSH REL's | Routesof | Rating and Proper | Appearance and Ratios and D:;‘:&“;’;f::::;‘ é:‘fcﬁ:“::‘c Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Properties
IDLH Value Cartridge Probe/Span Settings
Xylene (o} JOSH Inhalation Adcquate Colorless liquid OVA response: Acute - Dizziness, drowsiness, MW: 106.2
(1330-20-7) ACGIH Absorption with an aromatic | 111% incoordination, irritation to eyes, BP: ~280°F
100 ppm - TWA | Ingestion Organic vapor odor nose and throat, anorexia, nausea, | Sol: Insoluble
150 ppm - STEL | Contact cartridges PID response: vomiting, abdominal pain. FL.P.: ~63°F
112% with 10.2 eV IP.. 856¢eV
IDLH lamp Chronic - May produce dermatits | V.P.: 9 mm
1,000 ppm upon prolonged contact. May UEL: 7.0%
cause health effects to blood, LEL: 1.0%
liver, kidney, and CNS.
Source:
Not listed as a carcinogen. NIOSH Pocket
Guide
HS1.1

Revision |




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL'’s Warmning Property Relative Response - .
Contaminant NIOSH REL’s Routes of | Rating and Proper | Appearance and Ratios and D;s::;g:‘g;r:ié\::: é:;icg::n;:lc Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Propertics
IDLH Value Cartridge Probe/Span Settings
Cadmium OSHA Inhalation Warning property | Silver-white, blue | Not Applicable Exposure may lead to pulmonary | MW: 112.4
(7440-43-9) 0.2 mg/m’ - Ingestion is not applicable tinged lustrous edema, dyspnea, coughing, muscle | BP: 1409°F
TWA odorless solid aches, and chest tightness. Sol: Insoluble
NIOSH Long-term exposure may leadto | FI.LP.: NA
0.6 mg/m’ - recommends SCBA emphysema, mild anemia, and ILP.: NA
Ceiling or supplied air at other blood disorders. V.P: O mm
any detectable LEL: NA
ACGIH concentration This compound is listed by NIOSH | UEL: NA
.01 mg/m® - as an occupational carcinogen and
TWA as total by the ACGIH as a suspected Source:
dust human carcinogen. NIOSH Pocket
Guide
.002 mg/m?® -
TWA as
respirable
fraction
NIOSH
Lowest feasible
concentration

HS1.1
Revision 1




TABLE V.1

CHEMICAL AND PHYSICAL PROPERTIES8 OF KNOWN/SUSPECTED SITE CONTAMINANTS

OSHA PEL'’s Warmning Property Relative Response _— .
Contaminant NIOSH REL's Routes of | Rating and Proper | Appearance and Ratios and D;s;r;gonr;f:‘fmA::;e é’: gcii:n::lc Physical
(CAS No.) ACGIH TLV’s Exposure Air-Purifying Odor Recommended Listing & Properties
IDLH Value Cartridge Probe/Span Settings
Lead OSHA Inhalation Wamning property | Soft, gray solid NA Acute - Fatigue, weakness, MW: 207.2
(7439-92-1) Ingestion is not applicable insomnia, aching bones, abdominal | V.P.: 0 mm
0.05 mg/m® - Contact pain, decreased appetite.
TWA 0.05 - 0.5 mg/m’ Source:
half-mask with Chronic - Anemia, gingival lead NIOSH Pocket
0.03 mg/m’ - HEPA line, tremors, "limp-wrist”, Guide
Action Limit encephalopathy, kidney damage,
0.5 - 2.5 mg/m® blood disorders.
BLOOD LEAD full-face with
LIMIT FOR HEPA Carcinogenicity - Lead is listed as
TEMP. a suspected carcinogen by many
REMOVAL 2.5 - 5.0 mg/m® sources.
PAPR with HEPA
50 pug/100 g
> 50 mg/m®
NIOSH SCBA
0.100 mg/m® -
TWA
ACGIH
0.15 mg/m’ -
TWA
IDLH
700 mg/m’

HS1.1
Revision 1




APPENDIX B

SITE-SPECIFIC PPE PROGRAM
(TO BE COMPLETED ONSITE BY SSO PRIOR TO MOBILIZATION)



SITE-SPECIFIC PPE PROGRAM

1.0 SITE HAZARDS AND PPE SELECTION

PPE selection is to be based upon exposure potential (i.e., chemical hazards, physical agents,
mechanical/physical hazards, et. al) which, in turn, directly corresponds to the site involved and
the task being performed.

The requirements set forth are based upon the substances present, potential for contact, and
resistiveness of protective clothing, in accordance with available information.

Also take into account various hazard categories and PPE controls including, but not limited to:

Hazards to Consider

Moving, falling, or flying objects

Work above ground level

Pinch-points, nip points, rotating machinery
Noise sources

Contact with energized sources

Heavy objects to lift

Uneven, unstable, or slippery walking surfaces
Handling glass objects

Fire/explosion

Heat stress/cold stress

Biological factors (poison ivy/oak, insects, snakes, etc.)

PP ntrol nsider

Hard hats

Puncture resistant gloves
Steel toe/hard sole workboots
Leather work gloves

Safety glasses/goggles/face-shields
Work/rest regime

Electrolyte drinks

Hearing protection

Fall protection
Life-lines/retrieval-lines

Shin guards

Explosion shields

Life-vests

Lineman insulated gloves

Fire extinguishers (specify type)



SITE-SPECIFIC PPE PROGRAM

PAGE TWO

PPE REQUIREMENTS BY TASK

(SAME AS TABLE IN HASP)

Task

Hazard Potential

PPE Control Measures




SITE-SPECIFIC PPE PROGRAM
PAGE THREE

2.0 PPE USE AND DONNING PROCEDURES

2.1 General Requirements

PPE is to be used as per the task in question. Donning procedures are to be in accordance with
the design of the equipment. Special procedures include:

Example: Tape ankle and wrist seams

Donning procedures are to be demonstrated during site-specific training.
2.2  Additional Requiremen
PPE shall be used in accordance with OSHA 29 CFR 1910 Subpart 1.

All loose clothing shall be properly secured to prevent it from becoming caught in moving
machinery.

All persons shall be deemed medically qualified to wear PPE prior to use. Medical Approval
Forms will be maintained by SSO at the site office.



SITE-SPECIFIC PPE PROGRAM
PAGE FOUR

3.0 WORK MISSION DURATION AND LIMITATIONS
DURING TEMPERATURE EXTREMES

Chemical degradation or permeation of Chemical Protective Clothing (CPC) and worker
heat/cold stress can significantly affect the length of time a person can work in CPC. Based on
the chemicals and concentrations anticipated to be encountered and the anticipated ambient air
temperatures, the following restrictions shall apply to this project.

Activity Restriction

4.0 MAINTENANCE AND STORAGE

PPE will be maintained and stored in accordance with the manufacturers’ recommendations.
PPE maintenance at this project will be performed by or

PPE at this project will be stored . The person
responsible for storing and issuing PPE is the SSO. Reusable PPE which is potentially

contaminated shall be stored at/in




SITE-SPECIFIC PPE PROGRAM
PAGE FIVE

5.0 PPE DECONTAMINATION AND DOFFING PROCEDURES

PPE decontamination shall be performed in accordance with the corresponding HASP for this
project. As per the HASP, the following decontamination requirements shall apply ("X" all that

apply):

Contaminant Removal from Outer Surfaces of Reusable PPE
—  Contaminant Removal from Outer Surfaces of Disposable PPE
_X Doffing (removal) of PPE
Disposal of Contaminated PPE
Disposal of Decontaminated PPE
Personal Hygiene Procedures
Onsite Laundering of Potentially Contaminated Work Clothes
Offsite Laundering of Potentially Contaminated Work Clothes
Other

The following details the sequence of decontamination requirements which have been selected
(X) for this project, including the two minimum requirements of doffing and personal hygiene:
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6.0 PPE TRAINING AND FITTING

All site personnel will be given site-specific PPE training as part of the site-specific health and
safety training required by OSHA 29 CFR 1910.120. Documentation of the training shall be
in accordance with the HASP. Personnel will receive training on each item of PPE they will
be required to use. Minimum requirements shall include the need for PPE, proper use, proper
donning/doffing (as previously discussed), and limitations. Any additional requirements are as
follows:

PPE training shall be conducted by prior to the worker using the item
of PPE.

All site personnel shall be properly fitted for each item of PPE required by the "Use" section
of this program.

PPE fitting (excluding respiratory protection) shall be obtained from prior records or shall be
conducted by the person responsible for PPE storage and distribution, namely
, who will maintain a record of sizes as described below:

PPE FIT RECORDS
Worker Item (Size)
Example: John Doe Nitrile Gloves (11), Boot Covers (12), Tyvek (XLG)
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7.0 PPE INSPECTION

PPE shall be inspected by the person issuing the PPE and by the worker in accordance with the
manufacturers’ recommendations.

Worker inspections shall be conducted before, during, and after each use.

The following inspection criteria shall apply for the PPE anticipated to be used.

Item Inspection Criteria

Example: Nitrile Gloves No holes or signs of chemical degradation

8.0 PPE IN-USE MONITORING

As discussed in Section 3.0, PPE in-use monitoring shall include observations of chemical
degradation or permeation of CPC and signs or symptoms of heat/cold stress.

Site workers are encouraged to report any perceived problem or difficulties with PPE to
, to include any signs or symptoms of heat stress such as rapid
pulse, nausea, or chest paints; discomfort; fatigue; interference with vision or communication;
restrictions of movement; unusual residues on PPE; or skin irritations.

Additional in-use monitoring shall be conducted by as described below:

Degradation/Permeation Monitoring:

Heat/Cold Stress Monitoring
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9.0 PROGRAM EVALUATION

This program shall be evaluated by at a frequency of
in accordance with the following guidelines:

These evaluations shall be documented in the field health and safety logbook.
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SITE-SPECIFIC RESPIRATORY PROTECTION PROGRAM

1.0 SELECTION OF RESPIRATORY PROTECTION

The implementation of this program will be under the direct supervision of
. In order to simplify this procedure for field implementation, the
following action levels have been determined for this project:

Activity/Location Action Level/ Required Protection
Monitoring Equipment (Be Specific)
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2.0 USE OF RESPIRATORY PROTECTION

Based on the

site-specific chemical hazards and the anticipated site activities, the following

respiratory protection is anticipated to be used at this project.

Activity Respiratory Protection Anticipated

Respiratory protection utilized to prevent exposures to toxic chemicals must only
be used when accepted engineering controls are not feasible. Administrative
controls (i.e., worker rotation) are not considered an accepted control measure
to reduce personnel exposures on hazardous waste sites.

Only respiratory protective equipment approved by MSHA/NIOSH, which has
been properly selected for the job, shall be used.

In areas where an employee, because of a failure of a respirator, could be
overcome by a toxic or oxygen-deficient atmosphere, at least one additional
person shall be present. Communications (voice, visual, or signal line) shall be
maintained between all individuals present. Planning shall be such that one
individual will be unaffected by any likely incident and he/she will have the
necessary rescue equipment to assist the others in case of emergency.

All personnel onsite must be properly fit-tested for gach type of equipment
available onsite. = The personnel qualified to perform this testing are
. The records of all fit-tests for site personnel are
maintained by and can be reviewed at
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All personnel onsite must be trained in the proper use of gach type of respiratory
protective equipment available. The following are qualified to conduct this
training: . Records of this training are maintained
by and may be reviewed at

Respirators shall not be wom when conditions exist which present a poor
face-to-facepiece seal. These conditions include, but are not limited to, the
growth of a beard or sideburns, a skull cap with projects under the facepiece, or
the use of regular corrective glasses because the temper bars prohibit a proper
seal. Also, the absence of one or both dentures can seriously affect the fit of any
respiratory protection.

Workers shall only use the respiratory protective equipment which has been
assigned to them. Assignment of respiratory equipment will be conducted by
in the following manner.

Contact lenses shall not be worn while using respiratory protection unless prior
approval is obtained from the HSO.

All individuals required to use respiratory protection must successfully pass a
physical examination and receive written approval from the examining physician
to use both positive and negative pressure respiratory protection. The written
approvals for all site personnel are maintained by
and may be reviewed at

The actual use of all respiratory protective equipment shall conform to the
manufacturer’s-operating instructions and training provided to the employee. A
copy of all operating instruments for each type of equipment is maintained by
and may be reviewed at

Use of SCBA and APR will be documented by
Records will be kept current on a daily basis and can be reviewed at
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° Nose cups shall be used with all respiratory protective equipment when the
ambient temperature drops below 35°F.

° Respirator Cleaning - All respirators must be cleaned and disinfected at a
frequency necessary to insure that the proper protection is provided to the wearer.
Those used by more than one worker must be cleaned and disinfected after each
use.

In order to accomplish this task, a respiratory cleaning station has been set up at
. This station includes the following items to assist

in the cleaning process:

The following instructions will be posted at the respirator cleaning station to ensure adequate
cleaning and disinfection:
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Based on project logistics, respiratory protection will be cleaned and disinfected by
The following schedule for cleaning and disinfection will be

followed:

Equipment Cleaning Schedule Disinfection Schedule
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3.0 RESPIRATOR INSPECTION

All respiratory protection equipment used on a routine basis must be inspected during cleaning.
Worn or deteriorated parts must be immediately replaced or the unit tagged and taken out of
service. Respirators for emergency use must be inspected at least every 30 days and after each
use. Additionally, all respiratory protective equipment must be inspected by the HSSO weekly,

regardless of use, and the condition documented on a suitable form signed by the HSSO.

The inspection procedure for each type of equipment will follow the manufacturer’s
recommended procedure. The specific procedures to be used are available onsite and can be
reviewed by contacting

The following schedule will be followed by the HSSO in implementing the inspection

requirements:

Equipment

Inspection Date

Person Responsible
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4.0 RESPIRATOR STORAGE

All respiratory protection utilized by employees must be stored in a convenient, clean, and
sanitary location and according to specific manufacturer recommendations. Special attention
must be paid to protecting respiratory protection from dusty conditions, temperatures extremes,
and potential contamination during storage.

The following storage procedures will be utilized for equipment used on a routine basis (i.e.,
storage during non-use periods of a workshift or storage between workshifts):

~=

All equipment not routinely used will be stored according to the procedures outlined below:

- Any equipment not assigned to specific site personnel will be stored under the supervision of
. This equipment will be stored at
following the procedures outlined below:




SITE-SPECIFIC RESPIRATORY PROTECTION PROGRAM

PAGE EIGHT

5.0 SURVEILLANCE OF WORK AREA

Appropriate monitoring of the work area conditions shall be performed frequently to establish
the degree of employee exposure or stress. In order to simplify this surveillance, the following
procedures have been determined for this project:

Monitoring Equipment Used

Frequency of Surveillance

Personnel/Area Monitored

Records of the above surveillance will be recorded on the following forms: (Attach blank field
documentation format to be used). Completed forms

and can be reviewed at

will be maintained by
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6.0 QUALITY ASSURANCE OF BREATHING AIR

Compressed air utilized for respiratory protection shall be of high purity. Breathing air shall
meet at least the requirements of the specification for Grade D breathing air as established by
the Compressed Gas Association. The following specifications must be certified by the

vendor/supplier:

Oxygen Content - 19.5 percent to 23.5 percent

Contaminant Maximum Allowed
Carbon Monoxide (CO) 10 ppm
Carbon Dioxide (CO,) 1,000 ppm
Condensed Hydrocarbons 5 mg/m’
Objectional Odors None

Documentation assuring that breathing air meets the above specifications will be obtained by
by requesting such documentation from the vendor or supplier.

Site personnel can review this documentation in the

7.0 PROGRAM EVALUATION

There will be regular inspections and evaluations to determine the continued effectiveness of this
program. Documentation will be maintained by and can be
reviewed at
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The program will be evaluated in the following manner:
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HAZARD COMMUNICATION PROGRAM

Site Name:

Location:

1. Person responsible for the Hazard Communication Program:

2. Inventory of hazardous substances is attached and also located:

3. Material Safety Data Sheets (MSDSs) for all hazardous substances are located at:

4. Employees may review MSDSs and the standard by following this procedure:

MSDSs not on hand, that are requested by employees, will be requested of suppliers

within 7 days by letter.

5. The MSDS file is updated with new information and new hazards identified by:

Any new hazards will be reported immediately to:

affected employees notified within 30 days.

6. Containers of hazardous materials entering the site will be checked by:

to assure that they are properly

labeled with the chemical name of the contents, the appropriate hazard warning, and the

name and address of the supplier or manufacturer.
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7. Onsite containers of hazardous materials will be labeled with the chemical name and
hazard warning. Exceptions must be approved by:

The following exceptions have been approved:

8. Non-routine tasks involving hazardous materials are:

Procedures for complying with the Hazard Communication Standard for these jobs are
the following:

9. Employee training is provided initially to all employees and for all new employees. This
training covers the following areas:

a. The basic requirements of the Hazard Communication Standard and their right to
information on chemical hazards.

b. Our company’s program to comply with the standards and procedures to follow
to see the standard, company program, and MSDSs.

c. How to interpret and use the labels on containers of hazardous materials.

d. The potential physical hazards and health effects of the hazardous substances and
how to use MSDSs for more information.
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e. How to handle the hazardous substances safely and other protective measures in
place.
f. What to do in an emergency, release, or over-exposure to the chemicals.
g. How the presence of hazardous chemicals can be detected in the work area.
10.  This training is documented in the following manner:

11.

12.

13.

Records are maintained at the following location:

Training concerning new hazards (new chemicals or new information on MSDSs) will
be provided within 30 days and documented.

Periodic refresher training will be provided and documented as follows:

Outside employees (subcontractors and visitors) will be advised of chemical hazards at
our site in the following manner:

Contractors will be required to provide information on any chemicals used at this site as
a condition of their contract.
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Our company relies on the information contained in MSDSs as permitted by the OSHA Hazard
Communication Standard and does not perform independent hazard determinations.

Reviewed and approved:

SSO Date

Project Manager Date
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7.0 RECORDKEEPING
Records required by 29 CFR 1910.95 shall be completed by and

maintained at the and placed on permanent file at the
, for the minimum duration required by the standard.

Employees can access their individual records by contacting
(Name/Title).

All records required by this section will be transferred to any employees successive employer
if the contractor ceases to do business.
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HEARING CONSERVATIVE PROGRAM

1.0 MONITORING

As per 29 CFR 1910.95, noise monitoring will be conducted by:

(Name/Title)
Such monitoring will consist of (check those that apply):
Sound level meter surveying
Noise dosimetry
Specific instrumentation to be used is/are (Make/Model):

and it/they will be calibrated at a frequency of and documented in the

Monitoring strategy is as follows: (List all equipment and activities onsite which may involve
sound pressure levels above 80 dBA and an explanation of the strategy to document actual
exposures.)
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All monitoring will be documented utilizing the format illustrated following Section 7.0 (attach
form developed for the specific site). These forms will be maintained in accordance with
Section 7.0 of this program.

Monitoring frequency will be and when the following changes in site
conditions/activities occur:

2.0 EMPLOYEE NOTIFICATION

All site employees exposed above the OSHA action level (85 dBA - 8 hour TWA) will be
notified of the monitoring results by (Name/Title) at
an interval not to exceed after completion of monitoring.

Notification shall be (check all that apply):
Verbal
Written

Documentation of employee notifications and corresponding signatures of notified employees will
be kept in the health and safety logbook.

3.0 OBSERVATION OF MONITORING

All employees affected by the monitoring or a designated employee representative shall be given
the opportunity to observe noise monitoring procedures. This will be achieved by:
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4.0 AUDIOMETRIC TESTING PROGRAM AND REQUIREMENTS

Personnel who perform field activities are required to participate in the medical monitoring
program which includes audiometric testing meeting the requirements of OSHA
29 CFR 1910.95. Additionally, any subcontractors performing work on projects where noise
levels exceeding 85 dBA will be required to provide documentation that they participate in an
audiometric testing program which meets the requirements of 29 CFR 1910.95. Documentation
of participation in the testing program will be maintained by and
will be located at

5.0 HEARING PROTECTORS AND ESTIMATING ATTENUATION

A selection of suitable hearing protectors will be made available to all employees who are
expected to have 8-hour TWA noise exposures above 85 dBA. The types anticipated to be
available include:

Attenuation

Attenuation

Attenuation

Hearing protector attenuation will be evaluated by for specific
noise environments according to the following method prior to determining their suitability for
use:

The following site personnel will be required to wear hearing protectors during specific activities
as determined in accordance with 29 CFR 1910.95 and the results of site-specific monitoring
conducted according to Section 1.0 of this program. (This section can be completed after
monitoring, if necessary.)
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Name Activity Type of Protection Required
Hearing protectors will be properly fitted by upon initial

distribution to site workers. Size and type of protector for each employee fitted will be recorded
in the PPE form found in SOP .

Training in the wuse and care of hearing protectors shall be conducted by
during the initial site-specific health and safety training (as part
of the PPE section) required by the Corporate Health and Safety Manual. Training contents
shall be as per the requirements set forth in 29 CFR 1910.120.

Hearing protectors will be distributed by from the storage location
at the

6.0 ACCESS TO INFORMATION AND TRAINING MATERIALS

All information required by 29 CFR 1910.95 to be made available to the employees will be
posted by (Name/Title) at the

OSHA standard 29 CFR 1910.95 will also be kept onsite.
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7.0 RECORDKEEPING
Records required by 29 CFR 1910.95 shall be completed by and

maintained at the and placed on permanent file at the
, for the minimum duration required by the standard.

Employees can access their individual records by contacting
(Name/Title).

All records required by this section will be transferred to any employees successive employer
if the contractor ceases to do business.
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REFERENCE FILE

Subpart P—Excavnations

Autherity: Sec. 107, Contract Worker
Hours and Safety Standards Act (Coe-
Sen 4 63 Docupatiosal Safety e

. 4,6, 8, tiona| oty
Heaith Act of 1970 (29 US.C. 653, 653,
657); of Labor's Order No. 12
-71 (36 FR 8754), 8-76 (41 FR 250%9),
or 9-83 (48 FR 35736), as applicable,
and 29 CFR part 1911,

(Subpart P suthority citation added by 54
FR 45939, October 31, 1989)

§1926.650 Scope, spplication, snd defini-

tiens applicable to this subpart.

(2) Scope and This sud-
part applies to all opss excavations made
in the earth’s surface. Excavations are de-
fined to include trenches.

(b) Definitions applicable 10 this sub-
part.

Accepied engineering practices means
those requirements which are compatible
with standards of practice required by a
registered professiona} c?

Aluminum Hydreulic haml‘ means &
pre-enginesred shoring system comprised
of aluminum hydraulic cylinders (crossd-
races) used in comjunction with vertical
rails (uprights) or horizontal rails (wal-

$-27-02

ers). Such system is designed. specifically
to support the sidewalls of an excavation
and prevent cave-ins.

Bell-bottom pier hole means a type of
shaft or footing excavation, the bottom of
which is made larger than the cross sec-
tion above to form a belled shape.

Benching (Benching system) means a
method of protecting employees from ca-
ve-ins by excavating the sides of an exca-
vation 10 form one or a series of horizontal
levels or steps, usually with vertical or
near-vertical surfaces between levels.

Cave-in means the separation of a mass
of s0il or rock material from the side of an
excavation. or the ioss of soil from under a
trench shield or support system, and its
sudden movement into the excavation, ei-
ther by falling or sliding, in sufficient
quaatity so that it could eatrap. bury, or
otherwise injure and immobilize s persoa.

Competent person means one who is ca-
pable of identifying existing and predict-
able hazards in the ings, or work-
ing conditions which are unsanitary, haz-
ardous, or dangerous to empioyees. and
who has authorization to take prompt cor-
rective messures to eliminate them.

Cross braces mean the horizontal mem-
bers of a shoring system installed perpen-
dicular to the sides of the excavation, the
ends of which bear against either uprights
or wales.

Excevetion means any man-made cut,
cavity, trench, or depression in an earth
surface, formed by earth removal.

Faces or sides means the vertical or in-
clined earth surfaces formed as a result of
excavation work.

Failure means the breakage. displace-
ment. or permanent deformation of a
structural member or connection 30 as to
reduce its structural integrity and its sup-
portive capabilities.

Hezerdous aimosphere means an at-
mosphere which by reason of beiag explo-
sive, flammabie, poisonous, corrosive, oxi-
dizing, irritating. oxygen deficient, toxic,
or otherwise harmful, may cause death,
illness, or injury.

Kickout means the accidental release
or failure of a cross brace.

Protective system means 3 method of
protecting empioyees from cave-ins, from
material that could fall or roll from an
excavation face or into an excavation, or
from the coilapse of adjacent structures.
Protective systems inciude support sys-
tems, sloping and beaching systems,
shield systems, and other systems that
provide the necessary protection.

Ramp means an inclined walking or
working surface that is used 10 gain access
to one point from another, and is con-
structed from earth or {rom structural
materials such as steel or wood.

Registered Professional Engineer
means & person who is registered as a pro-
fessional enginecr in the state where the
work is to be performed. However, a pro-
fessional engineer, regustered in any state
is deemed to be 3 “registered professional

Occupasonal Safety & Heeltn Reporer

eagineer” within the meaning of this stan-
dard when approving dengns for “manu-
factured protective systems” or “tabula-
ted data” to be used in interstate com-
merce.

Sheeting means the members of a shor-
ing system that retain the earth in posi-
uonmdmtmmsuppondbyotbcr
members of the

Shield (Shield syuem) mum a8 struc-
ture that is abie to withstand the forces
imposed on it by a cave-in and thereby
gtm empioyees within the structure.

hields can be permanent structures or
can be designed to be portable and moved
slong as work progresses. Additionaily,
shields can be cither premanufactured or
job-built in accordance with §1926.652
(¢X(3) or (c)(4). Shields used in trenches
are usually referred to as “trench boxes™
or “trench shields.”

Shoring (Shoring system) means a
structure such as s metal hydraulic, me-
chanical or timber shoring system that
supports the sides of an excavation and
which is designed to prevent cave-ins.

Sides. See “Faces.”

Slopi:, (Sloping system) means a
method of protecting from ca-
ve-ins by excavating to form sides of an
excavation that are inclined away from
the excavation 50 as to prevent cave-ins.
The angle of incline required to preveat &

tors as the s0il type, environmental condi-
tioms of exposure, and application of sur-

;

Stable rock means natura! solid miner-
al material that can be excavated with
ical sides and will remain intact while

. Unstable rock is considered to be
lnn the rock material on the side
of the excavstion is secured
avm.-m or movement by rock
or by another protective system that
hun dlnpod by a registered profes-
Structural ranp means a ramp built of
steel or wood, usually used for vehicle ac-

%Eﬁié

Support system means a structure such
as underpinning, bracing, or shoring.
which provides support to an adjacent
structure, underground installation, or the
sides of an excavation.

Tabulated data means tables and
charts approved by a registered profes-
sional engineer and used to design and
construct a protective system.

Trench (Trench excavation) means a
narrow excsavation (in relation to its
length) made below the surface of the
ground. In general, the depth is greater
than the width, but the width of a trench
(measured at the bottom) is not greater
than 15 feet (4.6m). If forms or other
structures are installed or constructed in
an excavation 30 as to reduce the dimen-
sion measured from the forms or structure
to the side of the excavation to !5 feet
(4.6m) or iess (measured at the bottom of

[Sec. 1826.650(b))
178



CONSTRUCTION STANDARDS

$-270
31:3225

the excavation), the excavation is also
considered to be a trench.

Trench box. See “Shlclgl."

Trench shield. See "Shnl_d."

Uprights means the vertical members
of a trench shoring system placed in con-
tact with the earth and usually positioned
s0 that individual members do not contact
cach other. Uprights placed so that indi-
vidual members are closely spaced, in
contact with or interconnected to each
other, are often cailed “sheeting.”

Wales means horizontal members of a
shoring system placed parallel to the ex-
cavation face whose sides bear against the
venihcal members of the shoring system or
cearth.

§1926.651 General requiremests.

(a) Surface encumbrances. All surface
encumbrances that are located so as to
create a hazard to employees shall be re-
moved or supported, as necessary, o safe-
guard e:::k:yea.

(%) Underground installations. (1) The
estimated location of utility installations,
such as sewer, telephone, fuel, electric,
water lines, or any other underground in-
stallations that reasonably may be expect-
ed to be encountered during excavation
work, shail be determined prior to open-
ing an excavation.

(2) Utility companies or owners shall
be contacted within estadblished or cus-
tomary local response times, advised of
the proposed work, and asked to establish
the location of the utility underground in-
staliations prior to the start of actual ex-
cavation. When ytility companies or own-
ers cannot respond to a request to locate
underground utility installations within
24 hours (unless a longer period is re-
quired by state or local law), or cannot
establish the exact location of these instal-
lations, the employer may proceed, pro-
vided the employer doss 30 with caution,
and provided detection equipment or oth-
er acceptable means to locats utility in-
stallations are used. :

(3) When excavation operations ap-
proach the estimated location of under-
ground installations the exact location of
the installations shall be determined by
safe and acceptable means.

{4) While the excavetion is open, un-
derground installations shall be protacted,
suppor!:: or removed as oecessary to
safeguard employess.

(c) Access and egress—(1) Structural
ramps. (i) Structural ramps that are wsed
solely by employess as a means of sccess
or egress from excavations shall be de-
signed by a competent persoa. Structural
ramps used for access or egress of equip-
ment shall be designed by a competent
person qualified in structural design, and
shail be constructed in accordance with
the design.

(ii) Ramps and runways coastructed of
two or more structural members shall
have the structural members connected
together to prevent displacement.

$-27-R

(iii) Structural members used for
ramps and runways shail be of uniform
thickness.

(iv) Cleats or other appropriate means
used to connect runway structural mem-
bers shall be attached to the bottom of the
runway or shall be attached in 2 manner
to prevent tripping.

(v) Structural ramps used in lieu of
steps shall be provided with cleats or oth-
er surface treatments on the top surface
to prevent slipping.

(2) Means of egress from trench exca-
vations. A sisirway, ladder, ramp or other
safe means of egress shall be located in
trench excavations that are 4 feet (1.22
m) or more in depth so as to require no
more than 25 feet (7.62 m) of lateral trav-
el for employees.

(d) Exposure to vehicular traffic. Em-
ployees exposed to public vehicular traffic
shall be provided with, and shall wear,
warning vests or other suitable garments
marked with or made of reflectorized or
high-visibility material.

{e¢) Exposure to failing loads. No em-
ployee shall be permitted underneath
loads handled by lifting or digging equip-
ment. Employees shall be required to
stand away from any vehicle being loaded
or unioaded to avoid being struck by any
spillage or falling materials. Operators
may remain in the cabs of vehicles being
loaded or unloaded when the vehicles are
equipped, in accordance with
§1926.601(b)(6), to provide adequate
protection for the operator during loading
and unicading operations.

(D) Warning system for mobile equip~
ment. When mobile equipment is oper-
ated adjacent to an excavation, or when
such equipment is required to approach
the edge of an excavation, and the opers-
tor does not have a clear and direct view
of the edge of the excavation, a warning
system shall be utilized such as barri-
cades, hand or mechanical signals, or stop
logs. If possible, the grade should be away
from the excavation.

(g) Hazardous atmospheres—(1) Test-
ing and comirols. In addition to the re-
quirements set forth in su Dand E
of this part (29 CFR 1926.50 -1926.107)
10 prevent exposure to harmful levels of
stmospheric contaminants and to assure
acceptable atmospheric conditions, the
following requirements shail apply:

(i) Where oxygen deficiency (atmo-
spheres containing less than 19.5 percent
oxygen) or a hazardous atmosphere exists
or couid reasonably be expected to exist,
such a3 in excavations in landfill areas or
excavations in areas where hazardous sub-
stances are stored nearby, the atmo-
spheres in the excavation shail be tested
before employees enter excavations
greater than 4 feet (1.22 m) in depth.

(ii) Adequate precautions shall be tak-
en to prevent employee exposure to atmo~
spheres containing less than 19.5 percent
oxygen and other hazardous atmospheres.
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These precautions include providing prop-
€ respiratory protection or ventilation in
accordance with subparis D and E of this
part respectively.

(iii) Adequate precaution shall be tak-
en such as providing ventilation, to pre-
vent empioyee exposure to an atmosphere
containing a concentration of a lammabie
gas in excess of 20 percent of the lower
flammable limit of the gas.

(iv) When controls are used that are
intended to reduce the level of atmospher-
IC contaminants to acceptable levels, test-
ing shall be conducted as often as neces-
sary to ensure that the atmosphere re-
mains safe.

(2) Emergency rescue equipment. (i)
Emergency rescue equipment. such as
breathing apparatus. a safety harness and
line, or 8 basket stretcher. shall be readily
available where hazardous atmospheric
conditions exist or may reasonably be ex-
pected to develop during work in an exca-
vation. This equipment shail be attended
when in use.

(ii) Employees entering bell-bottom
pier holes, or other similar deep and con-
fined footing excavations, shall wear a
harness with a life-line securely attached
to it. The lifeline shall be separate from
any line used to handle materials. and
shall be individually attended at all times
while the employee wearing the lifeline is
in the excavation.

(k) Prosection from hazards associated
with water accumulation. (1) Employees
shall not work in excavations in which
there is accumulated water, or in excava-
tions in which water is accumulating. un-
less adequate precautions have been taken
t0 protect empioyees against the hazards
posed by water accumulation. The pre-
cautions necessary to protect empioyees
adequately vary with each situation, but
could include special support or shieid sys-
tems 0 from cave-ins, water re-
moval to control the level of accumulaung
water, or use of a safety harness and life-
line.

(2) If water is controlled or prevented
from accumulating by the use of water
removal equipment, the water removai
equipment and operations shall be moni-
tored by a competent person to ensure
proper operation.

(3) If excavation work interrupts the
natural drainage of surface water (such as
streams), diversion ditches. dikes. or other
suitable means shall be used to prevent
surface water from entering the excava-
tion and to provide adequate drainage of
the area adjacent to the excavation. Exca-
vations subject to to runoff from heavy
rains will require an inspection by a com-
petent person and compliance with
paragraphs (h)(1) and (h)(2) of this sec:
tion.

(i) Stability of adjacent structures
Where the stability of adjoining bui.a-
ings, walls, or other structures s enca--
gered by excavation operations suope”

(Sec. 1926.651(i) 1))
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systems such as shoring, bracing, or un-
derpinning sha!l be provided to ensure the
stability of such structures for the protec-
tion of employees.

(2) Excavation below the level of the
base or footing of any foundation or re-
taimng wall that could be reasonably ex-
pected 10 pose 3 hazard to employees shall
not be permitted except when:

(1) A support system, such as underpin-
ning. is provided to ensure the safety of
employees and the stability of the struc-
ture: or

(11) The excavation is in stable rock; or

(iii) A registered professional engineer
has approved the determination that the
siructure is sufficiently removed from the
excavation so as 10 be unaffected by the
excavation activity; or

(iv) A registered professional engineer
has approved the determination that such
excavation work will not pose a hazard to
employees.

(3) Sidewalks, pavements, and appurte-
nant structure shall not be undermined
unless a support system or another meth-
od of protection is provided to protect em-
ployees from the possible collapse of such
structures.

() Protection of employees from loose
rock or soil. (1) Adequate protection
shall be provided to protect employees
from loose rock or soil that could pose s
hazard by falling or rolling from an exca-
vation face. Such protection shall consist
of scaling to remove loose material; instal-
lation of protective barricades at intervais
as necessary on the face to stop and con-
tain falling material: or other means that
provide equivalent protection.

(2) Employees shall be protected from
excavated or other materials or equip-
ment that could pose a hazard by falling
or rolling into excavations. Protection
shail be provided by placing and keeping
such materials or equipment at least
feet (.61 m) from the edge of excavations,
or by the use of retaining devices that are
sufficient to prevent materials or equip-
ment from falling or rolling into excavs-
tions, or by & combination of both if nec-
essary

(k) lnspcctfom (1) Dauily inspections of
excavations, the adjacent areas, and pro-
tective systems shall be made by & compe-
tent person for evidencs of a situation that
could result in possible cave-ins, mdien-
tions of failure of protective systems,
ardous armospheres, of othr hnrdcu
conditions. An inspection shall be con-
ducted by the competent person prior 10
the start of work and as needed through-
out the shift. inspections shali also be
made after every rainstorm or other haz-
ard increasing occurrence. These inspec-
tions are only required when employee ex-
posure can be reasonably anticipated.

(2) Where the competent person finds
evidence of a situation that could result in
a possible cave-in, indications of failure of
protective systems. hazardous atmo-
spheres, or other hazardous conditions,
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exposed employees shall be removed from
the hazardous ares until the necessary
precautions have been taken to ensure
their safety.

(1) Fall protection. (1) Where employ-
ees or equipment are required or permit-
ted to cross over excavations, walkways or
bridges with standard guardrails shall be
provided.

(2) Adequate barrier physical protec-
tion shall be provided at all remotely lo-
cated excavations. All wells, pits. shafts,
etc.. shall be barricaded or covered. Upon
completion of exploration and similar op~
erations. temporary wells, pits, shafts,
etc.. shall be backfilled.

§1926.652 Requiremests for protective
systems.

(a) Protection of employees in excava-
tions. (1) Each employee in an excavation
shalil be protected from cave-ins by an ad-
equate protective system designed in ac-
cordance with paragraph (b) or (c) of this
section except when:

(i) Excavations are made entirely in
stable rock: or

(ii) Excavations are less than 5 feet
(1.52 m) in depth and examination of the
ground by a competent person provides no
indication of a potentiai cave-in.

(2) Protective systems shall have the
capacity 10 resist without failure all loads
that are intended or could reasonably be
expected to be applied ‘or transmitted to
the system.

(b) Design of sloping and benching sys-
tems. The slopes and configurations of
sioping and benching systems shail be se-
lected and constructed by the employer or
his designee and shall be in accordance
with the requirements of paragraph
(b)(1); or, in the alterngtive. paragraph
(b)(2); or, in the alternative, paragraph
(b)X(3), or, in the alternative, paragraph
(b)(4), as follows:

(1) Option (1)—Allowable configura-
tions and slopes. (i) Excavations shall be
sloped at an angle not sieeper than one
and one-half horizontal to one vertical (34

measured from the horizontal),
the employer uses one of the other
options listed beiow.

(ii) Slopes specified in paragraph
(b)(1)(i) of this section, shall be excavat-
ed to form configurations that are in ac-
cordance with the slopes shown for Type
C %0il in Appendix B to this subpart.

(2) Option (2)—Determination of
slopes and configurations using Appendi-
ces A and B. Maximum ailowabie slopes,
and allowable configurations for sioping
and benching systems, shall be deter-
mmed in accordance with the conditions

re?lremenu set forth in appendices
A and B 10 this subpert.

(3) Option (3)—Designs using other
tabulated data. (i) Designs of sloping or
benching systems shall be selected from
and be in accordance with tabulated dawa,
such as tables and charts.
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(ii) The wtabulated data shall be in writ-
ten form and shall include all of the foi-
lowing:

(A) Identification of the parameters
that affect the selection of a sioping or
benching system drawn from such data:

(B) Identification of the limits of use of
the data, to include the magnitude and
and configuration of slopes determined to
be safe;

(C) Explanatory information as may be
necessary to aid the user in making a cor-
rect selection of a protective system from
the data.

(iii) At least one copy of the tabulated
data which identifies the registered pro-
fessional engineer who approved the data.
shall be maintained at the jobsite during
construction of the protective system. Af-
ter that time the data may be stored off
the jobsite, but a copy of the data shall be
made availabie to the Secretary upon re-
quest.

(4) Option (4)—Design by a regisiered
professional engineer. (i) Sloping and
benching systems not utilizing Option (1)
or Option (2) or Option (3) under para-
graph (b) of this section shall be approved
by a registered professional engineer.

(ii) Designs shall be in written form
and shall include at least the following;

(A) The magnitude of the slopes that
were determined 1o be safe for the partic-
ular project;

(B) The configurations that were deter-
mined 10 be safe for the particular pro-
ject: and

(C) The identity of the registered pro-
fessional engineer approving the design.

(iif) At least one copy of the design
shall be maintained at the jobsite while
the slope is being constructed. After that
time the design need not be at the jobsite,
but a copy shall be made available 10 the
Secretary upon request.

(c) Design of support sysiems, shield
systems, and other protective systems.
Designs of support systems. shield sys-
tems, and other protective systems shalil
be selected and constructed by the em-
ployer or his designee and shail be in ac-
cordance with the requirements of para-
graph (c)(1): or, in the alternative, para-
graph (c)(2): or. in the alternative.
paragraph (¢)(3): or. in the alternative.
paragraph (c)(4) as follows:

(1) Option (1)—Designs using appen-
dices A. C. and D. Designs for umber
shorting in trenches shall be determined
in accordance with the conditions and re-
quirements set forth in appendices A and
C to this subpart. Designs for aluminum
hydraulic shoring shall be in accordance
with paragraph (c)(2) of this section. but
il manufacturer's tabulated data cannot
be utilized, designs shall be in accordance
with appendix D.

(2) Option (2)~~Designs Using Manu-
Jacturer's Tabulated Data. (i) Design of
support systems, shield systems. or other
protective systems that are drawn from
manufacturer’s tabulated data shail be in

(Sec. 1928.852(cK2)i)]
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accordance with all specifications, recom-
mendations, and limitations issued or
made by the manufacturer.

(it) Deviation from the specifications,
recommendations, and limitations issued
or made by the manufactarer shall only
be allowed after the manufacturer issues
specific written approval.

(ii) Manufacturer's specifications, rec-
ommendations. and limitations, and man-
ufacturer’s approval to deviate from the
specifications, recommendations. and lim-
itations shall be in written form at the
jobeite during construction of the protec-
tive system. After that time this data may
be stored off the jobsite, but a copy shall
be made available to the Secretary upon
request.

(3) Option (3)—Designs using other
tabulated data. (i) Designs of support sy
tems. shield systems, or other protective
systems shail be selscted from and be in
accordance with tabulated dats, such as
tables and charts.’

(ii) The tabulated dsta shall be in writ-
ten form and include all of the following:

(A) ldentification of the psrameters
that affect the selection of a protective
system drawn from such data;

(B) Identification of the limits of wee of
the data;

rect selection of‘:mdvesmm
the dats. :

(i) At least one copy of the tabulated
data, which identifiés. the registered pro-
fessional engineer who approved the dats,
shail bs maintained at the jobsite.
construction of the protsctive system.
ter that time the data mylnmud.
the jobsita, but s copy of the data shall
made nthewtheSccmsrymm
quest. .

(4) Option (4)—Design by a ngtmnd‘
professionsl "engineer. (i) Slppm
tems, shield systems, and other
systems not utilizing Optioa T, ' Z
or Option 3, above, shall be W by 'y
professional engineer.

(u)MMhumh

and shall include the following: G

(A) A plan indics &»Mm
and configurations of % M'bg

undintllmld'_:} aod
(B) The identity of the regintered pi¢ " ;
rmuqmmmw

(iii). At least oms copy of the
shall be. maintained ot the jobsite
construction of the protective-
ter that time, the design may be
the jobsits: but a copy of the
be made availadle to ths Secretary upen
request.

i%s

T
;
;

(d) Materials and equipmrent. (1) -

Materials and equipment for protec-
tive systems shall be free from damage or
delects. that might impair their propnr
function.

s-77-02

(2) Manufactured materisls and equip-
ment used for protective systems shall be
used and maintained in a manner that is
consistent with the recommendations of
the manufacturer. and in 2 manner that
will prevent employee exposure to
hazards.

(3) When material or equipment that is
used for protective systems is damaged, 2
competent person shall examine the mate-
rial or equipment and evaluate its suit-
ability for continued use. f the competent
person cannot assure the material or
equipment is able to support the intended
loads or is otherwise suitable for safe use,
then such materisl or equipment shail be
removed from service, and shall be evalu-
ated and approved by a registered profes-
sional engineer before being returned to
service.

(e) Installation and removal of sup-
port—(1) Generai. (i) Members of sup-

port systems shall be securely eonaecud
to.uhu to prevent sliding, falling,
outs, or other predictable fanlure

(ii) Support systems shall be installed
and removed in a manner that protects
employess from cave-ins, structural col
la or from being struck by members

the suppost system.

(iii) Individual members of support sys-
tems shall not be sudjected to loads ex-
ceeding those which those members were
designed to withstand.

(iv) Befors \emporary removal of indi-
videal members begins, additional pre-
cautions shail be taken to ensure the safe-
ty of such as installing other
structural members o carry the loads im-
posed on-the support system.

{v) Removal shall begin at, and prog-
ress from, the bottom of the excavation.
Members shall be reieased slowly 0 as .td
note any indication of possible failure of
the remaining members of the structure

, orpmnblcave—mofmeuduohhm.
vation.

(vi) Beckfilling shall progress together
with the removal of suppoct sysmnl from
excavations.

(2) Additional requirements for sup-
port systems for trench excavations. (i)
Excavation of material 1o a level no
greater than 2 feet (.61 m) below the bot-
tom of the members of a support system
shall be permitted, but only if the system

the full depth of the trench, and thers

-

pi

possible
th.bmmolt.hemppornm
closel

be y coordinated with the exca-
of trenches.

() Sloping and benching sysiems. Em-
ployees shall not be permitted to work on
the faces of sloped or benched excavations
at levels above other empioyees except
when employees at the iower levels are
adequately protected from the hazard of

3
i
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d-lpd' to resist the forces calculated.

0o indications while the trench is open -
loss of soil from behind or .

ii) Instaliation of a support system -

falling, rolfing. or sliding material or

uipment.

(g) Shield sysiems—(1) Gemeral. (i)
Shield systems shall not be subjected 10
loads exceeding those which the system
was designed to withstand.

(ii) Shields shall be installed in 2 man-
ner to restrict lateral or other hazardous
movement of the shield in the event of the
application of sudden lateral loads.

(iii) Employees shail be protected from
the hazard of cave-ins when entering or
exiting the areas protected by shields.

(iv) Employees shall not be allowed in
shields when shields are being installed,
removed. or moved verucally.

(2) Additional requirement for shield
systems used in trench excavations. Exca-
vations of earth material t0 a level not
greater than 2 feet (.61 m) below the bot-
tom of a shield shall be permitted, but
only if the shield is designed to resist the
forces calculated for the full depth of the
trench, and there are no indications while
the treach is open of a possible loss of soil
from behind or below the bottom of the
shieid.

Agpendix A to Subpart P

(a) Seape and application—(1) Scope.
This appendix desoribes & methed of class-
fying s0il and rock depasits besed on site and
eaviroamental coaditions, and om the struc-
ture and composition: of the carth deposits.
The appendix contains definitions, sets forth
requirements. and describes acceptabie visu-
:i;.-’ mapuas! tests for use in classifying

{2) Application. This appendix applies
when 8 sloping ¢ -benching system n de-

in accordance with the requirements
set-forth in §1926.652(b)2) as a method of
protaction for employces from cave-ins. This
sppeadix also applise when timber shonng
for.excavations s designed 23 2 method of
protection from cave-ins i sccordance with
appeadin C to subpart P of part 1926, and
when aluminum Ihydraulic shoring is de-
signed ia accordance with zppemdix D. Thix
Appendix also applies if ether protective sys-
tema are designed and sedectad for use from
dats pespared in accordamce with the re-
quirements set forth in §1926.652(c). and
the use of the data is predicated on the use
oftbuoulcumﬂe-imsymmm forth m
this sppeadix. -

(h) Definitions. Thldll!lll and exam-

piles given balow are based on, in whole or 1n
?lt the follewing Amerisan Society for
Mmmk (ASTM) Standards D653
45 and D2488; The Unifind Seils Classtfi-
catien System, The US. Department of Ag-
riculture (USDA) Teztural Classification
Scheme: and The National Bureau of Stan-
dards Report BSS-121}. .

Cemeniod 30il means a soil in which the
particies are. held together by a chemical
agent, such as calcium carbonate. such that
s hand<ized sampie cannot be crushed nto
powder or individual soil particies by finger
pressurs.

[Sec. 1928.652, Appendix A]
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Cohesive soil means clay (fine grained
soil). or soil with a high clay content, which
crumble, can bs excavated with vertical
sideslopes. and is plastic whea moist. Cobe-
sive soil is hard to break up when dry, and
exhibits significant cohesion when subd-
merged. Cohesive soils include clayey silt,
sandy clay, silty clay, clay and organic clay.

Dry so0il means soil that doss not exhibit
visible signs of moisture content.

Fissured means s soil material that has a
tendency t0 break along definite planes of
fracture with little resistance, or 8 materis}
that exhibits open cracio, such as tension
cracks, in an exposed surfacs.

Granular soil means gravel. sand, or silt,
(comrse grmined soil) with little or no clay
content. Geasular so0il has no cobesive
strength. Some moist granular soils exhidit
apparent cohesion. Granuias soil cannot be
moided when moist and crumbies easily
when dry.

Layered system means two. or more dis-
tinctly different s0il or rock types arranged
in layers. Micaceous seams or weakened
planes in rock or shale ars considered
layered. ’

Moist soil means s condition in which a
soil looks and fesls damp. Moist cobwsive
soil can casily be shaped Tnto a befl and
rolled into small diametsr threads before
crumbling. Moist granular soil that containg
some cohesive matarial will exhibit signs of
cohesion betweas particies.

Plastic rosans & property of a s0il which
aliows the soil to bs. deformed or molded
without. cracking, or appreciable volume
change.

Saturated soil means & il in whick the
voids are. filled with water. Saturstion doss
not require flow. Seturation, o near saturs-
tion. is.necsssary for the proper use of in-
struments such as & pockst psnetrometer or
shesr vane. .

Soil clessification system means, fos the
purptse of this subpart, s method of
rizing soil and rock deposits in a bi
of Stuable Rock, Typs A, Type B, and Typs
C. in decreasing ordes of stability. The cate-
gories are detarmined bassd o a5 asaiysis .

1
g

5

3
3
2
'x:
Rfe
.!sj{s

soil is Typs A ik

(i) The soil is Assured: or

(ii) The soil is subject to vibration from
heavy traffic, pile driving, or similar effects;
or

(iii) The soil has bsea previously dis-
wurbed: or

(iv) The s0il is part of & sioped, layered
system where the layers dip into the excavs.

§-27-92

tion on & slope of four horizontal to one ver-
tical (4H: 1V) or greater; or

(v) The material is subject to other fac-
tors that would require it to be classified as a
less stable materiai.

Type 8 means:

(i) Cohesive soil with an unconfined com-
pressive strength greater than 0.5 tsf (48
kPs) but less than 1.5 wsf (144 kPa); or

(ii) Granuilar cohesionless soils including:
angular gravel (similar to crushed rock), silt
silt loam, sandy loam and. in some cases
silty clay loam and sandy clay icam.

(iii) Previously disturbed soils except
those which would otherwise be classed as
Type C woil.

(iv) Soil that meets the unconfined com-
pressive strength or cementation require-
ments for Typs A, but is fissured or subject
to vibration; or

(v) Dry rock that is not stable: or

(vi) Material that is part of a sloped,
layered system where the [ayers dip into the
excavation on s slope less steep than four
horizontal to one vertical (4H:1V), but only
if the material would otherwise be classified
as Type B.

Type C meams:

(i) Cobesive s0il with an uncanfined com-
presaive streagth of 0.5 taf (48 kPa) or less;

or

(ii) Granular soils including gravel, sand,
and loamy sand, or .

(iii) Submerged 30il or soil from which
watsr is freely seeping; or

(iv) Submerged rock that is not stable, or

(v) Material in a sloped, lsyered system
where the layers dip into the excavation or &
siops of fowr horizontal to one vertical

(4H:1V) or stesper.

Unconfined strength means
the load per unit area at which a soil will fail
in compression. [t can be determined by lab-
oratory testing, or estimated in the fieid us-
i peactrometer, by thumb pene-
tration tests, and other methods.

Wet s0il means soil that contains signifi-
cantly more moisture than moist soil, but in
such a rangs of values that cobesive material
will slump or begin to flow when vibrated.
Granular material that would exhibit cobe-

cohesive properties
(¢) Requiremensts—{\) Classification of
s0il and rock deposits. Each soil and rock
deposit shall be classified by a competsat
as Stable Rock, Type A. Type B, or
yps C in sccordance with the definitions
forth in ph (b) of this appendix.
(2) Basis of classification. The classifica-
of the deposits shall be made based on
resuits of at least one visual and at least
manual analysis. Such analyses shail be
conducted by a competent person using tests
described in paragraph (d) below. or in oth-

11]

and testing such as those adopted by the
America ?oaﬂ y for Testing Matsrials, or
the US. Depariment of Agriculture lextwural
classification system.

(3) Visual and manual analyses. The vi-
sual and manual analyses, such as those not-
od as being acceptable in paragraph (d) of
zwm shall be designed and con-
d 10 provide sufficient quantitative and
qualitative information as may be necessary
to identify properly the properties, factors,
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methods of soil ciassification

and conditions affecting the classification of
the deposits.

(4) Layered sysiems. In & layered sysiem,
the system shall be classified in accordance
with its weakest layer. However, each layer
may be classified individually where a more
stable layer lies under a less suable layer.

(5) Reclassification. If, sfter classifying a
d?un, the properties, factors, or conditions
affecting its classification change in any
way, the changes shall be evaluated by »
competent person. The deposit shall be re-
classified as necessary to reflect the changed
circumstances.

(d) Acceptable visual and manual
tesis—(1) Visual 1es1s. Visual analysis is
conducted to determine qualitative informa-
tion regarding the excavation site in generai,
the soil adjacent to the excavation. the soil
forming the sides of the open excavation,
and the soil taken a» samples from excavat-
ed material.

(i) Observe sampies of soil that are exca-
vated and 30il in the sides of the excavation.
Estimate the range of particle sizes and the
relative amounts of the particle sizes. Soil
that is primarily composed of fine-grained
material is cobesive matsrial. Soil composed
primarily of coarse-grained sand or grave! is
granular material.

(ii) Observe 30il a3 it is excavated. Soil
that remains in clumps whea excavated is
cohesive. Soil that Sreaks up easily and does
not stay in clumps is granular.

(iti) Observe the side of the opem excava-
tion and the surface gres sdjacent to the
excavation. Crack-like opeaings such as ten-
sion cracks could indicate fissured maternial.
If chunks of soil spall off a vertical side. the
soil could be fissured. Small spails are evi-
dence of moving ground and are indications
of potentially hazardous situations. .

(iv) Observe the ares adjacent to the ex-
cavation snd the exeavation itself for ew1-
dence of existing utility and other under-
gund structures, and to identify previously
disturbed soil.

(v) Obeerve the opened side of the excava-
tion to identify laysred sysiems. Examune
layered systems 10 identify if the layers siope
toward the excavstion. Estimate the degree
of siope of the layers.

(vi) Otissrve the area adjacent to the ex-
cavation and the sides of the opened excava-
tion for evidence of surface water, water
sesping from the sides of the excavation, or
the location of the level of the water table.

(vii) Observe the area adjacent to the ex-
cavation and the area within the excavation
for sources of vibration that may affect the
stabylity of the excavation face.

(2) Manual tests. Manual analysis of soil
samples is conducted to determine quantita-
tive as well as qualitative properties of soil
and to provide more information in order to
classify soll properly.

(i) Plasticicy. Mold a moist or wet sample
of soil into a bail and attempt to0 rall it into
threads as thin a2 '/-inch in diameter. Cobe-
sive material can be successfully rolied into
threads without crumbling. For example. \f
at least & twe inch (50 mm) leagth of '/~
inch thread can be held on one end without
tearing, the soil is cohesive.

(it) Dry strengah. If the soil is dry and
crumbies on its own or with moderate pres-
sure into individual grains or fine powder. .t

[Sec. 1926.852, Appendix A)]
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is granular (any combination of gravel,
sand, or silt). If the soil is dry and falls into
clumps which break up into smaller clumps,
but the smaller clumps caa only be broken
up with difficulty, it may be clay in any com-
bination with gravel, sand or silt. If the dry
soil breaks into clumps which do not break
up into small clumps and which can only be
broken with difficuity, and there is no visual
indication the soil is fissured, the so0il may be
considered unfissured.

(iii) Thumb penetration. The thumb pene-
tration test can be used to estimate the un-
confined compressive strength of cohesive
soils. (This test is based on the thumb pene-
tration test described in American Saciety
for Testing and Materials (ASTM) Stan-
dard designation D2488 —“Standard Rec-
ommended Practice for Description of Soils
(Visual—Manual Procedure).”) Type A
soils with an unconfined compressive
strength of 1.5 tsf can be readily indented by
the thumb; however, they can be penetrated
by the thumb only with very great effort.
Type C soils with an unconfined compressive
strength of 0.5 tsf can be easily penetrated
several inches by the thumb, and can bs
moided by light finger pressure. This test
shouid be conducted on an undisturbed soil
sample. such as s large clump of spoil, as
soon as practicable after excavation to keep
to & minimum the effects of exposure to dry-
ing influences. If the excavation is later ex-
posed 1o wetting influences (rain, flooding),
the classification of the soil must bs changed
accordingly.

(iv) Ovher strength tests. Estimates of un-
confined compressive strength of soils can
also be obtained by use of a pocket pene-

trometer Or by using a hand-operated
shearvane.

(v) Drying test. The basic purpose of the
drying test is to differentiate between cobe-
sive material with fissures, unfissured cohe-
sive material, and granular material. The
procedure for the drying test involves drying
a sample of soil that is approximately one
inch thick (2.54 cm) and six inches (15.24
cm) in diameter until it is thoroughly dry:

(A) If the sampie develops cracks as it
dries, significant fissures are indicated.

(B) Samples that dry without cracking
are to be broken by hand. If considerable
force is necessary to break a sample, the soil
bas significant cohesive material content.
The soil can be classified as an unfissured
cobesive material and the unconfined com-
pressive strength shouid be determined.

(C) If a sampie breaks easily by hand. it
is either a fissured cobesive material or a
granular material. To distinguish between
the two, pulverize the dried clumps of the
sampie by hand or by stepping on them. If
the clumps do not puiverize easily, the mate-
rial is cobesive with fissures. If they pulver-
ize easily into very small fragments, the ma-
terial is granular.

Appendix B te Subpart P

Sloping and Benching
(a) Scope and application. This appendix
contains specifications for sloping and
benching when used as methods of protect-
ing employees working in excavations from
cave-ins. The requirements of this appendix
apply whea the design of sloping and bench-

ing protective systems is to be performed in
accordance with the requirements set forth
in §1926.652(b)(2).

(b) Definstions.

Actual slope means the slope 1o which an
excavation face is excavated.

Distress means that the soil is in a2 condi-
tion where a cave-in is imminent or 18 likely
to accur. Distress is evidenced by such phe-
nomena as the development of fissures in the
face of or adjacent to an open excavation:
the subsidence of the edge of an excavation;
the slumping of material from the face or
the bulging or heaving of material from the
bottom of an excavation; the spalling of ma-
terial from the face of an excavation: and
ravelling, i.e.. small amounts of matenal
such as pebbles or little clumps of material
suddenly separating from the face of an ex-
cavation and tnckling or rolling down into
the excavation.

Maximum allowable slope means the
steepest incline of an excavation face that is
acceptable for the most favorable site condi-
tions as protection against cave-ins, and is
expressed as the ratio of bhorizontal distance
to vertical rise (H:V).

Short term exposure means a period of
time less than or equal to 24 hours thst an
excavation is open.

(c) Requirements—(1) Soil classifica-
tion. Soil and rock deposits shall be classi-
fied in accordance with appendix A to sub-
part P of part 1926.

(2) Maximum allowable siope. The maxi-
mum allowable slope for a soil or rock depos-
it shall be determined from Tabie B-1 of this
appendix.

Table B-1
Maximuem Allowable Slopes
SOIL OR ROCK TYPE MAXIMUM ALLOWABLE SLOPES (H:V) (1]
FOR EXCAVATIONS LESS THAN 20 FEET
DEEP {3)
STABLE ROCK VERTICAL (90°)
TYPE A (2] Yl (53°)
TYPE B 1:1 (457)
TYPEC 1Vl (34°)

NOTES;

1. Numbers shown in pareatheses next to maximum allowable siopes are angles expressed in degrees from the
horizontal. Anhl have besa rounded off.

2. A shortterm maximum sllowable slope of 1/2H:1V (63°) is allowed in excavations in Type A soil that are

12 fost (3.67 m) or less in depth.

_ feet (3.67 m) in depth shall be 3/4H:1V (53°).
3. Sloping or benching for excavations greater than 20 feet deep shall be designed by a registered professional

engineer.

(3) Actual siope. (i) The actual slops
shall not be steeper than the maximum al-
lowabie siope.

(ii) The actual slops shall be less stesp
than the maximum allowsble siope, whea
there are signs of distress. If that situation
occurs, the slope shail be cut back to an
actual slope which is at least /2 horizontal to

one vertical ('/2H:1V) less steep than the
maximum sllowable siope.

(iii) When surcharge loads from stored
material or equipment, operating equip-
ment, or traffic are present, a competent per-
son shail determine the degree to which the
actual slope must be reduced beiow the max-

Short-term maximum allowable slopes for excavations greater than 12

imum ailowabie slope, and shall assure that
such reduction is achieved. Surcharge ioads
from adjacent structures shail be evaiuated
in accordance with §1926.651(i).

(4) Configurations. Configurations .t
sloping and benching systems shail be .n 4
cordance with Figure B-1.

(Sec. 1926.652, Appendix ol
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Figure B-1
Slope Coafigurations
(All slopes stated below are in the horizontal to vertical ratio)
B-1.1 Excavations made in Type A soil.
1. All simple slope excavations 20 feet or less in depth shall have a maximum allowable slope of ¥a:1.

3/4

Simgple Slope—General
Exception: Simple slope excavations which are open 24 hours or less (short term) and which are 12 feet or less in
depth shall have a maximum allowable slope of Y/12:1.

T =
/1

Simgple Slope—Short Term

2. All benched excavations 20 feet or iess in depth shail have 2 maximum allowable siope of % to | and maximum
bench dimensions as follows:

10°' Max.

[Sec. 1926.852, Appendix B)
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20 Max
t 5
t Max. ’ l
,
‘ “' Max. it
1 /
Muitiple Beach

3. All excavations 8 feet or less in depth which have unsupported vertically sided lower portions shall have a
maximum vertical side of 3'/2 feet.

Unsupported Vertically Sided Lower Portioa—Maximum 8 Feet in Depth
All excavations more than 8 feet but not more than 12 feet in depth which unsupported vertically sided lower portions
shall have a maximum allowable slope of 1:1 and a maximum vertical side of 3'/2 feet.

L

Unsupperted Vertically Sided Lower Portiona—Maximum 12 Feet in Depth

[Sec. 1926.852, Appendix B)
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All excavations 20 feet or less in depth which have vertically sided lower portions that are supported or shielded shall
have a maximum allowable slope of ¥a:1. The support or shield system must extend at least 18 inches above the top of

the vertical side.

— fupport or shield system

T
18" Min.

Total height of vertical side

Supported or Shielded Vertically Sided Lower Portica
4. All other simple slope, compound slope, and vertically sided lower portion excavations shall be in accordance with
the other options permitted under §1926.652(b).
B-1.2 Excavations Made in Type B Soil
1. All simple slope excavations 20 feet or less in depth shall have a maximum allowable slope of 1:1.

" e

Simple Slope
2. All benched excavations 20 feet or less in depth shall have a maximum allowable slope of 1:1 and maximum bench
dimensions as follows: -

This bench allowed in cohesive soil only.

[Sec. 1926.852, Appendix B)
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— This dench allowed in cohesive suil only

T .
5

|

! .

! “ .
t

| X

Multiple Bench
3. All excavations 20 feet or less in depth which have vertically sided lower portions shall be shielded or supported to
a height at least |8 inches above the top of the vertical side. All such excavations shail have a maximum allowable siope

of 1:1.
——[-— Support or shield svscem

8" Min.

Total height of verctical side

1

Vertically Sided Lower Portioa
4. All other sloped excavations shall be in accordance with the other options permitted !l926.652(b).

B-1.3 Excavations Made in Type C Soll
1. All simple slope excavations 20 feet or less in depth shall have a maximum aflowable slope of 1/x:1.

[Sec. 1926.852, Appendix B)
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2. All excavations 20 feet or less in depth which have verticaily sided lower portions shall be shieided or supported to
a height at least 18 inches above the top of the vertical side. All such excavations shall have a maximum allowabie slope

of 11, '

Total height of vertical side
)

Vertical Sided Lower Portioa
3. All other sloped excavations shall be in accordance with the other options permitted in §1926.652(b).

B-1.4 Excavations Made in Layered Soils
1. All excavations 20 feet or less in depth made in layered soils shall have a maximum allowable slope for each layer

as set forth below.

[Sec. 1920.652, Appenaix B)
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2. All other sloped excavations shall be in accordance with the other options permitted in §1926.652(b).

(Sec. 1926.852, Appendix B]
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Appondix C to Subpart P

Timber Shoring for Trenches

(a) Scope. This appendix contains infor-
mation that can be used timber shoring is
provided as a method of protection from ca-
ve-ins in trenches that do not exceed 20 feet
(6.1 m) in depth. This appsadix must be
used when design of timber shoring protec-
tive systems is to be performed in accor-
dance with §1926.652(c)(1). Other timber
shoring configurations: other systems of sup-
port such as hydraulic and pneumatic sys-
tems: and other protective systems such as
sloping, benching, shielding, and freezing
systems must be designed in accordance
with the requirements set forth in
$1926.652(b) and §1926.652(c).

(b) Soil Classification. [n order to use the
data presented in this appendix, the soil type
or types in which the excavation is made
must first be determined using the soil clas-
sification method set forth in appendix A of
subpart P of this part.

(¢) Presentation of Information. Informa-
tion is presented in seversl forms as follows:

(1) Information is presented in tabular
form in Tables C-1.1, C-1.2 and C-1.3, and
Tables C-2.1, C-2.2, and C-2.3 following
paragraph (g) of the appendix. Each table
presents the minimum sizes of timber mem-
bers to use in a shorting system, and each
table contains data omly for the particular
soil type in which the excavation or portion
of the excavation is made. The data are ar-
ranged to allow the user the flexibility to
select from among several acceptable con-
figurations of members based on varying the
horizontal spacing of the crossbraces. Stable
rock is exempt from shoring requirements
and therefore, no data are presented for this
condition.

(2) Information concerning the basis of
the tabular data and the limitations of the
data is presented in paragraph (d) of this
appendix. and on the tables themeeives.

(3) Information explaining the use of the
tabular data is presented in parsgraph (s) of
this appendix.

$-27-92

(4) Information illustrating the use of the
tabular data is presented in paragraph (f) of
this appendix.

{$5) Miscellaneous notations regarding Ta-
bles C-1.1 through C-1.3 and Tables C-2.1
through C-2.3 are presented in peragraph
(g) of this Appendix.

(d) Basis and limitations of the
data.—(1) Dimensions of timber members.
(i) The sizes of the timber members listed in
Tables C-1.1 through C-1.3. are taken from
the Nationa! Bureau of Standards (NBS)
report, “Recommended Technical Provi-
sions for Construction Practice in Shoring
and Sloping of Trenches and Excavations.”
In addition, where NBS did not recommend
specific sizes of members, member sizes are
based on an analysis of the sizes required for
use by existing codes and on empirical prac-
tice.
(ii) The required dimensions of the mem-
bers listed in Tables C-1.1 through C-1.3
refer to actus! dimensions and not nominal
dimensions of the timber. Employers want-
ing to use nominal size shoring are directed
to Tables C-2.1 through C-2.3, or have this
choice under §1926.652(c)}(3), and are re-
ferred to The Corps of Engineers. The Bu-
reau of Reclamation or data from other ac-
ceptable sources.

(2) Limitation of application. (i) 1t is not
intended that the timber shoring specifica-
tion apply to every situation that may be
experienced in the field. These data were
developed to apply to the situations that are
most commonly experienced in currenat
trenching practice. Shoring systems for use
in situstions that are not covered by the data
in this appendix must be designed as speci-
fied in §1926.652(c)

(ii) When any of the following conditions
are present, the members specified in the
tables are not coansidered adequate. Either
an alternats timber shoring system must be
designed or another type of protective sys-
tem designed in accordance with §1926.652.

(A) When loads imposed by structures or
by stored material adjacent to the trench
weigh in excess of the ioad imposed by a

Qccupationsl Satety & Heann Reporter

two-foot soil surcharge. The term “adja.
cent” as used here means the area within a
horizontal distance from the edge of the
trench equal to the depth of the trench.

(B) When vertical loads imposed on cross
braces exceed a 240-pound gravity load dis-
tributed on a one-foot section of the center
of the croasbrace.

(C) When surcharge loads are present
from equipment weighing in excess of
20,000 pounds.

(D) When only the lower portion of a
trench is shored and the remaining portion
of the trench is sioped or benched uniess:
The sloped portion is sloped at an angie less
steep than three horizontal to one verucal.
or the members are seiected from the tables
for use at a depth which is determined from
the wp of the overall trench. and not from
the toe of the sioped portion.

(e) Use of Tables. The members of the
shoring system that are to be selected using
this information are the cross braces. the
uprights, and the waies, where wales are re-
quired. Minimum sizes of members are
specified for use in different types of soil.
There are six tabies of information, two for
each soil type. The soil type must first be
determined in accordance with the soil clas-
sification system described in appendix A to
subpart P of part 1926. Using the appropn-
ate table, the selection of the size and spac-
ing of the members is then made. The selec-
tion is based on the depth and width of the
trench where the members are to be n-
stalled and. in most instances, the selection
is aiso based on the horizontal spacing of the
crossbraces. Instances where a choice of hor-
izontal spacing of crossbracing is available.
the horizontal spacing of the crossbraces
must be chosen by the user before the size of
any membetr can be determined. When the
soil type, the width and depth of the trench.
and the horizontal spacing of the crossbraces
are known, the size and vertical spacing of
the wales, and the size and horizontal spac-
ing of the uprights can be read from the
appropriate table.

[Sec. 1926.852, Appendix C]
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(N Exemples to lllustrate the Use of Te-
bles C-1.1 through C-1.3.

(1) Example 1.

A trench dug in Typs A soil is 13 feet
deep and five foet wide.

From Teble C-1.1, for scceptable ar-
rangements of timber can be used.

Arrangement §1
Space ¢x4 crossbraces at six feet horizon-
tally and four feet vertically.
Wales are not required.
Space X8 uprights at six feet horizontal
ly. This arrangement is commonly called
“skip shoring.”

Arrangemens § 2
Space 4X6 crossbraces at cight feet hori-
zontally and four (et verticaily.
Spece 8x8 wales at four feet vertically.
Space 2Xx6 uprights at four fest horizon-
tally.
Arrangement § 3
Space 6X6 crossbraces at 10 fest horizon-
tally and four fest vertically.
Space $X10 wales at four fest vertically.
Spacs 2X6 uprights at five fest horizontal-
ly. .

Arrangement §4
Space 6X6 crossbraces at 12 fest borizon-
tally and four fest vertically.
Spacs 10X 10 wales at four feet vertically.
Space IX8 uprights at six fest horizontal-

y.

(2) Example 2.

A trench dug in Typs B s0il in 13 fest
desp and five fest wide. From Table C-1.2
thres acceptable arrangsments of members
are listed. -

Arvangement § |
Space 6X6 crossbraces at six feet horison-
tally and five fest vertically.
Space 8$X8 wales st five fest vertically.
Spacs 2X%6 uprights at two fest borizom-
1ally.

-27-08

Arratigement § 2
Space 6X8 crossbraces at cight fest hori-
zonwslly and five feet vertically.
Space 10X10 wales at five feet vertically.

Space 2X6 uprights at two feet horizon-
tally.

Arrangement § 3

Space 88 crossbraces at 10 feet horizon-
tally and five feet vertically.

Space 10X 12 wales at five feet vertically.

Spacs 2X6 uprights at iwo fest vertically.

(3) Example 3.

A trench dug in Type C soil is 13 fest
deep and five foet wide.

From Table C-1.3 two acceptabie ar-
rangements of members can be used.

Arrangement § |

Space 88 crossbraces at six feet horizon-
tally and five feet verticaily. ~

Space 1012 wales at five fost verticaily.

Position 26 uprights as closely together
as possible.

If water must be retained use special
tongue and groove uprights to form tight
shesting.

Arrengement § 2

Space 8x 10 crossbraces at cight fest bori~
somtally and five fost vertically.

Spacs 12X 12 wales at five feet vertically.

Position %6 uprights in a close shesting
configuration uniess water pressure must be
resisted. Tight sheeting must be used where
water must be retained. . .-

(4) Example 4.

A trench dug in Type C soil is 20 femt
desp and 11 foet wide. The size and spacing
of members for the section of trench that is
over 15 fest in depth is determined weing

“Table C-1.3. Ouly one arrangsment of mem-

bers is provided.

Space 810 crossbraces at six fest hori-
20ntally and five feet vertically.

Spacs 12%12 wales at five feet vertically.

Published by THE BUREAU OF NATIONAL AFFAIRS, INC.. Weshingion, 0.C. 20087

Use 3x6 tight sheeting.

Uss of Tables C-2.1 through C-2.3 would
follow the same procedures.

(g) Notes for all Tables.

1. Member sizes at spacings other than
indicated are to be determined as specified
in §1926.652(c), “Design of Protective Sys-

2. When conditions are saturated or sub-
merged use Tight Sheeting. Tight Sheeting
refers 10 the use of specially-edged timber
planks (e.g.. tongue and groove) at least
three inches thick. steei sheet piling, or simi-
lar comstruction that whea driven or placed
in position provide a tight wall to resist the
lateral pressure of water and to prevent the
lom of backfill material. Clase Sheeting re-
fers 10 the placement of planks side-by-side
sllowing as little space as possibie between
them. '

3. All spacing indicated is measured cen-
ter 10 center.

4. Wales to be installed with greater di-

‘mension horizontal.

5. If the vertica!l distance from the center
of the lowest crassbrace to the bottom of the
trench exceeds two and oms-haif feet,
uprights ghall be rmly embedded or 2 mud-
sill shall bs used. Where uprights are em-
bedded, the vertical distance from the center
of the lowest crossbrace 0 the bottom of the
trench shall not exceed 36 inches. When
mudsills are used, the vertical distance shalil
pot excesd 42 inches. Mudsills are wales
that are installed at the toe of the trench

6. Treach jacks may be used in lieu of or
in combinstion with timber crossbraces.

7. Placement of crossbraces. When the
vertical “spicing of crossbraces is four feet.
place the top crossbrace no more than two
fost below the top of the trench. When the
vertical spacing of crossbraces is five feet.
place the top crossbrace no more than X §
fost below the top of the trench.

{Sec. 1926.652, Appenaix C)
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Table C-1.1
Timber Treach Shoring—Minimum Timber Requirements*®
Soll Type A  Pu= 25 X H + 72 pef (2 ft Surcharge)

SIZE (ACTUAL) AND SPACING OF NEMSERS™
oLPTH CROSS sRACES WALES UPRIGHTS
r :;c,, Howz. WIOTH OF TRENCN (FEET) vERT VERT. MAXIMUM ALLOWABLE HORIZONTAL SPACING
R IFEET
reen | SPACING | yprol upro | upro | UPTO | L TO ‘;‘:‘f:" "z:‘,’ ShacinG
(FEET) ‘ 6 ’ 1 7 cLast P ] p ]
yr TO Not
[] ~d .0 xé xé oxé 4 Reg'd R Pe (]
s
urTO Net
' xe | oo | o6 | exe | exe ‘ Ree'¢ - o)
10
ur T0
0 e | oo | exs | exs | oxs p ~e . e
M
ur 0
12 o | o6 | x| oxs | oxa ‘ s . =6
urpTO Net
[ [ ) e x4 xé (37} 4 Regd — g
e
ur 10 i
) oo | ex6 | ox6 | ox6 | oxe ‘ o~ ‘ pom
ro
vrro
0 ot | s | o6 | oa | o ‘ o ‘ P
15
ur ro
12 s | o8 | oxé | oa | o ‘ 1ax10 ‘ ~a
urrTo
‘ s | o6 | oxo | o0 | o ‘ P ‘ s
1
ur TO
i oxa | ox6 | oxé | oua | o ‘ o~ P ™6
r0 . amm
urTO
0 | oa ] s | oo} oa | oo ‘ ~to ‘ e
»
ur ro
12 o | oo | oo} o | o p 1ox1a ‘ x4
over
» | seznors:

* Mizsed ook or squivaion with & unling srengeh ast lsas than $30 pot.
o Monunfe d bevs of squivaiont swrengsh suxy be substttuted for wend.
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Table C-1.2
Timber Trench Shoring—Misimum Timber Requirements*

Soil Type B P, = 45 X H + 72 psf (2 ft. Surcharge)
SIZE (ACTUAL) AND SPACING OF MEMBERS™
DEPTH CROSS BRACES WALES LARIGHTS
oF
reexcy | HOMZ. 21Tk Or TRENCH FEET VERT VERT MAXIMUM ALLOWABLE HORIZONTAL SPACING
A FEET)
ceer | 57205 | upro | vero | usro | urro| Lero | SPACING | sizE | spacing
(FEET) 'FEET} Th]l FEET!
] é 9 12 15 CLOSE )
LPTO
[ s xé 6x§ 6xé ax6 s ax§ s Jx6
3
LPTO
] (2.0 [ 2] %8 6x8 6x8 3 10 5 6
TOo
LPTO
10 §x6 6x8 ox6 6x8 6x8 5 ex10 3 28
10
See
Note |
LPTO
[ %6 6x6 oxé ox4 oxd ) ~3 b x4
10
urPTO
s ox8 6x8 éx8 %8 8 s 1% 10 s Pe.{ ]
To
urPTO
10 e ~e ~>e E2t ™10 b) 1ox12 s 6
15
See
Note |
urTO
¢ x8 %8 6x8 ™8 ~e bJ 0 s Ixé
13
urTO
L] e ™~ ™ ~e ~>10 s 10%312 5 e
TO
urTO
10 ~io 710 ~io 10 1oxi0 5 1212 b Ixé
b
See
Note |
OVER
20 SEE NOTE |
® Mized osk or squiveiens wih & bending ngEA not less than 830 por.
** Menufoactured bers of equivel: mgth mey be substituied for wood.
(Sec. 1926.652, Appendix C
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Table C-1.3
Timber Treach Shoring—Misimum Timber Requirements®
Sol]l Type C P, =80 X H + 72 pef (2 ft. Surcharge)
SIZE (ACTUALI AND SPACING OF MEMBERS*®
DEPTH CROSS BRACES UPRIGHTS
’
; p:vcu NowIZ. WIDTH OF TRENCH (FEET) VERT. VERT MAXIMUM ALLOWABLE HORIZONTAL SPACING
. (FEET) ISew Nowe 2}
FEET) 5”“";‘5 verolurro| upro| urro} urTO 5;‘,“’;0 ’Iz"‘ ””“C":G
FEE ‘ 6 9 1 7] CLOSE
Lrro
[] oxg ox8 (37 ~e ~e ) i b ™6
5
urTO
4 1.7 r=s ~>e ~e ~io 3 10%12 3 Pe 1
To
urTO
10 0> ~©io 0nie onie 10%{0 J [Re 04 3 &
10
See
Nose |
urTO
) o~e ~e o) s | puo s 10%12 s ™
10
vr To
] oxi0 | oxio | exio | oxio | om0 3 12x12 [} 6
To
See
Nove |
I8
See
Nove /
uvrrO
1) o | exio | o0 | exie | 100 ’ 112 3 =
7
See
Nove |
0
See
Nose |
»
See
Note |
OVER
0 SEENOTE |
* Mixed ok or equivalons with ¢ bending serengsh net lese than 850 pex.
% Mo/ d dors of squivelom mrengrh may be substivwied for woed.
(Sec. 1926.852. Appendix C]
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Table C-2.1
Timber Treach Shoring—Minimum Timber Requirements®

Soil Type A P, = 25 x H + 72 psf (2 ft. Surcharge)
SIZE 'S4S) 4ND SPACING OF WEMBERS*®
DEPTH CROSS BRACES WALES UPRIGHTS
OoF
reencn | HORZ WIDTH OF TRENCH FEET VERT VERT MAXIMUM ALLOWABLE HORIZONT AL SPACING
FEET
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12 ~e ~xé o~ (1] 6%8 4 Lot ] 4 ~>e
P To Not Not
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0
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] oxé x4 s oxé [} (] 4 6x8 4 ~e
TO
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¢ ox4 (7] oxé xé oxé ‘ 88 ¢ 7]
1y
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2
vrTO
2 oxé %6 oxs =8 ax8 ‘ 2 ¢ ] ~i2
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20 SEE NOTE |
. fir or oy weth @ bonding strength not ie3s then | 500 per
** Monufe ¢ of squivel gk mey be tub d for wood
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Table C-2.2
Timber Treach Shoring—Minimum Timber Requirements*®
Soil Type B P, = 45 X H + 72 psf (2 ft. Surcharge)
SIZE 5451 AND SPACING OF MEMBERS®®
DEPTH CROSS BRACES WALES CPRIGHTS
oF
reeven | HOMZ WIDTH OF TRENCH (FEET! VERT VERT WAXIMUM ALLOW 4BLE HORIZONT AL SPACING
FEET
reem | SPACING | ipro | LpTo | upTo | LpTO | LP TO | SPACING | SIZE | SPACING
(FEED (FEET) "N FEET)
‘ ) ¢ ”? T CLOSE : ) ‘ .
LrTO NS
] =6 a8 &8 6x¢ 6%68 3 ox8 b o~ TN
s
trTO
L x4 x4 6x6 x4 éx6 5 =8 s Ixt s
ro
urTO
0 o~ ] L2 {] 6%6 [} 7] 5 nao 3 ]
10
See
Nove |
e TO
[ 6x%8 6x8 oxs x8 axs 5 >x8 5 Ixé >0
10
urTO
) oxs oxs 6x8 ~s ~s ] 10x10 ] 7] ~i0
ro
vr O
0 oxe oa o ~e ~e s 10%12 § e >0
2]
See
Note |
ur o
[} 6x8 ox8 ox8 ox8 ~e s »i s <6
15
urro
] ) oxa o ~e axs s 1012 s axs
ro
vrro
10 s ~s =8 ) ~e L] 12 s s
2
See
Vote |
OvER
2 SEE NOTE !
* Douglas Air or equivalent with & bending strengeh nst less then | 500 pa.
v Mansfactared members of rqurvel th ey be 4 o wscd
(Sec. 1926.852. Appendix C]
5-27-92 Occupational Safety & Heath Reporter Ted
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Table C-2.3
Timber Trench Shoring—Minimem Timber Requirements®

Soll Type C  P. =80 X H + 72 pef (2 ft. Surcharge)
SIZE (ACTUALI AND SPACING OF MEMBERS™
DEPTH CROSS BRACES WALES UPRIGNTS
oF
reency | HORIZ WIDTH OF TRENCH (FEET VERT VERT. MAXIMUM ALLOWABLE NORIZONT AL SPACING
(FEET
ireen | SPACING | ypro | upro | upTO | LPTO | LPTO S/’r‘tc;’;c SIEE | Shacee
IFEET) ‘ P ’ 12 1 ' CLOSE
uP 1O
s ox6 | oxs | oxs | oxé | mxs s ~e 3 x¢
f
urTO
s oxe | oxs | o6 | s | ma s 10x10 s ™6
ro
uPTO
10 oxs | oxs | oxa | oa | o 3 10%12 s ™6
10
See
Neose !
ur TO
s oxg | oxte | o0 | o2 | o ) 10%10 ’ ~g
10
vrTO
’ oxs | oa | o ] oa | o 3 1212 s o~
10
Soe
Neve |
1
See
Newe |
uPTO
‘ s | oo | oxs | o0 | e 3 1ox12 s e
7
Sev
Nove |
T0
Soe
Neve |
0
See
Nesw |
OVER
0 SER NOTE |
* Qeugles fir v og with ¢ bending strongh nas leus then 1500 pal.
o Mt rred smiiers of ol ot ey e g R wand
[Sec. 1926.852, Appendix C)
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Appendix D To Sebgart P
Aluminum Hydraulic Shoring for
Treaches

(a) Scope. This appendix contains infor-
mation that can be used when aluminum
hydraulic shoring is provided as a method of
protection against cave-ins in trenches that
do not exceed 20 feet (6.1m) in depth. This
appendix must be used when design of the
aluminum hydraulic protective system can-
not be performed in accordance with
§1926.652(c)(2).

(b) Soil Classification. In order to use
data presented in this appendix. the soil type
or types in which the excavation is made
must first be determined using the soil clas-
sification method set forth in appendix A of
subpart P of part 1926.

(c) Presentation of Information. Informa-
tion is presented in several forms as follows:

(1) Information is presented in tabular
form in Tables D-1.1.D-1.2.D-1.3and E
-1.4. Each table presents the maximum ver-
tical and horizontal spacings that may be
used with various sluminum member sizes
and various hydraulic cylinder sizes. Each
table contains data only for the particular
soil type in which the excavation or portion
of the excavation is made. Tables D-1{.1 and
D -1.2 are for vertical shores in Types A
and B oil. Tables D-1.3 and D -1.4 are for
horizontal waler systems in Types B and C
soil.

(2) Information concerning the basis of
the tabular data and the limitations of the
data is presented in paragraph (d) of this
appendix.

(3) Information explaining the use of the
tabular data is presented in paragraph (e) of
this appendix.

(4) Information illustrating the use of the
tabular data is presented in paragraph (f) of
this appendix.

(5) Miscellaneous notations (footnotes)
regarding Table D-1.1 through D -1.4 are
presented in paragraph (g) of this appendix.

(6) Figures, illustrating typical installa-
tions of hydraulic shoring, are included just
prior to the Tables. The illustrations page is
entitled “Aluminum Hydraulic Shoring:
Typical [nstallations.”

(d) Basis and limitations of the data.

(1) Vertical shore rails and borizostal
wales are those that meet the Section Modu-
lus requirements in the D-1 Tables. Alumi-
num material is 6060 -T6 or material of
equivalent strength and propertiecs.

(2) Hydraulic cylinders specifications. (i)
2-inch cylinders shall bs a8 minimum safe
working capacity of no less than 18,000
pounds axial compressive load at maximum
extension. Maximum extension is to include
full range of cylinder extensions as recom-
mended by product manufacturer.

(i) 3-inch cylinders shall be a minimum
3.inch inside diameter with a safe working
capacity of not less than 30,000 pounds axial
compressive load at extensions as recom-
mended by product manufacturer.

(3) Limitation of application.

(1) It is not intended that the aluminum
hydraulic specification apply to every situa-

5-27-92

tion that may be experienced in the field.
These data were developed to apply to the
situations that are most commonly experi-
enced in current trenching practice. Shoring
systems for use in situations that are not
covered by the data in this appendix must be
otherwise designed as specified in
§1926.652(c).

(ii) When any of the following conditions
are present. the members specified in the
Tabies are not considered adequate. [n this
case. an alternative aluminum hydraulic
shoring system or other type of protecuive
system must be designed in accordance with
§1926.652.

(A) When vertical loads imposed on cross
braces exceed a 100 Pound gravity load dis-
tributed on a one foot section of the center
of the hydraulic cylinder.

(B) When surcharge loads are present
from equipment weighing in excess of
20,000 pounds.

(C) When only the lower portion or a
trench is shored and the remaining portion
of the trench is sloped or benched unless:
The sloped portion is sioped at an angie less
steep than three horizontal to one vertical;
or the members are selected from the tables
for use at a depth which is determined from
the top of the overall trench. and not from
the tos of the sioped portion.

(e) Use of Tables D-1.2. D-1.3 and
D-1.4. The members of the shoring system
that are to be selected using this information
are the hydraulic cylinders, and cither the
vertical shores or the horizontal wales.
When a waler system is used the vertical
timber sheeting to be used is also selected
from these tables. The Tables D-1.1 and D
-1.2 for vertical shores are used in Type A
and B soils that do not require sheeting.
Type B soils that may require sheeting, and
Type C soils that always require sheeting
are found in the horizontal wale Tabies
D-1.3 and D -i.4. The s0il type must first
be dstermined in accordance with the soil
ciassification system described in appendix
A to subpart P of part 1926. Using the ap-
propriate table, the selection of the size and
spacing of the members is made. The selec-
tion is based on the depth and width of the
trench where the members are to be in-
stalled. In these tables the vertical spacing is
held constant at four feet on center. The
tables show the maximum horizontal spac-
ing of cylinders allowed for each size of wale
in the waler system tables, and in the verti-
cal shore tables, the hydraulic cylinder hori-
zontal spacing is the same as the vertical
shore spacing. .

(D Example to Illustrate the Use of the
Tables:

(1) Example 1:

A trench dug in Type A soil is 6 feet deep
and 3 feet wide. From Table D -1.1: Find
vertical shores and 2 inch diameter cylinders
spaced 8 feet on center (o0.c.) horizontally
and 4 feet on center (0.c.) vertically. (See
Figures | & 3 for typical installations.)

(2) Example 2:

A trench is dug in Type B soil that does
not require sheeting, !3 feet deep and § feet

Occupational Safety & Health Reporter

wide. From Table D -1.2: Find verucal
shores and 2 inch diameter cytinders spaced
6.5 feet o.c. horizontally and 4 feet o.c. vert-
cally. (See Figures | & 3 for typical installa.
tions.)

(3) A trench is dug in Type B sail that
does not require sheeting. but does experi-
ence some minor raveling of the trench face.
The trench is 16 feet deep and 9 feet wide.
From Table D -1 2: Find vertical shores and
2 inch diameter cylinder (with special over-
sleeves as designated by footnote # 2) spaced
5.5 feet 0.c. honzontally and 4 feet o.c. verti-
cally. plywood (per footnote (g)(7) to the D
-1 Table) should be used behind the shores.
(See Figures 2 & 3 for typical installations.)

(4) Exampie 4: A trench 1s dug in previ-
ously disturbed Type B soil, with character-
istics of a Type C soil. and will require
sheeting. The trench is 18 feet deep and 12
feet wide. 8 foot horizontal spacing between
cylinders is desired for working space. From
Table D -1.3: Find horizontal wale with a
section modulus of 14.0 spaced at 4 feet o.c.
vertically and 3 inch diameter cylinder
spaced at 9 feet maximum o.c. horizontaily.
3x12 timber sheeting is required at close
spacing vertically. (See Figure 4 for typical
installation.)

(5) Example 5: A trench is dug in Type C
soil. 9 feet deep and 4 feet wide. Horizontal
cylinder spacing in excess of 6 feet is desired
for working space. From Table D -1.4: Find
horizontal wale with a section moduius of
7.0 and 2 inch diameter cylinders spaced at
6.5 feet o.c. horizontally. Or, find horizontal
wale with a2 14.0 section modulus and 3 inch
diameter cylinder spaced at 10 feet o.c. hon-
zontally. Both wales are spaced 4 feet oc.
vertically. 3x 12 timber sheeting is required
at close spacing vertically. (See Figure 4 for
typical installation.)

(g) Footnotes, and general notes. for Ta-
bles D-1.1. D-1.2. D -1.3. and D-1 4.

(1) For applications other than those list-
ed in the tables, refer 10 §1926.652(c)(2) for
use of manufacturer's tabulated data. For
trench depths in excess of 20 feet. refer to
§1926.652(c)(2) and §1926.652(¢c)(3).

(2) 2 inch diameter cylinders. at this -
width, shall have structural steel tube
(3.5%3.5%0.1875) oversleeves. or structural
oversieeves of manufacturer’'s specification.
extending the full, cotlapsed length.

(3) Hydraulic cylinders capacities. (i) 2
inch cylinders shall be 2 mimmum 2-inch
inside diameter with a safe working capacity
of not less than 18.000 pounds axial com-
pressive load at maximum extension. Maxi-
mum extension is to include full range of
cylinder extensions as recommended b
product manufacturer.

(ii) J-inch cylinders shall be a minimum
3-inch inside diameter with a safe work ca-
pecity of not less than 30.000 pounds axiai
compressive load at maximum extension
Maximum extension is to include full range
of cylinder extensions as recommended >
product manufacturer.

(4) All spacing indicated is measured c¢-
ter to center.

(Sec. 1926.652. Appendix O]
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(S) Vertical shorting rails shall have a
minimum section modulus of 0.40 inch.

(6) When vertical shores are used. there
must be 2 minimum of three shores spaced
equally. horizontally. in a group.

{7) Plywood shall be 1.125 in. thick soft-
wood or 0.75 inch, thick, 14 ply, arctic white

FIGURE NO. 1
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birch (Finland form). Please note that ply-
wood is not intended as a structurai mem-
ber. but only for prevention of local raveling
(sioughing of the trench face) between
shores.

(8) See appendix C for timber specifica-
tions.

Aluminum Hydraulic Shoring
Typical Instailations
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(9) Wales are calculated {or simple span
conditions.

(10) See appendix D. item (d). for basis
and limitauons of the data.
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Table D-1.1
Aluminum Hydraufic Shoring
Vertical Shores
For Soil Type A
HYDRAULIC CYLINDERS
WIDTH OF TRENCH (FEET)
DEPTH MAXIMUM MAXIMUM
OF HORIZONTAL VERTICAL
TRENCH SPACING SPACING LPTOS OVER 8 UP OVER 12 UP
TO 12 TO ($
(FEET) (FEET) (FEET)
OVER
s
uPTO ]
10
OVER
10 8 4 2 INCH 2 INCH 3 INCH
UPTO DIAMETER DIAMETER DIAMETER
15 NOTE (2)
OVER
18 ]
UP TO
20
OVER 20 NOTE (1)

Footnotes to tables, and general notes on hydraulic shoring, are found in Appendix D, Item (g)
Note (1): See Appendix D, ltem (g)(1)
Note (2): See Appendix D. Item (g)}(2)

Table D-1.2
Alumisum Hydraulic Shoring
Vertical Shores
For Soil Type B
HYDRAULIC CYLINDERS
- WIDTH OF TRENCH (FEET)

DEPTH MAXIMUM MAXIMUM

OF HORIZONTAL VERTICAL

TRENCH SPACING SPACING UPTOS OVER 8 UP OVER 12 UP
TO 12 TO IS5

(FEET) (FEET) (FEED
OVER

5
uPTO )

10
OVER

i0 6.5 4 1 INCH 2 INCH 3 INCH
UPTO DIAMETER DIAMETER DIAMETER

18 NOTE (2)
OVER

15 5.5
UP TO

20
OVER 20 NOTE (1)

Footnotes 10 tabies. and general notes on hydraulic shoring, are found in Appendix D, Item (g)
Note (1): See Appendix D. Item (g){(1)
Note (2): See Appendix D, [tem (g)(2)

5-27-92
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Table D-1.3
Aluminum Hydraulic Shoring
Waler Systems
For Soil Type B
WALES HYDRAULIC CYLINDERS TIMBER LPRIGHTS
MAX. HORIZ SPACING
WIDTH OF TRENCH (FEET) {ON CENTER )
DEPTH .
OF |VERTICAL| SECTION v °TO 12 VER 12 LP TO |
TRENCH | sPacING [MODULLS uPTO# OVER 8 LPTO OVER 12LPTO I soLio} 1 FT | 3 FT
HORIZ. | CYLINDER [ HORIZ. | CYLINDER| HORIZ. |CYLInDER |SHEET
(FEETY | (FEET (IN%) SPACING | DIAMETER | SPACING | DIAMETER | SPACING | DIAMETER
2N
3 30 2IN . 10 NOTE (D 80 JIN
OVER
s 4 2IN ]
LPTO 70 5.0 2IN 9.0 NOTE () %0 JIN - - Jeil
10
14.0 2.0 JIN 2.0 JIN 120 1IN
1IN
13 6.0 2N 6.0 NOTE (2) 6.0 3IN
OVER
10 1 — Ix12 -
U0 A 0 10 1IN 8.0 JIN 10 3IN
'S
140 10.0 JIN 10.0 JIN 10.0 JIN
1IN
1 5.8 2IN 5 NOTE (2) 5.8 JIN
OVER
15 4 7 N IN 6 JIN »2 - -
upTO 0 6.0 3t 6.0 3 0
20
140 9.0 JIN 9.0 JIN 90 JIN
OVER 20 NOTE (1)

Footnotes to tables. and general notes on hydraulic shoring. are found in Appendix D. Item (g)

Notes (1): See Appendix D. item (g)(1)
“otes (2): Ses Appendix D. item (g)(2)

* Consuit product manufacturer and/or qualified enginesr for Section Modulus of availabie wales.

$-27-92

Pubiished by THE BUREAU OF NATIONAL AFFAIRS. INC.. Washington, O C
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Table D-1.4
Aluminum Hydraulic Shoring
Waler Systems
For Soil Type C
WALES HYDRAULIC CYLINDERS TIMBER LPRIGHTS
MAX. HORIZ SPACING
WIDTH OF TRENCH (FEET) {ON CENTER)
DEPTH .
OF |VERTICAL| SECTION ; VER 8 UP TO 12 OVER 12 LPTO |5
TRENCH | SPACING |[MODULLS LPTO S OVER To souip| zer | 3 FT
HORIZ. | CYLINDER| HORIZ. |cyuinoer| Homiz. | cyuinper |SHEET
(FEED | (FEED (IN) SPACING | DIAMETER | SPACING | DIAMETER | SPACING | DIAMETER
2IN
38 60 1IN 60 NOTE (2) 6.0 3IN
OVER
s ‘ 2IN .
ur;ro 70 6.3 2N 6.5 NOTE (2) 6.5 3IN Ixiz - -
1
14.0 10.0 JIN 10.0 JIN 10.0 JIN
2 IN
3 40 2IN 40 NOTE (2) 40 JIN
OVER
10 4 70 55 3IN 5.8 3IN 5.3 3IN iy - -
uP TO ‘ :
Is
140 1.0 1IN 8.0 3N 8.0 1IN
1IN
33 18 2IN 38 NOTE (2) 3 1IN
OVER
[} IX12 -— -—
N 1. y N 50 3IN s, 3IN
urTo 0 5.0 3 0 i
20
140 60 }IN 6.0 1IN 6.0 JIN
OVER 20 NOTE (1)

Footnotes 10 tabies. and geners! nows on hydraulic shoring. are found in Appendix D. ltem (g)
Notes {1): Ses Appendix D, item (g)(1)

Notes (2): Ses Appendix D. item (§)(2)

* Consuit product manufacturer and/or qualified enginesr for Section Modulus of availadie wales.

(Sec. 1926.652, Appendix D)
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Appendix E to Subpart P—Alternatives to Timber Shoring

-

e

.!"

?‘:';1 P JF
o '
TN 5[\

18 WAX. /¥ I : VERTICAL RAIL
: g
.'i i < WYDRAULIC CYLINDER
"

; w

Figure 3. Trench Jacks (Screw Jacks)

{Sec. 1926.652, Appendix E)
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Figure 4. Trench Shields

Occupatonal Safety & Heaith Reporer
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Appeadix F to Subpart P—Selection of Protective Systems
The following figures are a graphic summary of the requirements contained in subpart P for excavations 20 feet or
less in depth. Protective systems for use in excavations more than 20 feet in depth must be designed by a registered

professional engineer in accordance with §

1926.652(b) and (c).

1s the excavation more
than 5 feet in depth?

Is there potentisl
for cave-in?

L_JKL | vrs

s the excavation
entirely in stable rock?

NO

Fxcavation may be
made vith
vertical sides.

YES

Excavation must be
sloped, shored, or

shielded.

-

Slopin

Shoring or shielding

selected.

Go to Figure 2

s-27-92

selected.

Co to Figure 3}

Figwre 1—Preliminary Decisions

Published by THE BUREAU OF NATIONAL AFFAIRS. INC.. Wastengton. 0.C. 20037

(Sec. 1926.652, Appenaix F]
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Sloping sclected as che » |
method of protection

will soil clussificaction
be made 1n accordance
with  $1926.6%2 (b)?

YFS ! NO

~

-

Excavation must complv with Excavations must comply
one of the fullowing thrue with§1926, 092 (BYI(1) which
options: reguires o slope of JYH: 1V
(1.9,

r

1

!

I Opeion

b §1926.652 (5)(2) which

requires Appendices A
aund B to de tollowed

uption 2:
$1926.652 (b)(3) which
requires other tabulated
data {sere definition) to
be f{ollowed.

Opcion 3:
£1926.652 (B)(&) which
requires the excavation
to be designed by a
registered professional
enzinecr,

Figere 2—Sloping Optioas

(Sec. 1926.852, Appendix F)
5-27-92 Occupstonal Safety & Health Regorter e
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Shoring or shielding selecced
as the method of procection.

Soil classification is required
when shoring or shielding is

used.
with one of the following four

sptions:

The excavation must comply

$1926.652 (c)(1) which requires

§1926.652 (¢)(2) which requires

5-27-92 Published by THE BUREAL OF NATIONAL AFFAIRS. INC.. Washington. D.C. 20037

Option 1

Appendices A and C to de followed
(e.g. timber shoring).

Option 2

manufacturers data to be followed
(e.g. hydraulic shoring,trench .
jacks, air shoras, shields).

Option 1
$1926.652 (c)(3) which requires
tabulated data (see definition)
to be followed (e.g. any system
as per the tabulaced daca).

Option &
51926 652 (e)(4) which requires
the excavation to be designed
by & regisrersd professional
engineer {(e.g. any designed

system).

Figure 3—Shoring and Shielding Options

(Sec. 1926.652, Appendix F)
208



APPENDIX G

PROJECT FORMS



INCIDENT NARRATIVE

Incident involved:

1. First aid
Environmental release
Property damage
Near miss

I

2. Any personnel involved? If so, who?

Job Title/Function?
How long employed?

3. Provide brief narrative of incident/suspected cause.

4. Divisional Health and Safety Representative Evaluation:

Detail causes of incident.

Recommendations to prevent recurrence.




SAFETY INSPECTION REPORT

Division/Subsidiary:

Date:

Customer:

Time: From:

Job Location:

To:

Supervisor:

Foreman/Leadman:

General Job Description:

Employees:

Safety/Housekeeping:

Submitted by:

Job Supervisor/Foreman/Leadman

(Print)

Signature



DAILY SAFETY MEETING

Division/Subsidiary: Facility:
Date: Time: Job Number:
Customer:

Specific Location:

Type of Work:

Chemicals Used:

SAFETY TOPICS PRESENTED

Protective Clothing/Equipment:

Chemical Hazards:

Physical Hazards:

Summary of Work:

Other:
ATTENDEES
Name Printed Signature
Meeting Conducted By:
Name Printed Signature

Supervisor: Manager:




HEALTH AND SAFETY DAILY REPORT

Project Name
Report Number: Date:
A. Operation(s) Performed Approx. Time Spent (1/2 Hour)
1.
2.
3.
4,
5.
B. Crew Names and Titles Coveralls Gloves Respirator
1.
2. _
3.
4, -
5. -
C. Monitoring Equipment Used Range Average Reading
1.
2.
3.
4.
5.

Note: Please ensure that the items listed in Sections B and C correspond to the operation
number listed in Section A. Use additional sheets if necessary.

D. Environmental Conditions

Wind Speed
Wind Direction
Temperature
Other




TRAINING DOCUMENTATION

Employee Name

Date of 40-Hour
Introductory
Training

Date of Last
8-Hour
Refresher

Date of
Supervisory
Training if
applicable

Date of
Site-Specific
Training Session
(to be completed
by HSO)

certifies that the above information is

accurate for all personnel.

Signature of HSO

Date




MEDICAL DATA SHEET

Name: Home Telephone:
Address:

Age: Height: Weight:

Next of Kin: Telephone:

Drugs or Other Allergies:

Previous Illnesses or Exposure to Hazardous Substances:

Current Use of Medication (prescription and non-prescription):

Medical Restrictions:

Any Other Pertinent Data:

Name/Address/Telephone Number of Personal Physician:

The purpose of this form is to provide information to the attending physician in the event of an
incident or occupational exposure. As such, it must be completed prior to field work and must
accompany the injured/ill person to the emergency facility.



Location and Description of Hot Work

Permit Numbor

HOT WORK PERMIT

Purpose of that Work Date
AWD Project Number Time
Expiration
Person in Charge of Hot Work
Personnel performing that work:
Personnel Assigned Duties
SPECIAL None
INSTRUCTIONS
Check with issuer before beginning work
HAZARDOUS None Hydrogen Sulfide Carbon Monoxide Benzene
MATERIAL Hot Material Aromatic Qil Acid/Caustic
MEA Asbestos Other
TESTS TO Action Level
BE TAKEN or PEL Initial Any Elevated
Yes No if applicable Reading Readings
% 0, _ _ _ _ _
% LEL - _ _ _ _
PID _ . . _ _
FID __ — _ _ _
Specific e _ . _ .
Colorimetric
Tubes
Person performing monitoring
Monitoring frequency and frequency justification
FIRE None Water Hose and Nozzle Fog Spray Fire Extinguisher
PROTECTION Fire Watch Required Other: (specify)
CONDITION OF NO NA THESE KEY POINTS MUST BE CHECKED
AREA AND _ __ 1. Linesdisconnected and blanked away or, where disconnecting is not possible, blinds installed
EQUIPMENT in the prescribed manner.

|l g |

. ___ 2. Equipment depressured and drained.
___ —— 3. Equipment or arca satisfactorily clean of oil or other combustible material.
. ___ 4. Manbhole plates, catch basins, and sewer connections satisfactorily covered and sealed.
_ ___ 5. Adjoining equipment and operations considered OK from standpoint of their possible effect
on this job and concerned parties notified if overlapping work conditions exist.
6. Electrical equipment disconnected / racked out / tagged out by

Permit Prepared By:

Permit Reviewed By:

Permit Approved By:

HSSO Date

TEAM LEADER Date

RESIDENT SUPERINTENDENT Date



Pormit Number

CONFINED SPACE/LIMITED EGRESS PERMIT

Location and Description of Work Date
Purpose of Entry Time
Office Expiration

Person in Charge of Work

Personnel Asgssigned Duties

SPECIAL REQUIREMENTS YES NO YES
Lock Out - De-energize Escape Harness
Lines Broken - Capped or Blanked Tripod Emergency Escape Unit

Purge - Flush and Vent _ - Lifelines -
Ventilation - _— Fire Extinguishers —
Secure Area . — Lighting .
Breathing Apparatus _ o Protective Clothing _
Resuscitator - Inhalator . — Respirator _

Depth and Reading
Initial 4’ 8-’ 12° 16° 20°

o
®
o
=
(o]

Tests To Be Taken

% 0,

% LEL

PID
FID
Specific Colorimetric Tubes

Person performing monitoring

Monitoring Frequency and Frequency Justification

INSTRUMENTS USED Name Type Ident. No.

SAFETY STANDBY PERSON(S)

Permit Prepared By:

HSSO Date
Permit Reviewed By:

TEAM LEADER Date
Permit Approved By:

RESIDENT SUPERINTENDENT Date



RESPIRATOR FIT TEST WORKSHEET

EMPLOYEE NAME: SOCIAL SECURITY NO.
AWD OFFICE: SITE LOCATION: TEST DATE:
RESPIRATOR 1 RESPIRATOR 2 RESPIRATOR 3

EQUIPMENT TYPE:

MANUFACTURER'S NAME:

MODEL:

SIZE:

TEST RESULTS RESPIRATOR 1 RESPIRATOR 2 RESPIRATOR 3

(1) Negative Pressure Test

(2) Positive Pressure Test

(3) Isoamyl Acetate Vapor Test
(4) Irritant Smoke Test

‘v 'Yo o
OO RG]
Lol - B <)
rxj o oy
o~ -~
‘v
_—
~—
O I

Employee briefed on fundamental principles of respiratory protection, use, inspection,
cleaning, maintenance, and storage of equipment.

Yes ( ) No ( )
ADDITIONAL INFORMATION

Most recent employee physical examination conducted on

Corrective lenses required for normal work tasks Yes ( ) No ( )

Facial characteristics preventing seal
(beard, missing dentures, etc.)? Yes ( ) No ( )

I hereby certify that the subject employee has been FIT tested according to procedures
specified in AWD SOP HS2.1, Appendix A. The results of the test indicate that the subject
employee is accepted ( ) rejected ( ) for work assignments requiring respiratory
protective devices.

Examiner’s Name (Please Print) Examiner’s Signature Date

Employee’s Signature Date
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EMPLOYEE INJURY/ILLNESS REPORT

This is an official document to be initiated by the employee’s supervisor. Please answer all questions completely. This
report must be forwarded to the HSSO, DHSR, CHSM, and Personnel within 48 hours of the incident.

SUPERVISOR

Injured's Name Sex S$.S. No. Birth Date

Home Address City State Zip Phone

Job Title Employee No. Hire Date Hourly Wage

Date of Incident Time Time/Reported To Whom

Client Name Client Address Time Shift Began
Exact Location of Incident Did Employee Leave Work? [J No [0 Yes When

Has Employee Returned to Work? ONo CYes When ___ Did Employee Miss a Regular Scheduled Shift (ONo OYes
Doctor/Hospital Name Address

Witness Name(s) Statements Attached? (0 No 3 Yes
Nature of Injury Bxact Body Part

(Atach Doctor’s Report)
Mcdical Attention: [J None [ First Aid Onsite [0 Doctor’s Office (O Hospital E/R 3 Hospitalized

Job Assignment at Time of Incident Job Phase Task Subtask

Describe Incident (Use separate sheet if necessary)

What was the Employee doing when the Incident Occurred?

What Object, Substance, Machine, or Tools were Directly Involved in the Incident

What Unsafe Physical Conditions or Unsafe Act Caused the Incident?

What Corrective Action has been Taken to Prevent Recurrence?

Supervisor/Foreman

(Print) Signature Date

0J

ECT
MANAGER

Comments on Incident and Corrective Action

Project Manager's Name

(Print) Signature Date

HEALTH AND SAFETY PR
SITE OFFICER

Concur with Action Taken (] No [J Yes Remarks

OSHA Classification
O Incident Only [ First-Aid O No Lost Workdays (O Lost Workdays (O Restricted Activity [0 Fatal
Days Away From Work Days Restricted Work Total Days Charged

Name:

(Print) Signature Date



HEALTH AND SAFETY PLAN COMPLIANCE AGREEMENT

I, (print name), have received a copy of the Health and Safety
Plan for the ECC Site (Project No. ). I'have read the plan, understand it,
and agree to comply with all of its provisions. I understand that I could be prohibited from
working on the project and may be subject to disciplinary actions for violating any of the safety
requirements specified in the Health and Safety Plan for conducting myself in an unprofessional
manner.

Name (Print)

Signature Date



PHYSICIAN’S STATEMENT

Home Office Location

Participant Name: Date of Exam:

Part A
The above-named individual has:

1. Undergone a physical examination in accordance with OSHA Standard
29 CFR 1910.120, paragraph (f) and found to be medically-

) qualified to perform work on hazardous waste sites
) not qualified to perform work on hazardous waste sites
and,
2. Undergone a physical examination as per OSHA 29 CFR 1910.134(b)(10) and
found to be medically-

() qualified to work in respiratory protection

O) not qualified to work in respiratory protection
Part B
I, , have examined Physician’s Name
(print) Participant’s Name (print)

and have determined the following information:

1. Results of the medical examination and tests (excluding findings or diagnoses unrelated
to occupational exposure):

2. Any detected medical conditions which would place the employee at increased risk of
material impairment of the employee’s health:




PHYSICIAN’S STATEMENT
PAGE TWO

3. Recommended limitations upon the employee’s assigned work:

I have informed this participant of the results of this medical examination and any medical
conditions which require further examination or treatment.

Based on the information provided to me, and in view of the activities and hazard potentials
involved in hazardous waste site work, this participant
() may
() may not
perform his/her assignment task. This clearance for work is conditional until all laboratory data
has been received and reviewed. Any results which indicate a limitation on this employee’s

ability to perform his/her assignment will be immediately brought to the attention of the
employee and the CHSM.

Physician’s Signature

Address

Telephone Number

NOTE: Copies of test results are maintained and available at:

Address



